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Strong Neodymium (NdFeB) disc rare earth magnet 1/16" (1.6mm) diameter.

This option is without adhesive face.

Grade : N52

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc and Rod 1/16" diameter

Thicknesses available with pull force:

D001P01 .0313" (1/32") holds 0.07 lb

D001P04 .125" (1/8") holds 0.15 lb

D001P08 .500" (1/2") holds 0.20 lb

Strong Neodymium (NdFeB) disc rare earth magnet 1/8" (3.175mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc and Rod 1/8" diameter

Thicknesses available with pull force:

D002P01 .0313" (1/32") holds 0.2 lb

D002P02 .0625" (1/16") holds 0.45 lb

D002P03 .0938" (3/32") holds 0.6 lb

D002P04 .125" (1/8") holds 0.68 lb

D002P06 .250" (1/4") holds 0.85 lb
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Strong Neodymium (NdFeB) disc rare earth magnet 3/16" (4.76mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc and Rod 3/16" diameter

Thicknesses available with pull force:

D003P01 .0313" (1/32") holds 0.35 lb

D003P02 .0625" (1/16") holds 0.75 lb

D003P04 .125" (1/8") holds 1.37 lb

D003P06 .250" (1/4") holds 1.97 lb

D003P07 .375" (3/8") holds 2.00 lb

Strong Neodymium (NdFeB) disc rare earth magnet 1/4" (6.35mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc and Rod 1/4" diameter

Thicknesses available with pull force:

D004P01 .0313" (1/32") holds 0.53 lb

D004P02 .0625" (1/16") holds 1.19 lb

D004P03 .0938" (3/32") holds 1.63 lb

D004P04 .125" (1/8") holds 2.30 lb
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D004P05 .1875" (3/16") holds 3.00 lb

D004P06 .250" (1/4") holds 3.35 lb

D004P08 .500" (1/2") holds 3.87 lb

Strong Neodymium (NdFeB) disc rare earth magnet 5/16" (7.94mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc 5/16" diameter

Thicknesses available with pull force:

D005P01 .0313" (1/32") holds 0.69 lb

D005P02 .0625" (1/16") holds 1.66 lb

D005P04 .125" (1/8") holds 3.36 lb

Strong Neodymium (NdFeB) disc rare earth magnet 3/8" (9.53mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc and Rod 3/8" diameter

Thicknesses available with pull force:

D006P01 .0313" (1/32") holds 0.85 lb

D006P02 .0625" (1/16") holds 2.12 lb

D006P03 .0938" (3/32") holds 2.78 lb
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D006P04 .125" (1/8") holds 4.41 lb

D006P06 .250" (1/4") holds 6.86 lb

D006P07 .375" (3/8") holds 7.96 lb

Strong Neodymium (NdFeB) disc rare earth magnet 7/16" (11.11mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc 7/16" diameter

Thicknesses available with pull force:

D007P01 .0313" (1/32") holds 1.00 lb

D007P02 .0625" (1/16") holds 2.61 lb

D007P04 .125" (1/8") holds 5.43 lb

Strong Neodymium (NdFeB) disc rare earth magnet 1/2" (12.7mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc and Rod 1/2" diameter

Thicknesses available with pull force per unit:

D008P01 .0313" (1/32") holds 1.15 lb

D008P02 .0625" (1/16") holds 3.10 lb

D008P03 .0938" (3/32") holds 4.16 lb
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D008P12 1.00" (1") holds 22.30 lb

D008P04 .125" (1/8") holds 6.44 lb

D008P06 .250" (1/4") holds 10.90 lb

D008P07 .375" (3/8") holds 13.40 lb

D008P08 .500" (1/2") holds 14.60 lb

D008P10 .750" (3/4") holds 15.50 lb

Strong Neodymium (NdFeB) disc rare earth magnet 9/16" (14.29mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc 9/16" diameter

Thicknesses available with pull force:

D009P01 .0313" (1/32") holds 1.31 lb

D009P02 .0625" (1/16") holds 3.58 lb

D009P04 .125" (1/8") holds 7.32 lb

Strong Neodymium (NdFeB) disc rare earth magnet 5/8" (15.88mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc 5/8" diameter

Thicknesses available with pull force:
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D010P01 .0313" (1/32") holds 1.47 lb

D010P02 .0625" (1/16") holds 4.06 lb

D010P03 .0938" (3/32") holds 5.61 lb

D010P04 .125" (1/8") holds 8.20 lb

Strong Neodymium (NdFeB) disc rare earth magnet 3/4" (19.05mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc and Rod 3/4" diameter

Thicknesses available with pull force:

D012P01 .0313" (1/32") holds 1.78 lb

D012P02 .0625" (1/16") holds 4.95 lb

D012P03 .0938" (3/32") holds 7.01 lb

D012P12 1.00" (1") holds 36.60 lb

D012P04 .125" (1/8") holds 9.76 lb

D012P06 .250" (1/4") holds 18.80 lb

D012P08 .500" (1/2") holds 27.60 lb

D012P10 .750" (3/4") holds 32.50 lb
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Strong Neodymium (NdFeB) disc rare earth magnet 7/8" (22.23mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc 7/8" diameter

Thicknesses available with pull force:

D014P02 .0625" (1/16") holds 5.50 lb

D014P04 .125" (1/8") holds 11.28 lb

Strong Neodymium (NdFeB) disc rare earth magnet 1" (25.4mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc and Rod 1" diameter

Thicknesses available with pull force:

D016P02 .0625" (1/16") holds 6.80 lb

D016P03 .0938" (3/32") holds 9.85 lb

D016P12 1.00" (1") holds 61.00 lb

D016P04 .125" (1/8") holds 12.60 lb

D016P05 .1875" (3/16") holds 22.50 lb

D016P06 .250" (1/4") holds 27.20 lb

D016P08 .500" (1/2") holds 44.00 lb
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D016P10 .750" (3/4") holds 55.30 lb

Strong Neodymium (NdFeB) disc rare earth magnet 2" (50.8mm) diameter.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc 2" diameter

Thicknesses available with pull force:

D200P04 .125" (1/8") holds 28.82 lb

D200P06 .250" (1/4") holds 55.00 lb

Strong Neodymium (NdFeB) disc rare earth magnet 20mm (0.787") diameter.

This option is without adhesive face.

Grade : N35

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc 20mm diameter

Thicknesses available with pull force:

D20X5P 5mm holds 20.20 lb
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Strong Neodymium (NdFeB) ring rare earth magnet.

A ring is like a disk with an outside diameter and an inside diameter. Holding
force will vary in the thickness of the ring.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Ring

R016012P04 Outside diameter:  1
Inside diameter:   .75
Thickness:         .125

R016H012P07 Outside diameter:  1
Inside diameter:   .75
Thickness:         .375

R104H016P11 Outside diameter:  1.25
Inside diameter:   1
Thickness:         .875

R004002P06 Outside diameter:  .25
Inside diameter:   .125
Thickness:         .250

R008H002P01 Outside diameter:  .5
Inside diameter:   .125
Thickness:         .0313

R008H002P02 Outside diameter:  .5
Inside diameter:   .125
Thickness:         .0625

R008H002P04 Outside diameter:  .5
Inside diameter:   .125
Thickness:         .125

R008004P08 Outside diameter:  .5
Inside diameter:   .125
Thickness:         .500

R008H004P02 Outside diameter:  .5
Inside diameter:   .25
Thickness:         .0625
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R008H004P04 Outside diameter:  .5
Inside diameter:   .25
Thickness:         .125

R012H002P02 Outside diameter:  .75
Inside diameter:   .125
Thickness:         .0625

R012H002P04 Outside diameter:  .75
Inside diameter:   .125
Thickness:         .125

Strong Neodymium (NdFeB) rectangular shape rare earth magnet 1/32" (0.794mm)
thick.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular 1/32" Thick

Sizes available with pull force:

B004004P01 .025" (1/4") x .025" (1/4") holds 0.61 lb

B008008P01 .05" (1/2") x .05" (1/2") holds 1.31 lb

B008004P01 .05" (1/2") x .025" (1/4") holds 0.91 lb
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Strong Neodymium (NdFeB) rectangular shape rare earth magnet 1/16" (1.59mm)
thick.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular 1/16" Thick

Sizes available with pull force:

B016016P02 1" (1") x 1" (1") holds 5.84 lb

B016004P02 1" (1") x .250" (1/4") holds 3.59 lb

B004002P02 .250" (1/4") x .125" (1/8") holds 0.83 lb

B004004P02 .250" (1/4") x .250" (1/4") holds 1.43 lb

B008004P02 .5" (1/2") x .250" (1/4") holds 1.92 lb

B006016P02 .375" (3/8") x 1" (1") holds 3.77 lb

B006004P02 .375" (3/8") x .250" (1/4") holds 1.91 lb

B006006P02 .375" (3/8") x .375" (3/8") holds 2.50 lb

B008016P02 .5" (1/2") x 1" (1") holds 4.30 lb

B008002P02 .5" (1/2") x .125" (1/8") holds 1.43 lb

B008008P02 .5" (1/2") x .5" (1/2") holds 3.59 lb

B012006P02 .75" (3/4") x .375" (3/8") holds 3.86 lb

B012012P02 .75" (3/4") x .75" (3/4") holds 5.37 lb
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Strong Neodymium (NdFeB) rectangular shape rare earth magnet 1/8" (3,175mm)
thick.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular 1/8" Thick

Sizes available with pull force:

B016001P04 1" (1") x .0625" (1/16") holds 2.31 lb

B016016P04 1" (1") x 1" (1") holds 12.15 lb

B016200P04 1" (1") x 2" (2") holds 18.14 lb

B016004P04 1" (1") x .250" (1/4") holds 7.34 lb

B016012P04 1" (1") x .750" (3/4") holds 12.36 lb

B400108P04 4" (4") x 1.5"(1.5") holds 39 lb

B002002P04 .125" (1/8") x .125" (1/8") holds 0.86 lb

B004002P04 .250" (1/4") x .125" (1/8") holds 1.55 lb

B004004P04 .250" (1/4") x .250" (1/4") holds 2.84 lb

B006016P04 .375" (3/8") x 1" (1") holds 7.52 lb

B006004P04 .375" (3/8") x .250" (1/4") holds 3.91 lb

B006006P04 .375" (3/8") x .375" (3/8") holds 5.19 lb

B008001P04 .5" (1/2") x .0625" (1/16") holds 1.15 lb

B008016P04 .5" (1/2") x 1" (1") holds 8.62 lb

B008200P04 .5" (1/2") x 2" (2") holds 12.15 lb

B008004P04 .5" (1/2") x .250" (1/4") holds 4.8 lb

B008008P04 .5" (1/2") x .5" (1/2") holds 6.12 lb

B012004P04 .75" (3/4") x .250" (1/4") holds 6.25 lb

B012006P04 .75" (3/4") x .375" (3/8") holds 7.83 lb
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Strong Neodymium (NdFeB) rectangular shape rare earth magnet 3/16" (4,76mm)
thick.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular 3/16" Thick

B006006P05 Length:  .375
Width:   .375

Strong Neodymium (NdFeB) rectangular shape rare earth magnet 1/4" (6.35mm)
thick.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular 1/4" Thick

Sizes available with pull force:

B016016P06 1" (1") x 1" (1") holds 30.02 lb

B016200P06 1" (1") x 2" (2") holds 36.07 lb

B016004P06 1" (1") x .250" (1/4") holds 13.15 lb

B400108P06 4" (4") x 1.5"(1.5") holds 63.5 lb

B002002P06 .125" (1/8") x .125" (1/8") holds 1.14 lb

B002008P06 .125" (1/8") x .5" (1/2") holds 3.54 lb

B004002P06 .250" (1/4") x .125" (1/8") holds 2.77 lb
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B004004P06 .250" (1/4") x .250" (1/4") holds 4.25 lb

B006004P06 .375" (3/8") x .250" (1/4") holds 6.03 lb

B006006P06 .375" (3/8") x .375" (3/8") holds 8.41 lb

B008016P06 .5" (1/2") x 1" (1") holds 16.98 lb

B008200P06 .5" (3/4") x 2" (2") holds 30.02 lb

B008004P06 .5" (1/2") x .250" (1/4") holds 7.63 lb

B008006P06 .5" (1/2") x .375" (3/8") holds 10.51 lb

B008008P06 .5" (1/2") x .5" (1/2") holds 13.15 lb

B012004P06 .75" (3/4") x .250" (1/4") holds 10.51 lb

B012012P06 .75" (3/4") x .75" (3/4") holds 21.94 lb

Strong Neodymium (NdFeB) rectangular shape rare earth magnet 3/8" (9.525mm)
thick.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular 3/8" Thick

Sizes available with pull force:

B006006P07 .375" (3/8") x .375" (3/8") holds 10.07 lb
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Strong Neodymium (NdFeB) rectangular shape rare earth magnet 1/2" (12.7mm)
thick.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular 1/2" Thick

Sizes available with pull force:

B016016P08 1" (1") x 1" (1") holds 54.44 lb

B016200P08 1" (1") x 2" (2") holds 77.7 lb

B002002P08 .125" (1/8") x .125" (1/8") holds 1.19 lb

B004002P08 .250" (1/4") x .125" (1/8") holds 3.02 lb

B004004P08 .250" (1/4") x .250" (1/4") holds 5.06 lb

B008002P08 .5" (1/2") x 1/8" (.125") holds 5.06 lb

B008004P08 .5" (1/2") x .250" (1/4") holds 9.67 lb

B008008P08 .5" (1/2") x .5" (1/2") holds 18.71 lb

Strong Neodymium (NdFeB) rectangular shape rare earth magnet 1" (25.4mm) thick.

This option is without adhesive face.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular 1" Thick

Sizes available with pull force:

B200200P12 2" (2") x 2" (2") holds 318.6 lb
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B004004P12 .250" (1/4") x .250" (1/4") holds 5.41 lb

Strong Neodymium (NdFeB) disc rare earth magnet with adhesive face

This option is with adhesive face (3M #467)

3M adhesive #467 is a High performance acrylic adhesive for indoor and outdoor
application.

Main application would be brochure, sales folders, boxes, cardboard products.

Available on North or South pole. Please select when ordering N for North or S for
South.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Disc With Adhesive Face

D008A01N Diameter:   .5
Thickness:  .03125
Pole:       North

D008A01S Diameter:   .5
Thickness:  .03125
Pole:       South

D008A02N Diameter:   .5
Thickness:  .0625
Pole:       North

D008A02S Diameter:   .5
Thickness:  .0625
Pole:       South

D008A04N Diameter:   .5
Thickness:  .125
Pole:       North

D008A04S Diameter:   .5
Thickness:  .125
Pole:       South

D012A02N Diameter:   .75
Thickness:  .0625
Pole:       North
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D012A02S Diameter:   .75
Thickness:  .0625
Pole:       South

Strong Neodymium (NdFeB) disc rare earth magnet with countersunk hole.

This option is without adhesive face.

The countersunk hole enables you to affix this magnet with a screw to a hard surface.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Countersunk Magnets

D008P04T Shape:      Disk
Length:     .5
Thickness:  .125

R15X4X5DCS01 Shape:      Disk
Length:     .59
Thickness:  .125

R012H003P04 Shape:      Disk
Length:     .75
Thickness:  .125
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Strong Neodymium (NdFeB) rectangular shape rare earth magnet with adhesive face

This option is with adhesive face (3M #4229)

3M adhesive #4229 is acrylic foam tape 0.76mm thick with red printed liner. Liner-side
is designed for bonding to rigid clear coat systems.

Main application would be brochure, sales folders, boxes, cardboard products.

Available with adhesive on North pole only.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Magnet Rectangular With Adhesive

B006016A04 Length:     .375
Width:      1
Thickness:  .125

B008016A02 Length:     .5
Width:      1
Thickness:  .0625

Steel cups for rare earth magnets.

This item is not a magnet. It has been designed to work as a set with our washers and
rare-earth magnet.

A steel cup increase a magnet's attraction by four. These steel cups are counterbored
to fit the magnet we sell.

All cups and washers have countersunk holes for surface mounting or flush-mounting
in counterbored holes.

The cup for 1/2" (SC008) is countersunk for a #4 flat-head screw. The cups for
3/4" (SC012) and 1" (SC016) are countersunk for a #10 screw.

Main application : Closures in cabinet doors or box lids.

Steel Cup for Magnets

Options:

SC008 SC008 is to be used with magnet D008P04
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SC012 SC012 is to be used with magnet D012P04

SC016 SC016 is to be used with magnet D016P04

Steel washers for rare-earth magnets.

These steel discs are not magnets. They are instead used as a striker plate which
magnets are attracted to. It has been designed to work as a set with our washers and
rare-earth magnet.

All cups and washers have countersunk holes for surface mounting or flush-mounting
in counterbored holes.

The washer for 1/2" (W012) is countersunk for a #4 screw. The washers for
3/4" (W016) and 1" (W104) are countersunk for a #10 screw.

Main application : Closures in cabinet doors or box lids.

Steel Washers for Magnets

Measurements:

W012 3/4" diameter x 1/8" thick

W016 1" diameter x 1/8" thick

W104 1.125" diameter x 1/8" thick

Not sure which pole is on which side? Use our magnetic pole identifier to find out.

Simply point identifier at your magnet and press the button.

The red and green lights will indicate which face is North or South poles.

Batteries included.

Magnetic Pole Identifier

MPI

Black rubber casing for pot magnets.

These rubber boots serve as a protective grip for metal surfaces.

Increases friction and resistance to sliding in a shear position.

Magnets are not included with the rubber boot.

Rubber boot for pot magnet

Two sizes available:

RC-B48 Model RC-B48 can be used with pot magnets A48 & B48.

RC/TAXI01 Model RC/TAXI01 to be used with TAXI02.
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Stylish magnetic name badge with self adhesive striker plate.

Great alternative to the traditional pin! Our magnetic badges won't leave holes in your
clothing.

Comes in 2 parts: A) steel strinking plate with foam adhesive; with B) under-garment
magnetic plate.

Our lightweight magnetic name badge holder has one sticky back foam pad that you
stick to the back of your ID or badge holder. Peel the covering from the tape and attach
it to your name badge.

We have 5 different models in stock.

Name Badge Magnets

Choice of 5 models:

MF2 MF2 is plastic with double post magnet 1/2" x 1.25"

MF3 MF3 is black covered casing 1/2" x 1.75"

MF4 MF4 is black covered casing with 3 magnets 1/2" x 1.75"

MF5 MF5 is black covered casing with 2 magnets 1/2" x 1.75"

MF6 MF6 is metal disk 17mm diameter

These magnets will save you time!

You won’t need another pair of hands or piece of tape to hold your graphics in place

Their holding power gives you strength and flexibility to play with the graphic.

The rubber base prevents scratching. Easy to remove with handle.

Choice of 3 different models : Blue (with handle), green (with key ring) and orange
(with handle)

Wrap Magnets

VWM1 VWM1 (Blue) 6 units per box

VWM2 VWM2 (Orange) 6 units per box

VWM3 VWM3 (Green) 5 units per box
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Ultimate solution to make a vehicle roof or taxi lantern sign.

Specially designed to withstand bad weather. Water infiltration is kept to a minimum by
its design and protective rubber boot.

Size of the assembly is 82mm diameter x 11mm thick.

The holding force with the rubber case is 195 lb.

This assembly is covered with a black epoxy coating which means that it will not rust.

The rubber case is included with the magnet.

Taxi Magnets

TAXI02

Magnetic push pin made of plastic with strong neodymium magnet.

Can easily hold up to 20 sheets of letter size paper.

Applications: Holding sheets of paper, notes, photos, whiteboard, fridge. Can be used
in kitchen, school, warehouse, garage, office or wherever there is a magnetic or
metallic surface.

2 models available : LMPP1 and XMPP1

Office Magnets

Dimensions / No of colors:

XMPP1 25mm diameter x 30mm high / Choices of 2 colors

LMPP1 19mm diameter x 25mm high / Choices of 8 colors

Ceramic (also known as Ferrite) disk magnets are round shape ceramic ferrite
magnets of varying diameter and thickness.

Ceramic magnets are for general purpose, low cost, and have a high resistance to
demagnetization.

Grade : C8

Maximum working temperature : 250°C

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

This magnet is not coated.

Pull force for item C820X5P : 1.3 lb

Ferrite Magnet Disc
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C8D20X5P Diameter:   .787
Thickness:  .200

Ceramic (also known as Ferrite) magnets are rectangular shape ceramic ferrite
magnets of varying sizes and thickness.

Ceramic magnets are for general purpose, low cost, and have a high resistance to
demagnetization.

Grade : C8

Maximum working temperature : 250°C

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

This magnet is not coated.

Pull force for item C8B114014P07 : 6.6 lb

Ferrite Magnet Rectangular

C8B114014P07 Length:     1.875
Width:      .875
Thickness:  .375

Round base ceramic (ferrite) magnet are strong and powerful magnets with a borehole
in the center. Magnetic on one side.

No more drilling holes! Add a knob or a hook and use it to apply it to your objects on a
metal surface.

To achieve the maximum magnetic power it must be applied on a flat surface.

Also available in rare-earth versions.

Ferrite Round Base Magnet

Measurements (pull force):

A32C A32C is 32mm (1.25") diameter (12 lb)

A35C A35C is 35mm (1.42") diameter (15 lb)

A52C A52C is 52mm (2.03") diameter (35 lb)

A60C A60C is 60mm (2.375") diameter (50 lb)

A70C A70C is 70mm (2.625") diameter (80 lb)

A80C A80C is 80mm (3.2") diameter (100 lb)
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This round base ceramic (ferrite) magnet has a flat magnet with a hook.

This option has been painted with white enamel paint for durability.

Ceramic magnets are for general purpose, low cost, and have a high resistance to
demagnetization.

Grade : C8

Maximum working temperature : 250°C

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

This magnet is not coated.

Pull force for item is 9 lb.

Main application: to hold sets of lights in place or advertisement on ceilling.

Ferrite Hook & Eyebolt Magnets

E25C-W Diameter:  1
Type:      Hook

Rectangular base magnet are strong and powerful magnets. Magnetic on one side. A
strong ceramic magnet is glued into a plated steel channel with holes for mounting.

No more drilling holes! Add a knob or a hook and use it to apply it to your objects on a
metal surface.

To achieve the maximum magnetic power it must be applied on a flat surface.

Channel assemblies are up to 30 times stronger than ceramic magnets by themselves.

Common applications : Door latches, licence plate holders, sign and banner, etc.

Ferrite Rectangular Base Channel

CH-10 Length:  1

CH-35 Length:  3
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A pot magnet is a strong neodymium magnet embedded into a durable steel cup. It is
also called cup magnet or mounting magnet.

The main application is to screw or bolt this magnet to your item.

One face only is magnetic.

For graphics and measurements please refer to the pictures enclosed online. Each
model has their own drawing and pull force is indicated.

Grade : N42

Maximum working temperature : 176°F (80°C)

Tolerance: +/- .004"

Magnetized axially through the thickness, poles on flat face, single pole, poles
unmarked.

Each magnet is coated with 3 layers of nickel, copper and nickel (Ni-Cu-Ni plating) to
improve corrosion resistance.

Neodymium Pot Magnet With Countersunk Hole

A32 Diameter:  1.25

A42 Diameter:  1.65

A48 Diameter:  2

A60 Diameter:  2.36

A75 Diameter:  3

A16 Diameter:  .63

A20 Diameter:  .79

A25 Diameter:  .98

A pot magnet is a strong neodymium magnet embedded into a durable steel cup. It is
also called cup magnet or mounting magnet.

The main application is to screw or bolt this magnet to your item.

One face only is magnetic.

For graphics and measurements please refer to the pictures enclosed online. Each
model has their own drawing and pull force is indicated.

Neodymium Pot Magnet With Counterboar Hole

B32 Diameter:  1.26

B42 Diameter:  1.65

B48 Diameter:  1.89
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B60 Diameter:  2.36

B75 Diameter:  3

B16 Diameter:  .63

B20 Diameter:  .79

B25 Diameter:  .98

A pot magnet is a strong neodymium magnet embedded into a durable steel cup. It is
also called cup magnet or mounting magnet.

The main application is to screw or bolt this magnet to your item.

One face only is magnetic.

For graphics and measurements please refer to the pictures enclosed online. Each
model has their own drawing and pull force is indicated.

Neodymium Pot Magnet With Hook

E16 Diameter:  0.63

E20 Diameter:  .79

A pot magnet is a strong neodymium magnet embedded into a durable steel cup. It is
also called cup magnet or mounting magnet.

The main application is to screw or bolt this magnet to your item.

One face only is magnetic.

For graphics and measurements please refer to the pictures enclosed online. Each
model has their own drawing and pull force is indicated.

Neodymium Pot Magnet With Inner Thread

DP16 Diameter:  0.63

A pot magnet is a strong neodymium magnet embedded into a durable steel cup. It is
also called cup magnet or mounting magnet.

The main application is to screw or bolt this magnet to your item.

One face only is magnetic.

For graphics and measurements please refer to the pictures enclosed online. Each
model has their own drawing and pull force is indicated.

Neodymium Pot Magnet With Thread

C16 Diameter:  0.63
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Neodymium Channel Magnet with countersunk hole.

Super strong neodymium magnet encased inside a stainless steel channel bar.

Width is 13.5mm (0.53") and thickness is 5mm (0.2") for all channels.

Holes diameter is 3.3mm (0.13"):

Note: Items NCM10, NCM20 and NCM30 have 1 hole only

Neodymium Magnet U-Channel

Length (and pull force) / Hole information:

NCM30 30mm (1.18") long (26.4 lb) / 1 hole only

NCM40 40mm (1.57") long (37.4 lb) / 30mm (1.18") between holes

NCM50 50mm (1.97") long (59.4 lb) / 40mm (1.57") between holes

NCM60 60mm (2.36") long (66 lb) / Distance between holes is 50mm
(1.97')

NCM70 70mm (2.76") long (68.2 lb) / Distance between holes is 60mm
(2.86")

NCM80 80mm (3.15") long (72.6 lb) / Distance between holes is 70mm
(2.76")

NCM90 90mm (3.54") long (77 lb) / Distance between holes is 80mm
(3.15")

NCM10 10mm (.394") long (8.8 lb) / 1 hole only

NCM20 20mm (.797") long (15.4 lb) / 1 hole only

NCM100 100mm (3.94") long (79.2 lb) / Distance between holes is
90mm (3.54")

NCM110 110mm (4.33") long (83.6 lb) / Distance between holes is
100mm (3.94")

NCM120 120mm (4.72") long (88 lb) / Distance between holes is 110mm
(4.33")
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The Minnow : 400 lb (combined) pulling force, double sided round neodymium
magnet, with two M8 eyebolt (1.89’’ diameter)

Description :

Our smallest fishing magnet. Perfect for first timers and kids. It’s about as heavy as
a can of soup (310 grams / 0.68 lb). It has a great throwing weight.

This model with two eyebolts provides more versatibility by allowing it to be used as a
double-sided, or single sided magnet. The eyebolt can be screw into the side of the
casing or through the magnet face.

What’s in the box?

It includes two threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available.

The holding power of 400 lb is a combined maximum pull between the two magnetic
face. Each side will produce around 200 lb of pulling force.

Recommended rope (included) : 8mm x 20m

Additional product recommended :

Threadlocker to keep the eyebolt from backing out.

Specifications :

Sku : RS48-2

Dimensions : 1.89’’ x 0.71’’ (48x18mm)

Material : Two NdFeB Magnets + A3 Steel Casing + Two 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 310 grams / 0.68 lb

The minnow (400 lb) double-thread fishing magnet

RS48-2

For prices and more, please visit www.simplesignman.com p. 27



The Stingray : 600 lb (combined) pulling force, double sided round neodymium
magnet, with two M8 eyebolt (2.36’’ diameter)

Description :

Our second smallest fishing magnet. Appropriate for starter kit. It’s about half as
heavy as a liter of water (530 grams / 1.17 lb). It has a good throwing weight.

This model with two eyebolts provides more versatibility by allowing it to be used as a
double-sided, or single sided magnet. The eyebolt can be screw into the side of the
casing or through the magnet face.

What’s in the box?

It includes two threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available.

The holding power of 600 lb is a combined maximum pull between the two magnetic
face. Each side will produce around 300 lb of pulling force.

Recommended rope (included) : 8mm x 20m

Additional product recommended :

Threadlocker to keep the eyebolt from backing out.

Specifications :

Sku : RS60-2

Dimensions : 2.36’’ x 0.87’’ (60x22mm)

Material : Two NdFeB Magnets + A3 Steel Casing + Two 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 530 grams / 1.17 lb

The stingray (600 lb) double-thread fishing magnet

RS60-2
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The Beluga : 1150 lb (combined) pulling force, double sided round neodymium
magnet, with two M10 eyebolt (2.95’’ diameter)

Description :

Great size for a fishing magnet. Appropriate for smaller areas. It’s about as heavy as
a liter of water (965 grams / 2.13 lb). Still has a good throwing weight.

This model with two eyebolts provides more versatibility by allowing it to be used as a
double-sided, or single sided magnet. The eyebolt can be screw into the side of the
casing or through the magnet face.

What’s in the box?

It includes two threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available.

The holding power of 1150 lb is a combined maximum pull between the two
magnetic face. Each side will produce around 575 lb of pulling force.

Recommended rope (included) : 8mm x 20m

Additional product recommended :

Threadlocker to keep the eyebolt from backing out.

Specifications :

Sku : RS75-2

Dimensions : 2.95’’ x 0.98’’ (75 x 25mm)

Material : Two NdFeB Magnets + A3 Steel Casing + Two 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 965 grams / 2.13 lb

The beluga (1150 lb) double-thread fishing magnet

RS75-2
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The Blue Marlin : 1700 lb (combined) pulling force, double sided round neodymium
magnet, with two M10 eyebolt (3.7’’ diameter)

Description :

One of our favorite fishing magnet! With the Blue Marlin you are starting to be in the
big league. Good strength for a fishing magnet. Appropriate for shallow areas. It’s
about half as heavy as a brick (1600 grams / 3.53 lb).

This model with two eyebolts provides more versatibility by allowing it to be used as a
double-sided, or single sided magnet. The eyebolt can be screw into the side of the
casing or through the magnet face.

What’s in the box?

It includes two threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available.

The holding power of 1700 lb is a combined maximum pull between the two
magnetic face. Each side will produce around 850 lb of pulling force.

Additional product recommended :

Threadlocker to keep the eyebolt from backing out.

Recommended rope (not included) : 10mm x 20m

Specifications :

Sku : RS94-2

Dimensions : 3.7’’ x 1.02’’ (94 x 26mm)

Material : Two NdFeB Magnets + A3 Steel Casing + Two 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 1600 grams / 3.53 lb

The blue marlin (1700 lb) double-thread fishing magnet

RS94-2
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The Black Marlin : 2600 lb (combined) pulling force, double sided round neodymium
magnet, with two M12 eyebolt (4.57’’ diameter)

Description :

Our second strongest double-threaded fishing magnet! Great strength for a fishing
magnet. Appropriate for shallow areas. It’s about as heavy as a brick (2750 grams /
6.06 lb).

This model with two eyebolts provides more versatibility by allowing it to be used as a
double-sided, or single sided magnet. The eyebolt can be screw into the side of the
casing or through the magnet face.

What’s in the box?

It includes two threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available.

The holding power of 2600 lb is a combined maximum pull between the two
magnetic face. Each side will produce around 1300 lb of pulling force.

Additional product recommended :

Threadlocker to keep the eyebolt from backing out.

Recommended rope (not included) : 10mm x 20m

Specifications :

Sku : RS116-2

Dimensions : 4.57’’ x 1.26’’ (116 x 32mm)

Material : Two NdFeB Magnets + A3 Steel Casing + Two 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 2750 grams / 6.06 lb

The black marlin (2600 lb) double-thread fishing magnet

RS116-2

For prices and more, please visit www.simplesignman.com p. 31



The Great White Shark : 3600 lb (combined) pulling force, double sided round
neodymium magnet, with two M12 eyebolt (5.35’’ diameter)

Description :

Our STRONGEST double-threaded fishing magnet! Amazing strength for a fishing
magnet. Appropriate for shallow areas. It’s almost as heavy as a gallon of paint
(3930 grams / 8.66 lb).

This model with two eyebolts provides more versatibility by allowing it to be used as a
double-sided, or single sided magnet. The eyebolt can be screw into the side of the
casing or through the magnet face.

What’s in the box?

It includes two threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available.

The holding power of 3600 lb is a combined maximum pull between the two
magnetic face. Each side will produce around 1800 lb of pulling force.

Additional product recommended :

Threadlocker to keep the eyebolt from backing out.

Recommended rope (not included) : 10mm x 20m

Specifications :

Sku : RS136-2

Dimensions : 5.35’’ x 1.34’’ (136 x 34mm)

Material : Two NdFeB Magnets + A3 Steel Casing + Two 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 3930 grams / 8.66 lb

The great white shark (3600 lb) double-thread fishing magnet

RS136-2
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The Stingray : 300 lb pulling force, single threaded round neodymium magnet, with
one M8 eyebolt (2.36’’ diameter)

Description :

Appropriate for starter kit. It’s about as heavy as a can of soup (330 grams / 0.73 lb).
It has a great throwing weight.

All-in-one kit with everything needed to start your discovery!

What’s in the box?

It includes one threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available. The holding power of 300 lb is maximum pull on the magnetic face.

Includes threadlocker, 8mm x 20m braided rope with carabiner, a pair of glove into a
custom waterproof plastic case. Perfect for all weather and easy to carry on-site!

Specifications :

Sku : RS60-4K

Dimensions : 2.36’’ x 0.59’’ (60x15mm)

Material : One NdFeB Magnets + A3 Steel Casing + One 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 330 grams / 0.73 lb

Case : 10.5’’ x 9.5’’ x 6.75’’

Black high impact polypropylene plastic

Includes two padlock holes

The stingray (300 lb) starter kit single thread fishing magnet

RS60-4K
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The Beluga : 575 lb pulling force, single threaded round neodymium magnet, with one
M10 eyebolt (2.95’’ diameter)

Description :

Great size for a fishing magnet. Appropriate for smaller areas. It’s about as heavy as
a basketball (630 gram / 1.39 lb). Has a good throwing weight.

All-in-one kit with everything needed to start your discovery!

What’s in the box?

It includes one threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available. The holding power of 575 lb is maximum pull on the magnetic face.

Includes threadlocker, 8mm x 20m braided rope with carabiner, a pair of glove into a
custom waterproof plastic case. Perfect for all weather and easy to carry on-site!

Specifications :

Sku : RS75-4K

Dimensions : 2.95’’ x 0.71’’ (75x18mm)

Material : One NdFeB Magnets + A3 Steel Casing + One 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 630 grams / 1.39 lb

Case : 10.5’’ x 9.5’’ x 6.75’’

Black high impact polypropylene plastic

Includes two padlock holes

The beluga (575 lb) single thread fishing magnet kit

RS75-4K
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The Swordfish : 1000 lb pulling force, single threaded round neodymium magnet, with
one M10 eyebolt (3.54’’ diameter)

Description :

Great size for a fishing magnet. Appropriate for smaller areas. It’s about as heavy as
a liter of water (899 gram / 1.98 lb). Still a good throwing weight.

All-in-one kit with everything needed to start your discovery!

What’s in the box?

It includes one threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available. The holding power of 1000 lb is maximum pull on the magnetic face.

Includes threadlocker, 8mm x 20m braided rope with carabiner, a pair of glove into a
custom waterproof plastic case. Perfect for all weather and easy to carry on-site!

Specifications :

Sku : RS94-4K

Dimensions : 3.54’’ x 0.71’’ (90x18mm)

Material : One NdFeB Magnets + A3 Steel Casing + One 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 899 grams / 1.98 lb

Case : 10.5’’ x 9.5’’ x 6.75’’

Black high impact polypropylene plastic

Includes two padlock holes

The swordfish (1000 lb) single thread fishing magnet kit

RS90-4K
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The Hammerhead Shark : 1200 lb pulling force, single threaded round neodymium
magnet, with one M12 eyebolt (4.72’’ diameter). Our strongest single threaded fishing
magnet!

Description :

Great size for a fishing magnet. Appropriate for smaller areas. It’s about half as
heavy as a brick (1550 grams / 3.42 lb). Still a good throwing weight.

All-in-one kit with everything needed to start your discovery!

What’s in the box?

It includes one threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available. The holding power of 1200 lb is maximum pull on the magnetic face.

Includes threadlocker, 8mm x 20m braided rope with carabiner, a pair of glove into a
custom waterproof plastic case. Perfect for all weather and easy to carry on-site!

Specifications :

Sku : RS120-4K

Dimensions : 4.72’’ x 0.71’’ (120x18mm)

Material : One NdFeB Magnets + A3 Steel Casing + One 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 1550 grams / 3.42 lb

Case : 10.5’’ x 9.5’’ x 6.75’’

Black high impact polypropylene plastic

Includes two padlock holes

The hammerhead shark (1200 lb) single thread fishing magnet kit

RS120-4K
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The Behemoth : 1200 lb pulling force, countersunk hole round neodymium magnet,
with one M12 eyebolt (4.57’’ diameter)

Description :

Our second strongest threaded-hole and eyelet fishing magnet! Great strength for
a fishing magnet. Appropriate for shallow areas. It’s about half as heavy as a brick
(1625 grams / 3.58 lb).

The countersunk hole allows multiple mounting applications such as hook, knob and
eyebolt. Excellent for retriving applications.

What’s in the box?

It includes one threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available.

The holding power of 1200 lb is maximum pull on one magnetic face.

Additional product recommended :

Threadlocker to keep the eyebolt from backing out.

Recommended rope (not included) : 10mm x 20m

Specifications :

Sku : RS116-3

Dimensions : 4.57’’ x 1.26’’ (116 x 20mm)

Material : One NdFeB Magnets + A3 Steel Casing + One 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 1625 grams / 3.58 lb

The behemoth (1200 lb) threaded hole and eyelet fishing magnet

RS116-3
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The Gigantor : 2000 lb pulling force, countersunk hole round neodymium magnet, with
one M12 eyebolt (4.72’’ diameter)

Description :

Our strongest threaded-hole and eyelet fishing magnet! Amazing strength for a
fishing magnet. Appropriate for shallow areas. It’s almost as heavy as a brick (2500
grams / 5.5 lb).

The countersunk hole allows multiple mounting applications such as hook, knob and
eyebolt. Excellent for retriving applications.

What’s in the box?

It includes one threaded eyelets. This assembly is made with A3 steel plate and coated
with Nickel-Copper-Nickel to be the strongest and most durable type of fishing magnet
available.

The holding power of 2000 lb is maximum pull on one magnetic face.

Additional product recommended :

Threadlocker to keep the eyebolt from backing out.

Recommended rope (not included) : 10mm x 20m

Specifications :

Sku : RS136-3

Dimensions : 4.72’’ x 0.91’’ (136 x 23mm)

Material : One NdFeB Magnets + A3 Steel Casing + One 304 Stainless Steel Eyebolts

Coating : Ni-Cu-Ni

Weight : 2500 grams / 5.5 lb

The gigantor (2000 lb) threaded hole and eyelet fishing magnet

RS136-3

High breaking force fishing rope for fishing magnet. UV resistant with great grip. 100%
polyester. Water and wear resistant. Very tightly woven, not elastic. Includes stainless
steel carabiner.

Fishing magnet rope
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FL8.20 8mm x 20m rope load is 360kg (weight is 790g)

FL10.20 10mm x 20m rope load is 1200kg (weight is 1100g)

FL12.20 12mm x 20m rope load is 2100kg (weight is 1400g)

For prices and more, please visit www.simplesignman.com p. 39


