
Maintaining your Nutritower                                                                                      
 
Maintaining your Nutritower is critical to the success of your growing experience. Please follow the maintenance 

tips below.   It takes minutes a day to ensure a great harvest!   

Daily 

• Check the water flow and ensure that the feeder tubes are secured in place.  If water flow isn’t consistent 
there might be a blockage in the pot above.  Water flow must be consistent from pot to pot.   If the 
hyrdoton is dry or the plants look wilted, turn your timer to the ON position and let the water cycle within 
the system for 30 minutes.  

• Check water level.  As plants mature the water will need to be replenished on a 
more regular basis.   

• Trim any dead or wilted foliage. 

• Check the timers and make sure they are set to the TIMER (image of a clock) 
setting. 

• You can also top up your reservoir by pouring a pitcher of water into any pot.   

Weekly 

• Unplug your pump.  Remove the reservoir, empty the old water, clean all residue from the reservoir using 
warm water and a rag.  Rinse the reservoir thoroughly and wipe the exterior of the pump.  Fill the reservoir 
3 inches from top.  Place the pump in the reservoir and make sure all 4 suction cups are facing down.  Add 
25ml of both the A and B growing formula to the water.  Make sure that all 8 feeder tubes are placed in the 
bucket.  Plug your pump back into the timer and make sure your timers are set. 

• As the foliage starts to approach the lights, rotate the plants 180 degrees.  Check the root growth of each 
plant. Trim or remove any roots that are blocking the filter within the pot.  Harvest if needed.   

 

 

 

 

 

 

Troubleshooting: 

What to do if my tower is dripping from a pot?  

• Determine where the drip is coming from and check if the watering tube has an obstruction. If the tube is 
clear, unclip the pot and lift the plant out by the black mesh pot. Check for potential water build up in the 
bottom. Clear out or trim any excess roots or small rocks that might be causing a blockage. 

What to do if there is water accumulating in the base of my tower?  

• Determine that all 8 feeder tubes are positioned in the bucket.  If the water is dripping from the center 
column, please reach out to us for immediate assistance.   

For any and all inquires please reach out to Nutritower Inc 800-721-8419 and a member of the Nutritower Growing 
Team will be happy to answer any additional questions you might have or visit www.nutritower.com or our 

FaceBook Growers Group for additional troubleshooting information and growing tips 

IMPORTANT 

When replacing the reservoir, always make sure that all 8 feeding tubes are placed back into the bucket.  It is critical 
that the pump be fully submersed in water.  Water level must be above the top of the pump by at least 1 inch.  

Letting the pump runs without water can result in pump failure. 
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