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MS Series 

Sealing Gaskets (used with MS 3100 & 3102  styles) prevents dirt, oil and moisture from entering at the mounting point 
between the connector and panel. This gives the connection proper sealing eliminating any air gaps between the panel 
and connector. It is made from polychloroprene. Gasket thickness varies from 1-1.5mm Thick. 

MS  
Part Number 

Shell  
Size 

B 
+0.4, -0.0 

D 
±0.25 

E  
+0.4, –0.0 

G  
±0.25 

MS 02 10SL SQG 
(MS-101000) 

10SL 18.26 25.4 15.88 4.37 

MS 02 12S SQG 
(MS-108686) 

12S 20.62 27.79 19.05 4.37 

MS 02 16S SQG 
(MS-101002) 

16S 24.61 32.54 25.40 4.37 

MS 02 18S SQG 
(MS-101003) 

18S 26.97 34.93 28.58 5.16 

MS 02 20S SQG 
(MS-101004) 

20S 29.36 38.10 31.75 5.16 

MS 02 22S SQG 
(MS-101005) 

22S 31.75 41.27 34.92 5.16 

MS 02 24S SQG 
(MS-108687) 

24S 34.93 44.45 38.10 5.16 

MS 02 14S SQG 
(MS-101001) 

14S 23.01 30.17 22.22 4.37 

MS 02 28S SQG 
(MS-101006) 

28S 39.67 50.80 44.45 5.16 

MS 02 32S SQG 
(MS-108688) 

32S 44.45 57.15 50.80 5.56 

MS 02 36S SQG 
(MS-101007) 

36S 49.22 63.50 55.57 5.56 

MS 02 40S SQG 
(MS-110831) 

40S 55.57 69.85 61.90 5.56 

Information provided on this data sheet may not be circulated or distributed without prior permission of VGL Impex P/L. 


