
 
 

 

 

 

 

 

 

MTRJ Connector 

Optical fiber connector is used to connect two fiber or cable, and can be repeated use of passive 
components. It makes two of the optical fiber end face precision docking, so that the optical output 
of light energy can maximize the coupling to the receiving optical fiber and make to minimize the 
effects on the system, it is the basic requirement of optical fiber connector. To a certain extent, 
fiber optic connectors affect the reliability and the performance of optical transmission system. At 
present, it has been widely used in optical fiber transmission lines, ODF and fiber optic test 
instruments, meters, is currently using the largest number of optical passive components. 
 

Features 

 TIA/EIA 568-A compliant 

 Precision molded MT ferrule 

 Duplex ferrule -Plug-jack (RJ-45) design 

 Polishing does not require diamond film 

 High precision guide pins for exact alignment 
 

Applications 

 CATV, and Multimedia 

 Gigabit Ethernet 

 Industrial and medical 

 Active device interface 

 Premise installations 

 Interconnection for O/E modules 

 Data processing networks 

 Telecommunication networks 

 Optical switch interframe connection 

 Asynchronous Transmission Mode (ATM) 
 
The MTRJ connector is very popular for small devices of factor of shape due to its size. It uses 
two fibers and integrates them in a single design, it has dimensions very similar to those of a 
standard phone jack and is equally easy to connect and disconnect. 
 

 

 

 

 



 
 

 

 

 

Specification  

Item 
Specification 

Single mode Multimode 

Insertion Loss <0.5dB <0.3dB 

Return Loss ≥45 dB (PC)  

Durability <0.1 dB typical change, 200 matings  

Operating Temperature -40 to + 85°C -40 to + 85°C 

Ferrule Hole Sizes 126.0+1/-0μm 127 +1/-1 μm 

 

Outline Drawing 

 

MTRJ Connector 

 

Outline Information 

Code 
Housing 

Color 
Boot Type Boot Color 

Male Black 2.0mm duplex zip cable boot, slotted black 

Female  3.0mm cable standard boot, slotted beige 

 


