
RIVA2 I 600 CF
Single-sided installations

Gazco Riva2 670 Electric fire, Designio2 Graphite frame

Stylish versatility, a perfect retrofit.

The Gazco Riva2 600 offers magnificent flame 
visuals and impeccable styling in a truly versatile gas 
fireplace.  The dimensions and flexible installation 
options make it ideal for retrofitting into an existing 
chimney cavity.  Or install this fire into a newly 
constructed wall-cavity to complement the most 
contemporary of interior designs.  

A beautifully natural display features a detailed 
log-set with glowing ember-effects adding to the 
realism.  The fire is finished with non-reflective glass 
minimising unwanted reflections for complete visual 
clarity. 

INDOOR GAS

The Fireplace Ltd reserves the right to change all content contained herein and is subject to change without notice. 

Realistic flame quality with logs

Non-reflective glass for crystal-clear view

Suitable for existing chimney retrofit

Fan-free, quiet experience                                              

Programmable remote control  

    

Key Features

Gazco Riva 2 600 with Designio2 frame, and black glass liningGazco Reflex Riva2 600 with Designio 2 frame & black glass lining



  Product Specifications

  Cavity Information

  Options & Accessories

Heat Output up to 5kW

Heating Efficiency 80%  

Fuel Type Natural Gas / LPG 
Flue Type                 Conventional or Flexi Flue (127mm/5”)
Ignition                    Battery Only

(All dimensions in millimetres)

MODEL A B C D E F G H J K L M

Riva2 600 653 649 594 370 729 331 314 221 17 552 603 129

Product dimensions

 Your Local RetailerExclusive New Zealand Distributor

The Fireplace Ltd Ph: 09 623 6990 
12 Tawari Street, Mt Eden Email: sales@thefireplace.co.nz 
Auckland 1024, New Zealand www.thefireplace.co.nz

IMPORTANT: PLEASE REFER TO COMPREHENSIVE INSTALLATION INSTRUCTIONS PRIOR TO CONSTRUCTION AND INSTALLATION
DOWNLOAD FROM: www.thefireplace.co.nz
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CAVITY OPENING A B C

Timber Frameout (mm) 954 414 951

Masonry (mm) 674 350 564

Timber Framed: Cavity must be vented when installing into 

timber frame, (200cm²) top and bottom. 

Conventional rigid flue 127mm only off the top of the appliance.

Masonry/Existing brick chimney:  Flexi flue off the top of 

the appliance 127mm (5”) or off the rear 178mm (7”).
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Brick-effect lining

Echo-flame, Black Glass lining

Lining Options

Gazco Riva2 600 with Edge framing and brick lining

NOTE: If this appliance is fitted less than 150mm from the floor, then it will require a 
hearth to protect the floor.    The hearth should have a minimum dimension of 12mm 
thick, projecting at least 300mm in front and 150mm either side of the appliance.


