
eREFLEX I RANGE 
Single-sided & multi-sided installations

Gazco Riva2 670 Electric fire, Designio2 Graphite frame

Fire your imagination. 
The new generation eReflex range effortlessly 
combines beauty with convenient electric heat, 
putting the artistry of fire right at your fingertips.

But the eReflex doesn’t just deliver mesmerising 
effects and a fireside glow. Designed with the 
very latest Chromalight® LED technologies, a 
choice of stunning fuel beds, plus app control, 
this innovative electric fire range lets you choose 
the perfect ambience to suit your mood, with 
only your imagination to hold you back.

The Fireplace Ltd reserves the right to change all content contained herein and is subject to change without notice. 

Gazco eReflex 135R Inset electric fire

INDOOR ELECTRIC

Gazco eReflex 110RW 2-sided with Log-effect

Key Features
Multi-sided viewing configurations

Customisable fuel beds

Chromalight Plus Designer LED System

1kW & 2kW thermostatic heating settings

Remote control via app or handset 

Optional Mood lighting System

Key Features

New Generation
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 Your Local RetailerExclusive New Zealand Distributor

The Fireplace Ltd Ph: 09 623 6990 
12 Tawari Street, Mt Eden Email: sales@thefireplace.co.nz 
Auckland 1024, New Zealand www.thefireplace.co.nz

  Installation Information 

  eReflex Options

eReflex Inset Dimensions

Model A B C D E F G H I J K L

55RW Inset 555 555 573 583 583 135 573 67 775 282 567 302

85RW Inset 855 380 873 883 408 111 398 67 575 252 867 272

110RW Inset 1105 380 1123 1133 408 111 398 67 575 252 1117 272

135RW Inset 1355 380 1373 1383 408 111 398 67 575 252 1367 272

Cavity Dimensions

IMPORTANT: PLEASE REFER TO COMPREHENSIVE INSTALLATION INSTRUCTIONS PRIOR TO CONSTRUCTION AND INSTALLATION
DOWNLOAD FROM: www.thefireplace.co.nz

(All dimensions in millimetres)

Heat Output up to 2kW 

Inset 85RW
Single-sided configuration

Model A (mm) B (mm) Depth (mm)

55RW Inset 595 790 295

85RW Inset 895 590 265

110RW Inset 1145 590 265

135RW Inset 1395 590 265
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Inset 135RW
Three-sided configuration

Inset 55RW
Three-sided configuration


