
AVANTI I RANGE 
Single-sided & multi-sided installations

Gazco Riva2 670 Electric fire, Designio2 Graphite frame

Ultimate electric experience.
Onyx Avanti delivers the new ultimate in electric 
fire innovation. Crisp flame visuals appear to 
dance and soar between true-to-life log effects, 
dynamically lit from all angles for absolute 
immersion.

But the Avanti is far more than an electric fire. 
Layer upon layer of visual technology weaves 
a palette of captivating lighting effects, which 
can be adjusted to transform your interior. The 
result? An atmospheric experience tailored to 
every mood.

Multiple inbuilt & multi-sided configurations

True-to-life Split Oak & glowing fuel-effects

Chromalight Plus Designer LED System

Adjustable colour palette and flame speeds

Up to 2kW thermostatic heating

Remote control via app or handset 

Optional Mood lighting System

Key Features

The Fireplace Ltd reserves the right to change all content contained herein and is subject to change without notice. 

Gazco eReflex 105R Inset electric fire

INDOOR ELECTRIC

Onyx  Avanti 150RW with Split Oak Log-effect installed as a 3 side-sided fire



  Product Specifications

 Your Local RetailerExclusive New Zealand Distributor

The Fireplace Ltd Ph: 09 623 6990 
12 Tawari Street, Mt Eden Email: sales@thefireplace.co.nz 
Auckland 1024, New Zealand www.thefireplace.co.nz

  Installation Information 

Avanti Options 

Avanti Dimensions

Model A B C D E F G H I J K L M N O P

Avanti 110RW 1154 628 1118 443 1100 426 111 442 665 445 862 300 336 22 12 215

Avanti 150RW 1554 628 1518 443 1500 426 111 442 66.5 445 1284 300 336 22 12 215

Avanti 190RW 2004 628 1968 443 1950 426 111 442 66.5 445 1764 300 336 22 12 215

Cavity Dimensions

IMPORTANT: PLEASE REFER TO COMPREHENSIVE INSTALLATION INSTRUCTIONS PRIOR TO CONSTRUCTION AND INSTALLATION
DOWNLOAD FROM: www.thefireplace.co.nz

(All dimensions in millimetres)

Heat Output 2kW 

Three-sidedTwo-sided 
corner Three sidedLeft sidedR

Single, left or right corner, and three-sided 
options all from the same fire.
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1. General
 
1.1 TOOLS REQUIRED  

 A Screwdriver, Spirit Level, Saw and Drill will be needed. 

1.2 UNPACKING THE FIREPLACE

 WARNING! DO NOT use this appliance if any part has 
been exposed to water. 

 Immediately call a qualified service technician to inspect and 
to replace any part of the electrical system if necessary.

1.3 Open the packaging carefully and remove the polystyrene.
 Remove and discard the plastic bag.
 Keep plastic wrapping away from children.
 Be responsible when handling the packing materials. 

1.4 Check all parts and accessories are removed before 
disposing of any packaging.

 If necessary keep the original packaging for future transport 
and/or storage.

 
1.5 Test the appliance before installation.

2. Fitting the Appliance
 
2.1 Locating the eReflex  

 Your new eReflex may be installed virtually anywhere in your 
home. However, when choosing a location ensure that the 
general instructions are followed.

 The heater should ideally be fitted into/onto an internal 
flat wall constructed from either studwork and 
plasterboard block/brick. The fixings provided are for 
use on brick walls ONLY. Please ensure that suitable 
fixings are used when securing to any hollow or 
purpose built cavity.

 NOTE: Should the appliance be fitted backing on to an 
outside wall, into a Cavity Wall, open chimney or 
opening that may be subject to damp and draft, it is 
necessary that adequate precautions are taken to avoid 
the appliance coming into contact with moisture or 
excessive drafts. In such installations, any existing 
chimney and/or external air vents should be fully sealed.

2.2 For best results, install out of direct sunlight.  

2.3 The appliance should be installed in a purpose built 
studwork enclosure. Please ensure that suitable fixings 
are used when securing to any hollow or cavity walls.

2.4 Make sure there are no pipes or cables behind the area 
to be drilled or cut. 

2.5 Always ensure the appliance is adequately supported and 
sits on a firm structure when mounting above floor level. 

2.6 The appliance should ideally be located close to a suitable 
mains socket to enable connection. An extension could be 
run from an existing socket outlet but this must be carried 
out by a suitably qualified electrical engineer.

 The electrical socket must be easily accessible to allow 
disconnection when the appliance is fitted.

2.7 If the power cord is damaged, it must be repaired by the 
manufacturer, its authorised service centre or professional 
person.

2.8 Ensure that curtains and furniture are not positioned close to 
the chosen position, as this would create a potential fire 
hazard or block the heater outlet ducts.

 WARNING! KEEP ALL COMBUSTIBLE MATERIALS AT 
LEAST 1M FROM THE FRONT OF THE ELECTRIC 
FIREPLACE.

3. Studwork Installation

3.1 Build the studwork chimney breast and enclosures to the 
desired size, see Diagram 1 and table.

 It is essential to include a header at the required height to 
ensure the appliance does not support the weight of the 
finished wall.

 It is important to allow for the finished face when setting the 
depth of the frame.
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Model
Frame 

Minimum 
Width 

A (mm)

Frame 
Minimum 

Depth 
B (mm)

Frame 
Minimum 
Opening 
Height 
C (mm)

eReflex 55R 645 325 785

eReflex 75R 845 325 985

eReflex 85R 945 295 565

eReflex 105R 1145 295 565

eReflex 135R 1445 295 565

eReflex 195R 2045 295 565

Combustible or non-combustible building materials may be 
used to finish up to the appliance casing.
The product is a zero clearance design.
Ensure that the stud or any materials used to seal the cavity (if 
required) do not obstruct the air vents on the top and sides of the 
appliance.

Installation Instructions

Model Frame Min. Width A (mm) Frame Min. Depth B (mm) Frame Min. Opening Height C (mm)

Avanti 110RW 1128 320 641

Avanti 150RW 1538 320 641

Avanti 190RW 1988 320 641

Note: For corner installations please check the instructions for the  frameout dimensions 

Optional mood lighting, can be 
installed around a tv or shelving.

Eg. LED lighting installed under floating hearth and around the fire.


