
Wall Decals

Installation

Guide

Tools Needed:

● Level (as needed)

● Lead pencil

● Rubber squeegee

● Masking tape

● Stepladder (if necessary)

PREPARATION

To optimize the life of your wall adhesive and ensure that it will stay in place a�er being installed, here are our suggestions:

1. The surface should be smooth, dry and clean.

2. If the wall has been recently painted, it should have dried for 12-14 days.

3. Do not install on a wall covered only with a primer or on unblasted and / or unpainted plaster surfaces.

4. Do not install on surfaces that may vary over time (eg natural wood). Do not install over existing wallcovering or upholstery.

5. Your surface must have been cleaned with a dry cloth and be free of any dust or dirt.



6. Avoid using cleaning products on the surface to be covered, as these could affect the adhesion of the wall adhesive.

7. The surface must be completely smooth, because if the wall presents defects, the mural will follow the volumes of these.

8. For gypsum walls, all imperfections must be repaired or filled before applying the coating. If you are using patching plaster, it must have

dried for the recommended period corresponding to the type of plaster used. Repaired areas should be properly sanded to leave a

smooth, dry, non-porous surface.

9. Before installation, remove electrical hotplates, thermostats, telephone sockets and other items that may interfere with installation from

your wall.

10. Make sure you have the amount of panels needed to cover the desired area before you begin.

CONDITIONS
1. Adhesives must have been tempered for 48 hours before installation, outside of their packaging and in an area where the temperature is

above 16 ° C.

2. To maximize adhesion, room temperature should remain above 16 ° C for two weeks a�er installation.

3. The installation cannot be done in a context of humidity or cold. On the other hand, once installed, wall adhesives are resistant to reasonable

humidity (eg: bathroom wall that does not receive any splash and that is not directly exposed to excessive humidity).

INSTALLATION

Medium and Large Cuts

● Place your pieces on the floor (all clean) to preview the composition you want to create on the wall.

● Take each of the cutouts and place it on the wall with 2 or 3 small pieces of masking tape.

● Once all the pieces have been placed, take a step back and validate your composition. If necessary, replace some parts.



● Place a long piece of tape vertically in the center of the first cutout to be glued.

● Remove the pieces of tape (used for the layout) located on the le� side of the cutout, then remove 10 to 12 inches of the waxed paper strip

under this part.

● Glue this section with the rubber squeegee, moving slowly up and down. Gently scrape off any bubbles to the ends.

● Remove all tape.

● Remove a few more inches of waxed paper behind the cutout, to clear a new area to be glued.

● Repeat the same movement, up and down, taking your time.

● Repeat these steps until your part is fully glued. If you need to realign a cutout, the material is removable during installation and allows

it to be peeled off and then glued back onto small areas.

Small Cutouts

● Analyze the area to be covered to make sure you have enough cutouts to create the desired effect.

● If necessary, mark the wall with a lead pencil. The cutouts are opaque and will hide the lead during installation.

● Remove the waxed paper from the back of the cutout and stick it to the wall, making sure no bubbles get caught behind the adhesive.
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