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Product Plexible Water C
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Bffective Date: November 2019 Void After: November 2024
Product Plunbing Fixture Fittings File No. 10633
Issued To: Aqua Galler

1ta
13th-15¢h AL0 Block
International Ceramicss

Identification: Plumbing supply fittings complying with this Standard shall be marked

With the manufacturer's recognized name, trademark, or other mark or,

in the case of private labeling, the name, trademark or other mark of
the customer for whom the fitting was manufactured. The marking shall

be accomplished by use of a permanent ma: by placing a permanent

label on the product. Markings on plunbing supply Fittings shall be

visible after installation

Single-handle, single-control, and automatic compensating mixing bath
and sh

wer valves shall have identifiable temperature control settings

in which the settings are indicated by words ("cold”, "wax

ete.), by numbers, or graphically.

Packages shall be marked with the manufacturer's name, trademark, or
other mark as well as the model number or, in the case of private
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Bffective Date: March 2015 Void After: March 2024

Product Plunbing Fixture Fittings - Component File No. MC-3703

Issued To: Rl i Coptaaye Ry o0
Xiachen Zone, Chus
Fenghua,  NINGBO 315538
China

Identification: Bach fitting component shall bear permanent legible markings to identify the
manuacturer. This marking shall be the trade name, trademark, or other mark
known to identify the manufacturer. Th
markings required by the standard. The marking shall be applied so as to be
visible after installation. The product or packaging shall also bear the

product shall also bear all other

CURC® certification mark along with the term "COMPONENT® above

Characteristics: Plumbing fixture fitting components to be installed in accordance with the

B and the of the latest edition of the

Uniform Plunbing Code

Products listed on this certificate have been tested by an IAPMO R&T
recognized laboratory. This recognition has been granted based upon the

laboratory's compliance to the applicable requirements of ISO/TEC 17025

Products

e in compliance with the following code (s)
Uniform Plunbing Code (UPCY)
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INSTALLATION STEPS

| This product has been inspected
| and debugged by the factory to

' disassemble and assemble it
' yourself.
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Fix the slide bar on the wall to be installed, use a
pencil to draw the positions of 2 fixing seats.

Before installing the product, Cleaning
please be sure to remove pipes
sundries and sludge from the =
water pipe to prevent sundries
from blocking the product.

Take down the slide bar, use an electric drill to
drill fixed holes according to the position.
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Drive the screw pellets into the hole and tighten
the screw with a screwdriver. Lock the fixing
seat on the wall. screw the outlet seat into the
outlet pipe and correct the direction.
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Install the slide bar into the fixing seat on the wall,
and fix the slide bar with a hexagonal screwdriver.

CLEANING CARE

In order to keep the appearance of product clean, bright and good

performance, please take care of the product as follows;

1.Rinse with water only and dry with soff cotton cloth;

2.Use mild liquid and colorless glass cleaner to remove surface dirt and scale film,

or use polish without abrasive effect;

3.Do not use abrasive deterfgent, polish, emery cloth, paper towel or scraper, etc;

4.Do not use acid cleaner, or cleaner and soap with insoluble gran etc;

5.In the process of use, mud my accumulate in the bubbler and make the water flow show,
The bubbler can be unscrewed, rinsed with water, and then installed back in place.

Please feel free to contact us if you have any questions. We will help to solve
the issue together with you. OUR EMAIL: services@rbrohant.com
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Service Contact:

+1(801) 800-9309
services@rbrohant.com

Made in China




