User's Manual




INSTALLATION INSTRUCTIONS

Installation Manual

\

\

\)

IAPMO RESEARCH AND TESTING, INC.

5001 . Ontario, Calfornia 91761-2816 - USA - 909.472-4264

s CERTIFICATE OF LISTING

C ® I
This cartiticate s not evidence of current ng atatus, visic the TAMO ReT
Bfective Date: December 2019 Rev. 2/24/2020 Void After: Decenber 2024
product Pile No. 5311
Tosued To,
China.
Ientitication: Products shall be marked wit a statement
use with vater in access xoducts shall also

the CUPC® certificati: of either a

permanent mark on the product, a label on the product or

tag attached to

the product

acteristice: Flexible water co

sizes, lengths and metal

end fittings for hot or cold water inner

cube, wl are to be

installed for ‘o be installed in accordance

with the manufacturer's and the latest edition of the Uniform

Plunbing Code and Nationa Code of Canada.

Products listed on this certifica

ave been tested by an TABHO R&T

recognized laboratory. This recognition has been granted based upon the

hieman, Product Certifcaton Cefmtee e e oNO!
oot v s "y

IAPMO RESEARCH AND TESTING, INC.

5001 Ontario, C

© P

U CERTIFICATE OF LISTING

Cc ® R s e
Thie certificate 15 not evidsnce of current Listing. To verify listing status, vielt the TARO BT
roduct Listing Dlsecory st pia. apas.ong

Bffective Date: November 2019 Void After: November 2024
Product Plunbing Fixture Fittings File No. 10633
Issued To e B

13th-151 ok

Identification: Plunbing supply fittings complying with this Standard shall be marked

With the manufacturer's recognized name, trademark, or other mark or,

in the case of private labeling, the name, trademark or other mark of
the customer for whom the fitting was manufactured. The marking shall

be accomplished by use of a permanent ma:

by placing a permanent
label on the product. Markings on plunbing supply Fittings shall be
visible after installation
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Product Plunbing Fixture Fittings - Component File No. MC-9703
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Identification: Bach fitting component shall bear permanent legible markings to identify the

manufacturer. This marking shall be the trade name, trademark, or other mark
known to identify the manufacturer. Th
markings required by the standard. The marking shall be applied so as to be
visible after installation. The product or packaging shall also bear the

product shall also bear all other

CURC® certification mark along with the term "COMPONENT® above

Characteristics: Plunbing fixture fitting components to be installed in accordance with the

A and the of the latest edition of the

Uniform Plunbing Code

Products listed on this certificate have been tested by an IAPMO R&T
recognized laboratory. This recognition has been granted based upon the

laboratory's compliance to the applicable requirements of ISO/IEC 17025

Products are in compliance with the following code(s)

Uniform Plunbing Code (UPCY)
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BEFORE INSTALLATION

NO. Item Qty
1 | Main Body 1
2 | Hot water handwheel 1
3 | Spout 1
4 | Cold water handwheel 1
5 | Accessory bag 1

Check accessories

Standard List of Accessories:
When you open the product packaging, please check whether the objects in it are consistent
with the main body and accessories you purchased. If there is any inconsistency, please
contact our company or our distributor.
Note: 1.Accessories are subject to change without prior notice if the change does

not affect usage;

2.The appearance of the product is subject to the physical objects you
receive, and the schematic diagram is only for reference.



INSTALLATION STEPS
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| This product has been inspected Before installing the product, Cleaning |
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1. Dig pipe grooves for pre-burrying pipes. 2. Install the main body and the

inlet pipe.
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(Hot water in) (Cold water in)
3. Fix the main body of the faucet with
self-tapping screws.

(Here must be flush with the wall) 4. nstall s Fanditios),

Note:

When the spool is closed, insert the
handwheel horizontally and tighten it
clockwise.

The water outlet is slightly lower than

the tile surface. /./
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INSTALLATION STEPS

5. Install the outlet pipe.

(rvimpine FTFE Iapean e Treas) — Tighten the outlet pipe clockwise
to complete.
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CLEANING CARE

In order to keep the appearance of product clean, bright and good

performance, please take care of the product as follows;

1.Rinse with water only and dry with soff cotton cloth;

2.Use mild liquid and colorless glass cleaner to remove surface dirt and scale film,
or use polish without abrasive effect;

3.Do not use abrasive deterfgent, polish, emery cloth, paper towel or scraper, etc;
4.Do not use acid cleaner, or cleaner and soap with insoluble gran etc;

5.In the process of use, mud my accumulate in the bubbler and make the water flow show,
The bubbler can be unscrewed, rinsed with water, and then installed back in place.







