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AutoTrickler assembly 
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1. Install the tilt adjustment screw. 

This is used to adjust the flow rate. 

2. Insert the tube. 

Ensure it spins freely with no friction. 

3. Install the pulley belt with a twist. 

It can be twisted either direction, but having a twist is 

important! 



AutoThrow assembly 
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1. Install all four panel clips. 

Use only the rear and left side wind panels. 

2. Attach the AutoThrow to the top panel. 

Screw the funnel onto the bottom (not too tight!). 

Place the panel on the scale. 

3. Install the hopper. 

Slide the hopper into the top of the AutoThrow. 

Look inside the hopper and notice the valve which can 

be opened and closed by rotating the hopper. 



Electronics assembly 
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1. Unplug the power adapter from the scale. 

2. Remove the metal plate. 

Keep these screws! 

Push the ribbon cable back inside the scale. 

3. Connect the serial cable. 

Ensure it is full pressed into the scale connector. 

4. Install the electronics with two screws. 

 

 

 

 

 

 

 

5. Connect the AutoTrickler motor cable to port 1. 

The orientation of the cable does not matter. 

6. Connect the AutoThrow motor cable to port 2. 

Ensure the motors are plugged into the correct ports. 

7. Connect the power adapter. 

Always use the replacement adapter supplied with the 

AutoTrickler. The original A&D adapter might not work. 



Connect your mobile device 
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The AutoTrickler can be controlled using your mobile 

device via Bluetooth. 

The app supports any modern Android or iOS mobile 

device with Bluetooth 4.0 Low Energy support. 

1. Download the AutoTrickler app. 

It is available on Google Play and Apple App Store. 

2. Start the app. 

Tap the large red button to start scanning. 

Multiple AutoTricklers will be selectable by a unique ID. 

Refer to Troubleshooting steps if it the electronics are 

not detected. 

3. Press Start Motor. 

Ensure that the tube spins smoothly. 

4. Press Cycle AutoThrow. 

Ensure that the AutoThrow cycles smoothly. 



Placement 
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1. Use only one side and rear wind panels. 

This will ensure easy access while preventing airflow in 

any direction. 

2. Attach the centering tray to the scale pan. 

To minimize splashing, position the tray slightly offset 

from center so the powder will drop along the side of 

cup. Rotate the pan to fine-tune the position. 

3. Slide the cup into place. 

Tilt the cup forward slightly so that the edge does not hit 

the funnel. 



Configure scale units 
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The scale must be configured to toggle between grains 

(GN) and grams (g) when the MODE key is pressed. 

This is very important, or else you will not be able to 

change an active target weight. 

1. Press and hold SAMPLE to enter the menu. 

2. Press SAMPLE repeatedly until Unit is displayed. 

3. Press PRINT to select this option. 

4. Press SAMPLE repeatedly until GN is displayed. 

5. Press RE-ZERO to set GN as the primary unit. 

The stabilization indicator will appear. 

 

 

6. Press SAMPLE repeatedly until g is displayed. 

7. Press RE-ZERO to set g as the secondary unit. 

The stabilization indicator will appear. 

 

 

8. Press PRINT to save this setting. 

9. Press CAL to exit the menu. 

10. Press MODE repeatedly and observe that the unit 

toggles between GN and g. 



Serial port configuration 
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The scale serial port needs to be configured so that it will 

communicate with the AutoTrickler electronics. 

This only needs to be done once. The settings are 

permanently stored within the scale, and will not affect 

normal weighing operation of the scale. 

For more details, refer to the scale user manual. 

bASFnc  SPd = 2 

Set the refresh rate to 20 times per second 

• Press and hold SAMPLE to enter the menu. 

• Press SAMPLE repeatedly until bASFnc is displayed.  

• Press PRINT to select the setting.  

• Press SAMPLE repeatedly until SPd is displayed.  

• Press RE-ZERO repeatedly until 2 is displayed.  

• Press PRINT to set the value.  

• Press CAL to exit the menu. 

dout  Prt = 5 

Set the Print key to wait for a stable reading 

• Press and hold SAMPLE to enter the menu. 

• Press SAMPLE repeatedly until dout is displayed.  

• Press PRINT to select the setting.  

• Press SAMPLE repeatedly until Prt is displayed.  

• Press RE-ZERO repeatedly until 5 is displayed.  

• Press PRINT to set the value.  

• Press CAL to exit the menu. 
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Sif  btPr = 2 

Set the serial port mode to 8N1 

• Press and hold SAMPLE to enter the menu. 

• Press SAMPLE repeatedly until Sif is displayed.  

• Press PRINT to select the setting.  

• Press SAMPLE repeatedly until btPr is displayed.  

• Press RE-ZERO repeatedly until 2 is displayed.  

• Press PRINT to set the value.  

• Press CAL to exit the menu. 

RESPONSE = FAST 

Set the weight response rate to Fast 

• Press and hold MODE until RESPONSE is displayed. 

• Press MODE repeatedly until FAST is displayed. 

• Press PRINT to confirm the setting. 

• Press CAL to exit the menu. 

Sif  bps = 5 

Set the serial port baud rate to 19200 

• Press and hold SAMPLE to enter the menu. 

• Press SAMPLE repeatedly until Sif is displayed.  

• Press PRINT to select the setting.  

• Press SAMPLE repeatedly until bps is displayed.  

• Press RE-ZERO repeatedly until 5 is displayed.  

• Press PRINT to set the value.  

• Press CAL to exit the menu. 



Operation with scale 
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The AutoTrickler can be controlled with either the buttons on 

the scale or the AutoTrickler app. 

 

 

 

 

 

 

 

 To set an active target weight: 

 Ensure the previous set target has been cancelled first. 

 Place your desired charge weight on the scale by hand. 

 Press PRINT. The display will blink twice. 

 The target will be set to the displayed weight on the second blink. 

 The AutoTrickler will now dispense to that target repeatedly. 

 To cancel an active target weight: 

 Press MODE. The units will toggle back and forth. 

 Now you may set a new target weight. 

 To enable/disable the AutoThrow: 

 Press SAMPLE and then PRINT. 

 The scale will reset. 

Set target Cancel target 

Enable/disable AutoThrow 



Operation with mobile device 
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When using your mobile device, buttons on the scale will 

still function. The controls are synchronized. 

Set / cancel target 

Modify target 

on the fly 

Enter a 

new target 

Enable/disable 

AutoThrow 

Run AutoTrickler 

motor at full speed 
Cycle AutoThrow 

once 



Performance 
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1. From within 0.02 grains of zero: 
The scale will slowly auto-correct for drift. 

The AutoThrow will drop the contents of its chamber. 

The volume is adjusted by the adjustment arm. 

 

2. For target weights over 100 grains: 
The AutoThrow cycles multiple times. 

100 – 200 grains: 2 cycles 

200 – 300 grains: 3 cycles 

300 – 400 grains: 4 cycles 

Over 400 grains: 5 cycles 

 

3. From 0.1 to 1.5 grains below the target weight: 
The AutoTrickler will run at full speed. 

The flow rate is adjusted by tilt of the tube. 

 

4. Within 1.5 grains of the target weight: 
The AutoTrickler will slowly ramp down to the target. 

The ramp down is adjusted by the slider. 

 

Consistency, speed, and accuracy are achieved through 

three adjustments covered in the next few pages. 

Each should be tuned carefully through trial and error to suit 

your preference and the powder you are using. 

The recommended objective is to reach the desired target 

within +/- 0.02 grains in 10 seconds, 19 out of 20 times. 

Example: 

Target weight 250 gr 

Cycles 3 times 

Set to approx. 80 gr 



Adjusting the AutoThrow 
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 The AutoThrow adjustment arm controls the volume of 

powder dispensed when the AutoThrow cycles. 

 The marks that roughly correspond to 10 grains, depending on 

the density of the powder you are using. 

 Start roughly 2-3 grains below your target weight. 

 You can use the Cycle AutoThrow button or set a target and 

disconnect the AutoTrickler in order to repeatedly cycle. 

 

 

 

 

 

 

 

 Adjust the arm through trial and error as you load to 

optimize overall speed. 

 Ideally, all of the powder should reach the cup just before the 

AutoTrickler starts to ramp down. 

 This ensures the ramp down process is consistent each time. 

 

 To clear the AutoThrow of powder: 

 Rotate the hopper clockwise to close the valve. 

 Cycle the AutoThrow a few times. 

 Remove the empty the hopper. 

 Shake and dislodge any loose kernels from inside the top of the 

AutoThrow, and cycle until nothing comes out. 



Adjusting the flow rate 

13 

 The flow rate is controlled by tilting the AutoTrickler tube 

slightly upwards or downwards. 

 This is the most important adjustment to prevent 

overshooting and ensure consistent results. 

 

 

 

 

 

 

 

 

 Set the flow rate to 0.5 grains per second. 

 Use the Start Motor button, or set an arbitrary target and allow 

the AutoTrickler to run at full speed for a long time. 

 Observe how quickly the displayed weight on the scale is 

increasing as powder falls into the cup. 

 Turn the tilt adjustment screw in small increments until the flow 

rate is roughly 0.5 grains per second (2 seconds per grain). 

 Optimize the flow rate through trial and error. 

 Small changes will have a noticeable effect! 



Adjusting the ramp down 
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 The slider fine-tunes how the motor slows down. 

 This setting only affects the final 1.5 grains when approaching 

the target weight. It does not affect flow rate at max speed. 

 A faster setting will maintain a higher speed until closer to the 

target weight, and then slow down quickly. 

 A slower setting will slow down in advance and ramp more 

conservatively to avoid overshooting. 

 

 

 

 

 

 

 Start with the slider near the middle. 

 Use the tilt adjustment screw for major adjustments. 

 As you are loading, if you notice overshoots more often than 

desired, move the slider slightly to the slower side. 

 If you feel you can speed up and still avoid overshooting, move 

the slider slightly to the faster side. 

 To optimize this adjustment on its own: 

 Disable or disconnect the AutoThrow. 

 Set a target of 3 grains and place an empty pan on the scale. 

 Observe the ramp down performance as the AutoTrickler 

attempts to dispense 3 grains into your pan. 

 Make small adjustments as needed. 

 Press RE-ZERO to restart without needing to empty the pan. 



Troubleshooting: Power 
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Roughly 1% of new A&D FX scales have a serial connector that does not 

provide power to the AutoTrickler electronics. 

Only install the jumper wire after you have confirmed there are no 

lights on the circuit board while plugged into the powered on scale. 

 

 

 

 

 

 
Once you are sure there are no lights, unplug the scale power cord and 

install the jumper wire as shown. 

Afterwards, connect the scale power cord and immediately look to see if 

the lights have turned on. If the lights do not turn on, unplug the scale 

power cord, disconnect the jumper wire and contact us for help. 

If you see any lights here, 

or you have ever used this 

scale with an AutoTrickler 

before, do not install the 

jumper wire. 

With notch facing up, red wire on the left, 

connect to top right position. 

Connect to socket on underside of board. 



Troubleshooting: Bluetooth 
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If the app fails to scan: 

 Ensure Bluetooth is enabled. 

 For Android devices, enable Location Services, and enable the 

Location Services permission for the AutoTrickler app. 

 Ensure your device supports Bluetooth 4.0 Low Energy. 

 Ensure you are using the AutoTrickler app by OneZero 

Innovations Inc., not another app with a similar name. 

If the app scans but does not detect any AutoTrickler devices: 

 Unplug the scale power cord, plug it back in, and try again. This will 

reset the electronics. 

 Remove the electronics and check for a red light on the inside of the 

Bluetooth module, here: 

 

 

 

 

 

 If this light is solid, it is already connected. Find the other device 

connected to this AutoTrickler and disconnect it, or reset the 

electronics by unplugging the scale power cord. 

 If this light is blinking, the electronics should be ready to connect. 

Try again, or try with another mobile device. 

Red light on 

Bluetooth 

module 



Troubleshooting: Operation 
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If the app is unable to communicate with the scale, or setting a target 

with the PRINT button has no effect: 

 Unplug the scale power adapter, plug it back in, and try again. 

 Ensure the scale is powered on and displaying a stable, positive 

weight. 

 Check for a broken wire near the serial connector. 

 Check that scale configuration settings are still correct. They should 

never change on their own. 

If the scale displays “Lb” (low battery), or resets when the motor starts: 

 Ensure you are using the correct power adapter supplied with the 

AutoTrickler, not the original A&D power adapter. 

 You may need a replacement power adapter. Contact for help. 

If the motor shakes in place and will not turn: 

 Check that the motor cable is fully connected. 

 Rotate the motor by hand to ensure nothing is jammed. 

 Check for a broken motor cable. Swap cables between the AutoThrow 

and AutoTrickler to identify if the cable is the problem. 
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If the AutoTrickler motor vibrates excessively loudly: 

 Remove the large pulley with a 5/64” hex key and evenly tighten the 

four screws holding the motor to the base. If the motor is slightly 

misaligned and these screws work loose over time, they will vibrate 

very loudly. 

If the tube spins extremely fast and sprays powder: 

 The tube is not spinning freely in the bushings. When it catches, the 

belt stretches, releases, and the tube spins. Remove the belt and 

the tube should turn smoothly in all positions. Polish the tube with 

fine sandpaper if necessary. 

If the AutoTrickler runs but the AutoThrow does not: 

 The AutoThrow is disabled. Enable it using the app or the scale 

buttons (see earlier in this manual). 

If the AutoThrow runs in one direction continuously: 

 Plug the AutoTrickler into port 1 and the AutoThrow into port 2. 

If powder splashes out of the cup from the AutoThrow: 

 Adjust the cup so that the powder falls more to the side instead of 

the center of the cup. Raise the cup so it is only slightly below the 

funnel. If the problem persists, contact us for help. 

If the AutoThrow repeatedly jams while cycling: 

 Contact us for help! 

If you need any spare parts: 

 Accessories are available at autotrickler.com. 

 

If you have any other problems, questions, or feedback, please contact 

Adam MacDonald at adamjmac@autotrickler.com. 



ALWAYS VERIFY EACH CHARGE WEIGHT ON THE SCALE BEFORE 

LOADING POWDER INTO A CASE. 

This product is a tool for dispensing powder, not measuring. It does not 

change the weight displayed on the scale or affect the accuracy or 

performance of the scale in any way. It does not prevent you from setting an 

unsafe target weight. It does not inform you that your charge is over the target 

or unsafe to fire. It does not ensure that you have properly zeroed the scale 

before weighing a charge. 

You are fully responsible for operation of your scale and this product 

and determining how much powder to put into your cases and into your 

firearm. 

Use this product at your own risk. The designer, manufacturer, and 

distributor of this product accept no liability for anything you do with this 

product. Reloading is dangerous and you are fully responsible for any 

damaged incurred to yourself, others, or property whether directly or indirectly 

related to use of this product. 

Proper reloading practices must be used at all times. 

Do not use black powder or black powder substitutes with this product. 

Black powder can be ignited by static discharge. This product includes 

electronics, motors, and moving metal parts and is not safe for use with black 

powder or any explosive materials. 

The AutoTrickler is warranted to be free from any defects in material or 

workmanship under normal use for the period of one year from the date of 

manufacture. During the warranty period, any product or parts of the product 

that are determined to be defective due to improper material or workmanship 

under normal use and maintenance will be repaired or replaced at no charge. 

This warranty is extended only to the original purchaser and is non-

transferrable. This product is intended for non-commercial use. Any other use 

of this product will void this warranty. 

This warranty applies only to an original AutoTrickler product that has not been 

modified in any way. This warranty applies only to an AutoTrickler product that 

was purchased either directly from OneZero Innovations Inc. or one of its 

authorized distributors, with proof of purchase.  

If you have any questions, comments, or concerns, please contact Adam 

MacDonald at adamjmac@autotrickler.com. 

 

Assembled from tested and certified components. FCC ID 2AB6YHM-1011V1 


