
TECHNICAL SPECIFICATIONS

Color: Ivory      
Backing:  Saturated Semi-Crepe Paper 
Adhesive:  Natural Rubber and Cross Linked Resins
Total Thickness (mils/mm):  5.2 / 0.13
Adhesion to Steel (oz/in. - N/100mm):  23 / 25
Tensile Strength (lbs/in. - N/100mm):  22 / 385
Elongation at Break:  9%
Temperature resistance: 140°F (60°C) for 60 minutes 
Available Widths: 12mm, 18mm, 24mm, 36mm, 48mm, 72mm
Available Lengths: 55m
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PRODUCT DESCRIPTION
• BESTSELLING PRO PAINTER’S TAPE
•  Clean Removal: 3 DAY INTERIOR 
•  Commercial / Residential  

Paint / Construction Grade

PERFORMANCE FEATURES
• Exceptional adaptability which allows easy 

application on curved and irregular surfaces. 
• Resistance to solvent and water based paint - 

splashes and abrasives.
• Good holding power to help resist lifting 

and curling.
• Easy hand tearable which provides precise 

usage while minimizing waste. Designed for 
interior use only.

Physical and performance characteristics shown above are obtained from tests 
recommended by PSTC, ASTM, government agencies or Vibac Quality Assurance 
and Technical Service departments and do not represent a guarantee of product 
performance. Individual rolls may vary slightly from these averages. The user should 
determine whether the product is fit for a particular purpose and is  suitable for the 
user’s method of application before use.
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