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COMPOSITE FIBER HELMETS

100% of Track Riders Wear
Composite Fiber Helmets. 



100% of track 
riders wear 
composite
fiber helmets.
Aren’t you glad you are not 
wearing plastic anymore?
Congratulations on choosing a Tiivra Composite Fiber Helmet, which gives 
better protection for better riders. In case of impact, composites absorb 
energy better by diffusing force of impact across the surface of the 
helmet, thus protecting the head against concentrated trauma. Plastic or 
ABS simply caves in and crumples, and trust us, you definitely don’t want 
to be at the wrong end of a plastic helmet. Plastic is good for buckets, not 
for your head.

Tiivra helmets not just meet but also significantly exceed Indian, EU and 
US standards. They also have many features that add to your comfort and 
visibility.

So, blaze on with your Tiivra.

1. Do not modify your helmet.
2. Check your helmet before each ride for signs of wear or damage.

3. Replace your helmet immediately after an impact, even if no damage is visible.
4. It’s recommended to replace your helmet after every 3 years.

5. Every 6 months, check your cheek pads for proper fit, and replace if necessary.
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(or the perils of loose underwear)(or the perils of loose underwear)

PROPER
FIT
PROPER
FIT

1 DON’T TALK AND RIDE.

1. Carefully
remove

the
cheek
pads.

But if you MUST,
then use our Bluetooth 

slots to fit your system.



Loose underwear does not protect, nor does a loose helmet. 
Simple, right? Well, 90% of riders in India wear the wrong sized 

helmet and believe that a helmet should be loose and airy.
In order to work right, your helmet must fit right. If your helmet 

is loose, it may wobble at higher speeds.

Wear your helmet and follow
these steps for a fitment check

1.  Hold your helmet by 
the chin straps, and 

then roll the helmet 
over your head from 

front to back.

4.  If it 
slides too 

easily with 
space 

around the 
crown, it’s 

too large 
for you.

2.  Wear your new helmet 

at home before riding, for 

15−20 minutes, to make 

sure it doesn’t induce any 

headache or neck pain.

3.  A properly fitted 
helmet should take a 

slight effort to slide 
over the head as it 

should be snug.

5.  A good fit is not an easy slide, but if it 
causes pressure points, it’s definitely too 

small for you. Do remember that new 
helmets require a ‘break-in’ period, and 

will become comfortable with use. 

6.  You shouldn’t be able to 
put more than the tip of 

your finger between the 
helmet and your forehead.

7.  Eyes should be at a 
level that allows for 

good central and 
peripheral vision.



PROPER
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1 (contd)

(or the perils of loose underwear)(or the perils of loose underwear)

REMOVING THE VISOR
1. Flip the visor up till the last notch with 

smooth movement.
2. Pull the release trigger down to unlock 

the visor from mechanism and unhook 
the visor from place. 

ATTACHING THE VISOR
3. Pull down the mechanism 

trigger to make clearance for 
the visor hooks and tuck it 

into the slot.



9. Good fitting = nice and snug around the crown.
Your cheek pads should squish your cheeks and you shouldn’t 

be able to chew gum properly.
 

11. If you normally ride with 
a balaclava, it is 

recommended that you wear 
one during the trial.

12. A proper fit ensures 
noise reduction, lower 

wind resistance, and 
better protection.

10.  Cheek pads break in after a few rides. They 
should be very snug on the cheeks at the time 

of purchase.

8.  Fasten the helmet, hold the 
shell from both sides and move 

the helmet up and down, and 
side to side. You should feel a 

very slight movement while 
still being snug.



(if you already talk to your bike,
you’ll get this)
(if you already talk to your bike,
you’ll get this)

KNOW
YOUR
HELMET

2
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1. Armor Composite Shell (Glass, Carbon 
or Kevlar) that absorbs impact and 

spreads energy over a larger surface 
area to minimize the effect of impact.

Your Tiivra comes
with some special 

features and 
materials – and each 

of its 49 components 
are designed for 

performance.
Key features include:

3. TIIVRA HAS ONLY TWO SIZES PER SHELL. Majority of helmet brands across the 
world and almost all brands in India use one shell to create 3−4 sizes. This is done by 

creating thicker liners, resulting in helmets that are bulky and not properly fitted. For 
us, riders and their safety always come before profits.

4. Double D-Rings are mandatory for 
all track riders for a reason. 

Ratchets, magnets and other clasps 
are not safe enough. Double D-Rings 

ensure that they are always fastened 
tight. So, no compromises here.

2. Hi-Performance, Hi-Density EPS with 
optimal shock absorption capability 

that protects the head in case of high 
speed impacts.



(if you already talk to your bike,
you’ll get this)
(if you already talk to your bike,
you’ll get this)

KNOW
YOUR
HELMET
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6. CFD Tested Air Vents and Spoilers using wind tunnel simulations across  
various riding positions have helped us optimize airflow for moderate to 

aggressive riding positions (350 to 650). This ensures downforce that 
prevents your helmet from lifting at higher speeds. We have two spoilers 

optimized for your preferred riding style — race and street.



6. CFD Tested Air Vents and Spoilers using wind tunnel simulations across  
various riding positions have helped us optimize airflow for moderate to 

aggressive riding positions (350 to 650). This ensures downforce that 
prevents your helmet from lifting at higher speeds. We have two spoilers 

optimized for your preferred riding style — race and street.

Tested at High Velocities
of 140−170 Kmph

FORM+
EPS

Visor

Window Beeding

Breath Guard
Defogger
Chin Vent

Chin Strap

Vents

Comfort Liners

Spoiler

Visor Mechanism

Exhausts

Neck Beeding

 Double D-Rings

Pull Tab

Composite Shell

Tested for
Aerodynamics

Using (Computational Fluid Dynamics)

Our helmets were tested at High 
Velocities of 140−170 Kmph at an 

Air density of 1.225 Kg/m3 and 
Viscosity of 1.78*10−5 Kg/ms 

5. Our Hi-Visibility Paint System is developed by Nippon Paint to ensure 
great visibility day and night. Most helmet designs/ colors are inspired 

by motorsport events, where visibility is not a necessity but 
individuality is. Thus, most helmets are not designed for visibility, and 

have a black or white base. Black is practically invisible at night, and 
white has low visibility in bright sunshine. Yellow is most visible color

at a distance — both day and night. Additionally, all our helmets have
a spoiler coated with StarBlaze, a specially developed coating with 

reflective nano particles for night time visibility.
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(it’s a science and an art)

HOW TO
WEAR
YOUR
HELMET

HOW TO
WEAR
YOUR
HELMET

3. TIIVRA HAS ONLY TWO SIZES PER SHELL. Majority of helmet brands across the 
world and almost all brands in India use one shell to create 3−4 sizes. This is done by 

creating thicker liners, resulting in helmets that are bulky and not properly fitted. For 
us, riders and their safety always come before profits.



1. Open the chin strap.
2. Hold the lower ends of the chin strap 

and pull them apart.
3. Put the helmet on.

4. Close the chin strap by threading the 
free end of the strap through the Double 

D fastener.

Fastening
your helmet

Release the press button and pull on the red 
lug of the Double D fastener, so that the chin 

strap is loosened. Thread the free end of the 
chin strap out.

CAUTION:
Never ride without a 

closed and adjusted 
chin strap, otherwise 

you risk losing the 
helmet off of your head.

Loosening 
and opening

2.  Pull the chin strap 
tight and put the free 

end back through the 
front ring.

The Double D fastener allows 
for an easy and precise 

adjustment of the chin strap 
with a simple tug. 

1.  Thread the end of 
the chin strap 

through the Double D 
fastener.

4.  Affix to the press 
button and you’re 

done.

3.  Pull the free end of 
the chin strap until it’s 

tight and comfortable 
on your chin.

Scan Code for Video Tutorial



(it’s a science)
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CLOSING THE VISOR
To close the visor, grip the finger tab

and pull the shield down till you hear
the click of the snap-fit mechanism.

REMOVING THE VISOR
1. Flip the visor up till the last notch with 

smooth movement.
2. Pull the release trigger down to unlock 

the visor from mechanism and unhook 
the visor from place. 

ATTACHING THE VISOR
3. Pull down the mechanism 

trigger to make clearance for 
the visor hooks and tuck it 

into the slot.

3. 

1.

2.

4. 
4. Once locked in, shut the visor to 

complete the assembly process.

5. Check the functioning of the 
face shield mechanism by 

opening it until it hits the end 
stop and then closing it again.

Scan Code for
Video Tutorial



(but seriously, don’t talk and ride)

BLUETOOTH
READY
BLUETOOTH
READY 
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DON’T TALK AND RIDE.
ONE.

You can be fined.
TWO.

It is not safe.
THREE. 

It takes away the joy of riding.

1. Carefully
remove

the
cheek
pads.

2. You will see 
designated slots in 

the EPS made to 
mount the 

Bluetooth/ Intercom 
speakers.

3. You need to place 
the speakers on the 

Velcro and route the 
connector per device 

instructions. Don’t 
damage the EPS.

4. We strongly 
advise against 

making any 
modifications 

to the helmet.

CAUTION:
Use this feature minimally. Riding is 

about being one with the environment,
and heightened senses/ greater 

awareness leads to greater safety.

But if you MUST,
then use our Bluetooth 

slots to fit your system.



(dude, wear a balaclava)

666
CARECARE



FOLLOW THESE SIMPLE RULES

Helmets are Energy Management Devices intended to deform, 
fracture, crush, and collapse as they absorb as much of the 

energy generated by an impact as they possibly can. They are 
durable, but should be treated as though they are fragile so 

that the helmet can function optimally in case of an event. 
Your helmet will give you years of good service if properly 

cared for.

1. Wear a 
balaclava 

to keep the 
sweat and 

grime out.

2. Never 
decorate your 

helmet with 
paint, decals, 

stickers, or tape.

REMEMBER

3. Use only 
mild soap and 

water to clean 
the helmet.

4. Never allow your helmet to come in 
contact with gasoline or other petroleum 

products, as this can hamper its energy 
management capabilities. 

1. Do not modify your helmet.
2. Check your helmet before each ride for signs of wear or damage.

3. Replace your helmet immediately after an impact, even if no damage is visible.
4. It’s recommended to replace your helmet after every 3 years.

5. Every 6 months, check your cheek pads for proper fit, and replace if necessary.
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SPOILER ASSEMBLY

1.   Tiivra Spoilers are 
interchangeable and have 3 Allen 

Key Screws for assembly.

2.   Place the RACE/STREET spoiler 
on the back of your Tiivra helmet; 

align it with the screw holes.

3.   Use a 2mm Allen Key* or the one 
provided by Tiivra to fix the Spoiler 

in place with screws at:

To unmount the Spoiler, simply remove all THREE 
spoiler screws on the shell and keep aside the Spoiler 

+ 3 screws safely. Do not lose the screws.
*The Allen Key is only provided with specific purchases with separate Spoilers. All screws are size specific.

REMOVEREMOVEREMOVE

Allen 
Screw

Tiivra Ventures Private Limited 

Phone: +91 9920884472 | Email: connect@tiivra.com

Address: 11 Manju Villa, 2nd floor, 246 Waterfield Road, Bandra (W), Mumbai - 400050

All pictures shown in the manual are for illustration purpose only.

www.tiivra.com
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Allen 
Screw


