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The Canon C200 Z-Finder 
is an optical viewfinder, 
specifically designed to 
attach to the Canon LM-V1 
4" LCD Monitor compati-
ble with the Canon C200 
camera.This Z-Finder will 
magnify the LCD screen by 
1.8x and has a diopter 
wheel for specific focus 
tuning. If you need extra 
focal points you can use 
the included Z-Finder 
Extender Frames. These 
are semi-permanent 
stackable frames that 
attach to the body of the 
Z-Finder and extend the 
Z-Finder glass further away 
from the LCD screen for 
people who are farsighted. 
The diopter range with the 
included lens and extender 
frames is -2.5 to 0. If you 
need more adjustment 
than the Extender Frames 
provide, you can purchase 
drop in diopters for further 
diopter adjustment. The 
interchangeable anti-fog 
diopters, -1, +1, +2, +3 
and +4, correct the focus 
to your vision for perfect 
clarity.

Parts and Features

Assembling C200 Z-Finder
1 Snap the Z-Finder Pro to the C200 Frame

3 Align lever within open track of the friction lock.
Orient the handle at a 45° angle.  Snap on the 
Friction Lock over the handle and ratching lever.
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Rotate the handle and Friction Lock into a
90° angle and tighten down the racheting lever.
Slide rubber cap onto EVF mount in order to 
keep mount level.

To flip up the Z-Finder, 
use red latch at the 
bottom of the 
Z-Finder Frame 

Slide LCD and handle into the Z-Finder.
Secure LCD by closing the black latch
on the bottom of the Z-Finder frame 
and tighten the 1/4 - 20 screw. 

Mount C200 Z-Finder onto the camera handle. 

x2 Extender Frames

x2 Anti-Fog Shield 

x1 Z-Finder Pro

x1 Focus Ring

x1 Eyecup & Lens Door

x1 Friction Lock 

x1  Mounting Frame

x1

x1

  Flip Up Latch

  1/4 - 20 Screw
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