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Heavenly Handspinning Addendum 

 

This document will explain how to install the correct components for Standard and XXL spinners onto 

your flyer for your specific spinner. Items in pictures my differ from current production. 

What is supplied with your Autowinder flyer 

1. One Autowinder Flyer  

2. One Scotch tension flyer pulley 

3. One Irish tension spacer (installed for shipping) 

4. 1/16 allen wrench 

 

Excelsior Scotch and Irish Setup  

Notice in the pictures below. We do not change the Scotch tension pulley as it works for both Irish 

and Scotch setups. (it is good practice to not change the pulley or spacer if it is not needed) 

 

 

 

 

 

 

 

Arrow Setup  (Pulley)    Gen2 Vespera Setup (Spacer) 
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Scotch Pulley or Irish Spacer installation 

We ship the Autowinder with the Irish spacer installed as to be able to safeguard the unit from being 

damaged while shipping. For those with Gen2 or First Generation Vesperas, no action is needed. For 

Arrow and Excelsior owners a simple change of the Irish spacer to the Scotch pulley is needed. A 

1/16 allen wrench is included. 

The steps… 

Remove the two screws holding the Irish spacer on.  

Remove the Irish Spacer. 

Install the Screws into the Scotch pulley far enough as to see two threads of the screw protruding 

through the back side that mates to the flyer, this will act as a screw retainer when installing the 

pulley. 

Slide the pulley over the orifice tube.  

Align the screws with the screw holes in the body. You should feel the screw threads engage the 

threaded holes in the flyer body. Do not cross thread the screws, they should tighten easily. 

Start one screw a couple of turns and then the other. Once you have reached this point you can 

tighten the pulley. Do not over tighten. 

The same steps should be taken to re install the Irish spacer if ever needed. 

Keep all of your extra components as this will make it interchangeable for all of your spinners if the 

need to sell it ever arises. 
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XXL Series Addendum 

Due to some very small changes over time, you should have a kit including the following items. Be 

aware that not all of these items will be used depending on your spinner. Items that are not listed 

above. 

5/64 inch allen wrench  
Pulley installation spacer  
Updated Excelsior Pulley 
2 round updated backstops  
 
XXL Irish and XXL Scotch spinners 

All that is needed to use your new autowinder is to check the fit with the Irish Spacer or Scotch 

pulley installed on the front of the flyer and check the fit. If the flyer is tight form from to back, install 

a washer located in the plastic bag. Between the flyer keeper on the rear maiden at the top that is 

teardrop shaped, and the wood of the rear maiden. Note if it needs another washer, We’ve added 

another in the bag. Once the flyer fits but is not tight, That’s it…. Now give it a go. 

Grand Excelsior Scotch and Irish Spinner 

For your System there will be two steps, first step is to replace the forward and rear back stops. New 

backstops supplied in the bag. Once this is done. Check your pulley alignment for Irish and Scotch 

setups. This done by installing the Autowinder and bobbin. Installing the drive band and making sure 

the drive band is vertical in a neutral state by looking at it from the side of the spinner. Neutral state 

is when the spinner is spinning the motor pulley and flyer pulley, or bobbin will align/justify itself 

naturally. If this is the case, you are ready to go       now spin spin spin… 

If this is not the case move to step two  

In this step you will install the new pulley. All that is needed is the pulley, 5/64 allen wrench and a 

number 2 Philips screwdriver. 

First step. loosen the front maidens four black screws enough to remove the old pulley. It is not 

necessary to remove the screws entirely. Use the 5/64 allen wrench supplied to remove the old 

pulley. 

Second step. Install the new pulley as pictured below using the pulley spacer tool. Make sure to align 

the set screw and motor shaft flat when sliding the pulley into place. That should do it… re install and 

tighten all screws and you’re ready to go. 

 

Best wishes and God Bless  

LWS Team 

 


