
Alternator upgrade install 
 

To begin with it is easier to remove the battery, battery tray, coil wire from the distributor cap and the 

tree screws holding the power steering pump in place and allow that to move to the side. All this will 

give to the access you need easily install the upgrade. 

Step 1: remove the front splash guard and AC compressor belt, the factory alternator, alternator tension 

bracket and alternator belts by following the recommended procedure in your factory service manual.  

Installing the new alternator: 

The first step is to remove the alternator bracket that is located under the distributor. There is a slide 

pin that clamps to the side of the alternator that needs to be spread to accommodate the new 

alternator.  

 

Below are before and after pictures of that part. 

 



 

The next step is to install the new tension bracket with the original hardware in the 

configuration shown below. The adjustment screw should allow the block to be fully extended.  

 

 



Next, transfer the pully from the stock alternator to the new alternator. 

Hint: holding the pully with a gloved hand and using an impact or similar tool works well.  

 

Next, mount the alternator in the factory position, install the belts and tension the belts per the 

factory manual. 

NOTE: the factory belts can be used but tilting the water pump pulley might be needed to 

install them.  

 

Wiring upgrade: 

The first step is to remove the plastic wire loom from around the wires. There will be 2 pieces 

and it’s held in place with self-adhesive tape. When removed it should look like this 

 

 

 



 

The first step is to remove the boot for the eye that bolts to the alternator and drill out the eye 

with a 5/16” drill bit. 

 



The next step is to install the sister charge wire along the same route of the factory one in the 

loom. It’s helpful to start at the alternator end and place a small section of tape wrap to secure 

that end and then another section of tape wrap at the other end.  

Next the factory fusible link needs to be removed. Remove the tape wrap from the area at the 

battery terminal to separate the fusible link from the harness. 

 

 



Next: 

Install the new AM1 MAIN junction block using the supplied fusible link. The supplied block has 

been altered to allow the fusible link to fit properly. 

NOTE: be aware of how you stack the factory charge wire, sister charge wire and fusible link so 

they sit flat on the stud of the junction block. This also applies to the battery terminal stud. 

 

Next: 

Wrap the fusible link at the battery terminal with tape as the factory did 

install the plastic split loom and wrap it with tape as the factory did  

replace the boot over the charge wires at the alternator 

Lastly: 

Make all remaining electrical connections and reinstall items removed during disassembly and 

test. 

 

 

 


