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TEACH Sn

PRESS FOR 1 SECOND
A, B ON BLINKING TOGETHER TO 
ACQUIRE BACKGROUND TARGET

  
RECALL FACTORY PARAMETERS

A, B, C ON, BLINKING 5 TIMES TOGETHER

TEACH WITHOUT TARGET

  CONFIGURATION STATE
  OUTPUT STATE

A B

A (YELLOW)
OUTPUT STATE

C (GREEN)
ECHO/TEACH

single digital output
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B (YELLOW)
OUTPUT STATE/TEACH

TEACH BUTTON

C

P1          Sn

OUT

OUT

SENSOR

SENSOR

10%

BACKGROUND
TARGET

SYNCHRONISATION

A, B OFF WHEN THE 
SENSOR ACQUIRED THE 
BACKGROUND TARGET
C ON, WHEN ECHO IS 
RECEIVED.

A, B ON WHEN THE TARGET 
IS OUT OF THE RED ZONE 
(Sn ± 10% Sn)
C ON WHEN ECHO IS 
RECEIVED.

PRESS BUTTON FOR 8 
SECONDS TO SWITCH FROM 
NO TO NC CONFIGURATION 
A, B START BLINKING UNTIL 
RELEASE

A, B ON WHEN THE 
SENSOR ACQUIRED THE 
BACKGROUND TARGET
C ON WHEN ECHO IS 
RECEIVED.

A, B OFF WHEN THE TARGET 
IS OUT OF THE RED ZONE  
(Sn ± 10% Sn)
C ON WHEN ECHO IS 
RECEIVED.

BACKGROUND
TARGET

P1          Sn   

10%


