
Antennas
700-1000 MHz Antennas

SY415 Series

SY4152B-SFXSNF(ABK) Yagi directional, 9 dBd back-to-back, black anodized, 902-956 MHz
•  9 dBd gain, covering the entire 902-956 MHz frequency range
•  This 11-element Yagi can be used in a variety of applications
•  Back to back configuration for bi-directional coverage
•  Black anodized

Antenna may not appear exactly as shown

The SY415 series of Yagi antennas has been developed to meet the need for a high
gain, relatively wide-band antenna in the 902-956 MHz range. Designed for superior
performance and versatility, this 11-element Yagi fills a variety of application needs.
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Antennas
700-1000 MHz Antennas

SY415 Series

Electrical Specifications
Frequency Range MHz 902 to 956
Bandwidth MHz 54
Connector N-Female
Gain (nominal) dBd (dBi) 9 (11.1)
Input VSWR (max) 1.5:1
Polarization vertical or horizontal
Pattern Bi- directional
Horizontal beamwidth (typ) degrees 42 *1
Vertical beamwidth (typ) degrees 37 *2
Average Input Power (max) W 125
Grounding All metal parts DC-grounded

Mechanical Specifications
Width in (mm) 7 (178)
Depth in (mm) 3 (76)
Length/ Height in (mm) 72 (1829)
Base pipe diameter in (mm) 0.84 (21)
Finish anodize (black)
Mounting Hardware (Included) Clamp115 *3
Mounting configurations upright

Environmental Specifications
Temperature range °F (°C) -40 to +140 (-40 to +60)
Wind Loading Area (Flat Plate Equivalent) ft² (m²) 0.4 (0.04)
Wind Loading Area (1/2" ice) ft² (m²) 1.2 (0.11)
Rated wind velocity (no ice) mph (km/h) 200 (322)
Rated wind velocity (1/2" radial ice) mph (km/h) 110 (177)
Lateral Thrust (100 mph No Ice) lbs (N) 19 (84.5)
Bending moment (100 mph No Ice) ft-lbs (Nm) 21 (28.4)

*1 : ±10%, values based on Vertical polarization
*2 : ±10%, values based on Vertical polarization
*3 : Qty 2

Notes
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