SINCLAIR

Superior then, Superior now.
A Norsat Company

TJA3 SERIES

Transmitter Combiners
UHF and Tetra Transmitter Combiners
LRI TJA3 Series

Auto-tunable combiner, 350-512 MHz

Fully automated in detecting and tuning each channel to Tx frequency for flexible applications
Comprehensive remote alarm monitoring

Minimum Tx-Tx frequency spacing of 150kHz and wide tuning range

Low insertion loss and high isolation

The new TJA series combiner features an integrated control unit for

fully autonomous frequency tuning to keep return loss to a minimum
and optimize overall performance. This allows the combiner to be used
in unconventional ways to satisfy customers' unique needs.

The TJA combiner is designed with high unloaded quality factor, wide
tuning range, high linearity, high power handling, low weight, compact
dimension, and outstanding reliability. Remote control and system
monitoring are supported via Ethernet/IP connection.

Specifically, the TJA3 series covers 350-512 MHz in the UHF band and
are availablein 2, 4, 6, 8, or 10 channel configurations. The embedded

powerful controller actually allows for a maximum of 32 channels, 2 channel model shown
however the functional bandwidth and channel spacing might be
affected. Please contact Sinclair sales representative for more

information.

The compact design of the cavity filters makes the 2-channel module
asily fit into a standard 4U high, 19-inch rack.

Key features:

* Quick tuning time

* Wide tuning range: 4.85 MHz

* Qutstanding tunning accuracy: +/- 15 kHz

* Comprehensive remote alarm monitoring including frequency,
power, return loss, as well as antenna Tx power and VSWR of each

carrier.

* Wide power handling range from 10 to 100 Watts per channel

* Tx-Tx spacing down to 150 kHz

* User-friendly web-based GUI

* Secure user administration with RBAC feature to manage users and

their access rights
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Transmitter Combiners
UHF and Tetra Transmitter Combiners

TJA3 Series

ELECTRICAL SPECIFICATIONS
Channel 2CH 4CH 6 CH 8 CH 10 CH 12CH
Frequency range 350-512 MHz
Automatic Tx frequenc
detection | ’ Yes
Automatic re-tuning Yes
Tunning accuracy +/- 15kHz
Power reading accuracy +2dB

Input 1.25:1
VSWR (Max) 0 put 2,011 2,011 2,011 2,011 2,011 2,011
Insertion loss, | Typ 35dB | 4.8dB 4.8 dB 53dB" 5.5dB 6.5dB "
Tx to Ant, at See notes
150 kHz Max 42d8 | 6.4dB 6.4 dB 7.0dB" 7.5dB 85dg* | below
spacing
Frequency Max 20 MHz 5 MHz
separation Min 0.15 MHz
Isolation Tx to Tx >65dB

Antto Tx >55dB
Input power per channel 10 to 100 Watts
Peak power (total combined) 1000 Watts
Other Interface | ETH/SNMP RJ45
Connector Input N-female 2 See notes

Output N-female 2 below
Power supply Voltage 10-14 VDC 3

Current 2A 3A 6A 8A 10A 12A
MECHANICAL SPECIFICATIONS
Width 19" (483mm)
Depth 21.5" (546mm)
Height 7 14" 21" 28" 35" 45"

(178mm) | (356mm) (533mm) (686mm) (864mm) (1067mm)
Weight 25 Ibs 54 Ibs 79 Ibs 106 Ibs 131 Ibs 150 Ibs
(11kg) (24kq) (36kg) (48kq) (59kg) (68kg)
Mounting 19" EIA rack
Packaging weight 55 Ibs 91 Ibs 146 |bs 180 Ibs 235 Ibs 260 Ibs
(25kg) (41kg) (66kg) (82kg) (107kg) (118kg)
\ Operational temperature range \ -22 to +140 °F (-30 to +60 °C)
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International Inc.

Canada, Caribbean, and Latin America

Transmitter Combiners
UHF and Tetra Transmitter Combiners

TJA3 Series

Asia-Pacific

Canada: 1 905 726 7676

International: +1 905 726 7676

+1 905 727 0165 ext. 287

Note

1. Preliminary.

2. Other options available, call for details.

3. Other options available, call for details.

4. Specify the exact frequency range when ordering.
Region United States Europe, Middle East, and Africa
Telephone 1800 263 3275 +1 905 727 0165 ext. 232
E-mail salesusa@sinctech.com salesemea@sinctech.com
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Order information
Model Number Frequency Auto-tune Range
TIA3212-1 350-370 MHz
TIA3212-2 380-400 MHz
TJA3212-3 410-430 MHz
2 channel | TJA3212-4 430-450 MHz 20 MHz
TIA3212-5 450-470 MHz
TJA3212-6 470-490 MHz
TJA3212-7 490-512MHz
TJA3214-1 350-370 MHz
TJA3214-2 380-400 MHz
TJA3214-3 410-430 MHz
4channel [1ja3314.4 430-450 MHz
TJA3214-5 450-470 MHz
TIA3214-6 470-490 MHz
TIA3214-7 490-512MHz
TJA3216-1 350-370 MHz
TJA3216-2 380-400 MHz
TJA3216-3 410-430 MHz
6 channel | TIA3216-4 430-450 MHz
TJA3216-5 450-470 MHz
TJA3216-6 470-490 MHz
TIA3216-7 490-512MHz > MHz
TJA3218-1 350-370 MHz
TJA3218-2 380-400 MHz
8 channel TJA3218-3 410-430 MHz
TIA3218-4 430-450 MHz
TJA3218-5 450-470 MHz
TJA3218-6 470-490 MHz
TJA32110-1 350-370 MHz
TJA32110-2 380-400 MHz
TJA32110-3 410-430 MHz
10 channel | TJIA32110-4 430-450 MHz
TJA32110-5 450-470 MHz
TJA32110-6 470-490 MHz
TJA32110-7 490-512MHz
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