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Note: This guide is done with an H4 Harness. The 
process for other vehicles is almost identical; 
the connectors will just be slightly different.  
 

 
- Unpackage your wiring harness included in 

the box you received from us. Locate the 
headlight connector (shown to the right). 

- This connector will plug into the 
driver side factory headlight plug. 
You will NOT connect anything to the 
passenger factory plug. 

- Next, unpackage your ballasts (shown 
below). 

- Plug your ballasts into the wiring 
harness. The connector is shown in 
the lower left. You should hear a 
click if attached properly.  

- One ballast per side. The ballast 
will regulate power to the bulb, 
which is why it connects to a power 
connector.  

- Make sure your power (red) and ground (black) wires match up 
- Now, unpackage your 

bulbs.  
- You will see an 

extra set of 
connectors going 
through the bulb’s 
rubber grommet. 
They are not used 
and can be removed. 
(Shown right) 



 
- Connect the bulbs to the ballast with the 

two circular connectors. Each only connects 
one way. (Shown left) 

- After this, the only open connector 
you should have is the High Beam 
connector. If you have any open 
connectors, read back through the 
steps. 

- Last for the wiring harness is to connect 
the red terminal to the battery and ground 
the harness. 

- You can use an existing ground. If you 
need to create a new one, scrape some 
paint off the side of the engine bay 
to expose sheet metal and drill in a 
screw.  

- Bad grounds are the NUMBER ONE cause 
of problems with instillation. If you 
have issues, check these first! 

- Once the harness is fully connected, the 
last thing to do is to pin the projector’s 
high beam wires in the connector for the 
harness. 

- The high beam connector is included in 
the box (shown left). There is two of 
them. You will need to pin the red and 
black wires coming out of the back of 
the headlight in this connector. 

- Look at the wiring harness and 
orientation of the connector to make 
sure you pin the correct wire on the 
correct side. The connector will only 
properly go in one way. You will have 
to unpin the connectors to swap them.  

- You are now ready to install the actual 
headlights!  

- The bulb will slide into the back of 
the housing. Push the bulb holder down 



and out of the way, slide the bulb in, 
and replace the holder.  

- Don’t forget to attach the high beam 
connector you just pinned to the 
harness. It is the connector with the 
orange boot on it (shown left). 

 
 
That’s it! Tuck away your wires nicely and enjoy 

your new headlights! 
 
 
 
 

 
Halo Installation Guide 
 
Switchback Halos 
 

- First, decide what you want your halos to do. The most common 
application for switchback halos is writing the white to some 
kind of running light/parking light and amber as a turn signal.  

- There are 3 wires for the halo- red, 
black and yellow. 

- Black is GROUND 
- Red is WHITE 
- Yellow is AMBER 

- The easiest way to figure out the 
correct factory wire to tap the halo 
is to trace the wires backwards.  

- We recommend T-taps, crimping 
sleeves, or soldering the wires 
together for the most reliable 
installation 

- It is best practice to wrap your connector in electrical 
tape if not using a watertight connector 

- We’re happy to provide tech support if you get stuck! 
 
 



RGB Halos 
- RGB halos have a slightly different 

install process. They only have two wires 
that require connecting. (Shown right) 

- White is POWER 
- Black is GROUND  

- RGB halos cannot act as both running 
lights and turn signals. If you try and 
wire them to the turn signals, that is 
all they will do. 

- RGB halos are best wired to 
DRLs/Parking lights  

- The controller/harness (shown bottom 
right) will connect directly to the 
yellow/red connectors coming out of the 
back of the housing  

- Extra connectors can be ignored 
- The control box will likely need to be in 

the middle of your vehicle for all 
connectors to properly reach. 

- To download the app for the Bluetooth 
Connector, scan the QR Code on the back. 

- Once downloaded, select the 
“SK6812_RGBW” option. Under that 
option are 120 show modes, 
controlled at the top, along with 
solid colors, controlled at the 
bottom. 

- You can also adjust speed and 
brightness of the halos.  

 
 
 
 

 
 
 

 


