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1. MEASURING FOR BENCHES

Measure off your entire area where you want your benches.  Run a string both parallel 
and vertical at a height of 30” off the ground.  These strings will be your guides for 
your legs (post) and to keep your height level the same 30” across the greenhouse.

Parallel strings are used to keep the width of the legs (post) at the proper distance and 
keep the legs (post) straight going the length of your bench.

Vertical strings are used to keep the legs (post) spaced at the proper 7’ foot 
increments going down your bench and aligned evenly with the other benches.

The first and last vertical string on each bench needs to be centered 7” from the end of 
the bench.  This means the first and last leg will be recessed 7” from the end of each 

bench.  This is to allow the bench top to be attached properly. (See Photo A)

You will want to leave the desired amount of room between each bench.

2. LEGS (POSTS)

Your legs will be pre-cut at 42” inches.  This will allow for the legs (post) to be driven 

approximately 12” deep depending on ground level.  (See Photo B)

3. DRIVING LEGS INTO THE GROUND

Align your legs with the strings you have laid out in step one.   There will be a post at 
where the strings cross. Remember the first and last leg will be centered 7” from the 
end. 

Use a plastic cap on top of each leg (post) to avoid flaring the end of the leg (post) 
while driving them into the ground. (See Photo C)

Drive the legs  (post) even with the string to keep the height of your bench level. 

4. INSTALLING DEPTH LIMITER (See Photo D)

Once you drive your post in the ground you will need to put a depth limiter on each 
leg.  These are to keep your benches level from added weight of plants.

The limiter is a pre-cut 6” part made out of the same material as the legs.   

Drill a hole in the middle of the 6” part and at the ground level of the leg (post). Attach depth 
limiter with 5/16" x 3" zinc plated carriage bolt with nylock nut.

*Disclaimer: These assembly instructions are meant to be used as general guidelines only, and are provided as a courtesy to facilitate your assembly 
process.  Individual bench assembly may/may not require special modifications as circumstances / substrates dictate. Southwest Agri-Plastics, Inc. is not 
responsible for problems related to assembly procedure deletions, omissions or modifications. 



5. ATTACH TOP RAIL TO LEGS. 

6. ATTACH PLASTIC BENCH TOP TO TOP RAILS
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Get a ‘T’ bracket and a 5/16” X 2” inch zinc-plated carriage bolt with nylock nut and 
washer. 

Place the bracket on the leg (post) with the bolt resting on top of the leg (post).

Slide the top rail through the bracket and tighten the nuts down. (See Photo E)  

Once the bolt in the bracket is tight it should cause a sandwich affect to the top of 
the leg (post) and to the top rail. (See Photo F)

Place the number of plastic parts needed for the bench on top of the rails.

Snap all the plastic bench tops together before you start screwing them to the 

rails. (See Photo G)

Begin attaching the tops using a #10 x 1-1/4 flathead stainless steel Tek-Screw at 

one end and then progress to the other end.  Do not attach tops periodically and 

then come back to fill in the ones you miss.  (See Photo H)

Southwest Agri-Plastics Inc. •  P.O. Box 700008 Dallas, TX 75370-0008 •  16400 Midway Rd Dallas, TX 75001 USA

Ph (972) 735-8866 •  Fx (972) 735-8896 •  Toll  Free in North America (800) 288-9748 •  Email : info@swapinc.com

*Disclaimer: These assembly instructions are meant to be used as general guidelines only, and are provided as a courtesy to facilitate your assembly 
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