
(1) Black Polyethylene Tubing, 16mm, 100 ft. 
length (IR-1021  16C)
(2) PVC Irrigation Coupling, 16mm (IR-1025  16)
(3) PVC Irrigation Tees, 16mm (IR-1028)
(2) PVC Irrigation Elbows, 16mm (IR-1027)
(2) PVC Figure 8 Ends, 16mm (IR-1029  16)
(12) (12) Pressure Compensating Dripper, 2.0 GPH 
(IR-1000D  200N)
(12) Multi-Outlet Dripper Assembly (IR-1000)
(1) 3mm Hole Punch (IR-1024)

INCLUDES:
(1) Orbit One-Dial Garden Hose Digital Water 
Timer (WA-OR-TMR)
(1) Arkal Disc Filter, ¾ MPT, 1-12 GPM, 120 Mesh 
(IR-1015  34)
(1) (1) Pressure Regulator, ¾”, 35 PSI, 3.5 – 17.6 GPM 
(IR-1019  35)
(1) ¾” Brass Female Connector (IR-GIL-FEM)
(1) PVC Male Adapter, ¾ MPT to 16mm 
(IR-1030  16)

1. Take an inventory of your components compared to the above parts list.  

2. At the desired point of your water line, connect the water timer, disc lter, and pressure regulator in order.

3. Next connect the brass female connector and PVC male adapter, you can now connect the 16mm tubing to 
the line.

4. Run the 16mm tubing as desired, using the included couplers, tees, and elbows as necessary.  Up to 4 lines 
can be run with this system.

5.5. Use hole-punching tool to punch holes in 16mm tubing on 3ft. centers (typical).  Centers can be spaced 
closer together if desired.  

6. Insert Pressure Compensating dripper (the green tting) into each punched hole of the 16mm tubing.  This 
dripper has a barbed end on the bottom that should seat into the poly pipe.  PVC glue is normally not required.

7. The 4-way MOD assembly consists of four spray stakes, tubing and a common tting that snaps into the top 
of each pressure compensating dripper.  These spray stakes are mounted in a pot or container for individual 
watering.

8.8. Use gure 8 line ends to terminate 16mm header line(s).
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