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NEW! LL-D'LITE DIAMOND LAPS 

 
The new chem-bonded suite of diamond 
D'LITES comes in a variety of  seven different 
(7)  grit sizes.  
 
While the Diamond D’LITES do not have the 
harsh, sometimes unpredictable abrasiveness  
of loose, or plated diamond products, the same 
commercial color identification standards are 
being used for cataloging the "LL-D'Lites."  
 
The LL-D'Lites may surprise the user with 
quick, smooth, flat polishing of  facets in 
preparation for the next, or final regimen.  
 
LL-D'Lite Colors/grit sizes:  
#1-Brown = 325 
#2-RED      = 600 
#3-Blue     = 1200 
#4-Green  = 3k 
#5-Yellow= 8k 
#6-Grey     = 14k 
#7-Black   = 50k  
 
Lubrication: Use clean, filtered, distilled, or 
“RO” Water  for lubrication during polishing. An 
ample water drip should be used to flush away 
damaging swarf. NOTE: As with all faceting, stay 
away from the outer ¾”(19mm) of your lap. 
Because at slower polishing speeds, swarf will 
collect there! Running into swarf particles with 
the stone will damage your facet faces! 
 
 
Speed of operation is up to the user. Though 
typically, 150-500 rpm is the norm for stones 
8Mohs and under. When using faster speeds, an 
increase in water volume is advisable. This will 
help to offset any mechanical heat gain due to 
abrasive removal of molecules from both the 
polishing medium and the gemstone.  
 
When choosing a "D'Lite", it is important to 
note, though these chem-bonded laps are not to 
be used as a replacement for a “rough-in” lap. 
They do tend to cut aggressively and polish 

finer and smoother than metal-bond or free-
flow-grits. For example: As far as cutting, the 
D'Lite1200 performs similar to a 1200grit steel, 
but with the final faceted look of an 8k or 14k! 
No, this is no joke! 
 
However, the smooth performance of the LL-
D'Lite takes you to final polishing without 
newly-induced, rogue scratches, or orange-peel; 
saving time, effort, and even quite possibly 
increasing the final yield of your gem! 
 
Quality Control: Each "D'Lite" is individually 
and painstakingly made. And personally 
inspected for any minor faults which could 
affect performance. But stuff happens! We're all 
human.  Let us know if we missed something. 
 
Lap Thickness: LL-D'Lites come in two basic 
platform thicknesses, standard, and toppers. 
The topper needs a master for backing. 
 
Cleaning: Wash the lap with mild dish-soap and 

water solution, flushing with clean water. Use 
NO Distillates at any time! 
 
Resurfacing LLs: In addition, all Lightning Laps 
can be resurfaced. Do not throw them away! 
This service can usually be done at a fraction of 
the cost for a new lap. Contact Lightning Lap for 
details. 
 
Website:  http://www.shop.lightninglap.com 
 
May the sun always shine on your face, and 
pretty rocks sparkle around you, head to toe. 
May all your faceting, be Lightning Lap fast! 
“Because, Polishing IS everything!”   
 

 
 
 
 

~~~GUARANTEE~~~~ 

If  your  Lightning Lap product has failed in 
any way,  please contact us. 

Provide a detailed description of the problem, 
along with a good digital photo if possible. 

Replacements due to lap failure are assured. 

Recoating of worn out LL Lite toppers can be 
done for half the cost of a new one. 

Repairs or recoating of standard LL laps is 
generally less than half the cost of a new lap. 

Please contact us first for details and 
instructions regarding the return of your worn 

out or damaged laps. 
 

Our goal is your success and satisfaction, 
“Because polishing IS everything!” 


