
Learning Tower Assembly Instructions

WE HIGHLY RECOMMEND USING OUR ASSEMBLY VIDEO THAT YOU CAN FIND AT:
https://themontessoriroom.com/pages/assembly-instructions

Thank you for purchasing a Learning Tower from The Montessori Room! If at any
point you have questions or concerns, please contact us:

contact@themontessoriroom.com
866-901-4696

Included pieces:
A. Left side piece
B. Right side piece
C. Dowel rod
D. Front barrier

E. Standing area
F. Footstep
G. Bottom back piece
H. 1 and 2 are both bottom

stabilizers
Please note:

● There are 3 height options for the standing area and footstep. Choose the
height based on child’s height. We recommend using the highest option for
younger toddlers and moving down as they grow.

WARNING: Never leave children unattended when using the Learning Tower.
Make sure the Learning Tower seems safe and is sturdy and contact us if you have

any concerns.

ASSEMBLY STEPS:

1. Take the LEFT side piece (A) and lay it on the ground or a flat surface.
TIP: We recommend using a countertop or dining table to ensure it is level.

2. Insert the following pieces into the LEFT side piece (A). Please note we will
not add the footstep (F) or the stabilizers (H1 and H2) until Step 7.

● Dowel rod (C)
● Front barrier (D)
● Standing area (E)
● Bottom back (G)

3. Once all components (except the footstep and stabilizers) are set in, take
the RIGHT side piece (B) and place it on top of the other pieces you
inserted (C, D, E, G), opposite the LEFT side piece. Line up the pieces into
the holes on the right side piece. Once lined up, tap or push them into
place.

TIP: We recommend inserting the standing area platform (E) on the top
height and moving down as the child grows.

4. Hold each component (C, D, E, or G ) as you screw in the screws on the
RIGHT side. Do not tighten the screws completely yet, tighten to about
90%.

TIP: When tightening the screws for the dowel rod (C), make sure you have
a firm grip on the dowel to prevent it from spinning while you tighten the
screws.

5. Turn the Learning Tower onto its back (Front barrier (D) towards the
ground, Dowel (C) facing up). Hold each component as you screw the
screws on the LEFT side. Do not tighten the screws completely yet, tighten
to about 90%.

6. Make sure the pieces are tightened enough to keep the unit together, then
carefully turn the tower upright so it is standing on the flat surface. Ensure
it is level.



7. Before tightening the screws completely, place the footstep (F) in.

8. Place weight on the standing area (E) with your hand and make sure all 4
feet are level on the surface you are assembling on. Ensure there is no
wobble. Gradually tighten all screws evenly.  Continue to check for wobbles
while you tighten the screws, until the head of the screw is flush with the
surface of the wood.

9. Add stabilizers (H1 and H2). Insert underneath bottom back piece (G) and
push flush up against the side pieces. Drill through the hole that was
pre-drilled on each stabilizer and use the two smallest screws included in
the hardware packet.


