
LIGHTER • STRONGER • BETTER • CUSTOMIZABLE

Customizable

One Case, Countless Missions
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ULTIMATE PROTECTION
n	Safeguards by molding and conforming to cargo
n	Limits lateral/vertical movement of contents in transit 
n	Superior reduction of impact and vibration
 
REUSABLE
n  VRS system is infinitely customizable
n  Reconfigure for different cargo in any environment
n  Unlimited use and shelf life compared to foam
 
SUSTAINABLE
n  VRS system is recyclable
n  Saves storage space 
n  No production waste
n  Eliminates custom-cut and degrading foam
n  No need for consumable packaging materials
 
ROBUST & ADAPTABLE
n  40% weight reduction compared to foam
n  Exterior constructed with MIL-Spec textile 
n  Surface is non-abrasive and easy to clean 
n  Does not retain water, oil, or other contaminants 
n  Thermally stable and tested from -10° to +120° F
 
Made in the U.S.A. 

Zarges introduces KOR® 
Technik secure packaging
The Ultimate Sustainable Protection Solution
Patented Vacuum Rigidizing Structure (VRS) 
technology shields valuable assets during transport by 
encasing contents with superior impact and vibration 
reduction. Independent testing confirms that lateral 
and vertical movement of contents surrounded by VRS 
is controlled, and the bulk of impact/vibration energy is 
absorbed by the sustainable fill, NOT your cargo.

SEE VRS 
IN ACTION
Watch 1-minute Video
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HOW ZARGES CASE STACKS UP TO THE COMPETITION ...

1. Weight differential dependent on case size. Larger Zarges cases will provide the greatest weight savings over alternative cases of the same size. 
2. For details call or visit www.ZargesUSA.com/battery Rev:5/23

K470 #405800550 PROTECTOR CASE™

Exterior Dimensions (in.) 51.05 x 27.54 x 22.79 46.65 x 30.91 x 20.08
Interior Dimensions (in.) 47.57 x 24.07 x 17.68 44.1 x 28.3 x 18.9 
Exterior Volume (ft3) 18.54 16.76        10% Smaller Exterior Volume

Interior Volume (ft3) 11.72 13.65 16% More Interior Volume

Empty Weight (lbs.) 79.2 44.1 44% Lighter

Temperature Stability Range -40º F  — +210º F -228º F  — +302º F 
MIL-STD-S10 Compliant YES YES
ATA 300 Compliant NO YES
UN HazMat Approved NO YES
Fire Resistant NO YES
Warps and/or Cracks YES NO


