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PICK MOUNTING STYLE 

Clam Mount (most popular)

0 Attach clamp (D) to beam (E) using
screw (M x3) and hex key (Q). 

Add padding stickers (L XS) 
to underside of clamp (D). 

Pick one 

[Do not do both] 

0 

Grommet Mount 

Using a screwdriver, remove screw 
and cymbal from clamp (D). 

Add padding stickers (L XS) to 
underside of grommet plate (I). 



Following directions are the same for both configurations 

1: Attach monitor arm (C) to vertical beam (E} 

Clamp Mount 

E---

Fit clamp (D) around 
edge of work surface, 
then screw until secure. 

Slide monitor arm (C) onto beam (E) 
Adjust part C to desired height, then 
tighten at center to secure. 

Place cap on top of beam E. 

Grommet Mount 

I
Upto 

3.5 in 

Attach beam (E) to 
grommet plate (I), lining 
up hole in E with notch 
on I. Position backing 
plate (N) on underside 
of work surface, then 
attach all pieces using 

clamp screw 
(removed from D). 

Following directions are the same for both configurations 

2: Attach monitor to VESA plate (A} 

Attach VESA plates (A) to the back 
of your monitors using washers 
and screws that best fit. You will 
NOT use all provided screws and 
washers, multiple options are 
provided to fit a range of monitors. 

'WP DO NOT over-tighten
V (Doing so may crack screens) 

4: Attach monitorsNESA plates to mount 

Slide VESA plates onto mounts (C) , 
tightening with hex key R. 
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