
 | SWOG2MMWH2 Monitor Clamp/Grommet

Phillips Screwdriver Required

Attach the clamp (A) to the column (B) using 
screws (Hx4) and Allen Key (I).

Attach the column base (C) to the column (B) using 
screws (Hx4) and Allen Key (I).

Add silicone pads (Gx5) to the bottom of each 
column base (C) as shown.

Add silicone pads (Gx5) to the upper part of 
each clamp (A) as shown.
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Attach the Mounting Rail to the Columns2:
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Up to 50mm(2.0 in) 972mm (38.3 in)

1072mm (42.2 in)

>43mm
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Up to 80mm
(3.1 in )
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Secure each clamp (A) onto the edge of the 
972mm (38.3 in) apart.

Measure and pencil mark the location of each grommet 
hole as shown. Twice verify the exact locations prior to 
drilling.  Drill  each hole using a 1/2" drill bit.

Remove the clamp screw from each clamp (A), then insert 
each clamp screw into grommet hole with grommet plate (D) 
from below and screw it tightly into the column base (C) .

Attach the decorative cover (F) to each grommet base.

Slide the mounting rail ( J ) into the 
column slots.

Uncover the plastic caps as shown. Loosen the screws by using 
Allen Key (K) as shown.

Tighten the screws by using 
Allen Key (K) as shown.

Cover the plastic caps as shown. 6 Cover the end caps (E) on the 
columns (B).

Attach the decorative cover (F) to each clamp base.2
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5: Attach the Monitors to the Monitor Arms
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Attach the Screws to the Monitors

Route the Cable Along the Clips

Assemble the Monitor Arms

1  Loosen the screws using Allen Key (N) as shown.
2  Attach the monitor arms (M) to the mounting rail (J ).
3  Tighten the screws using Allen Key (N) as shown.
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Attach screws to the back of your monitors 
using washers and screws that best fit. 
You will NOT use all provided screws and 
washers, multiple options are provided to 
fit a range of monitors.



8:7: Fine Tune the Monitors Attach the Pencil Cup and File Holder to the  Mounting Rail 


