
H I N G E S ,  W H E E L S ,  G U I D E  R O L L E R S  
A N D  C O M P O N E N T S

G A T E  H A R D W A R E 
P R O D U C T  L I N E

H I N G E S ,  W H E E L S ,  
G U I D E  R O L L E R S  A N D  C O M P O N E N T S

Yo u r  c o m p r e h e n s i v e  h a r d w a r e  o f f e r i n g
f o r  e v e r y  g a t e  a p p l i c a t i o n .

G A T E  H A R D W A R E



A  T O T A L  
S O L U T I O N 
F O R  E V E R Y 
A P P L I C A T I O N

L i f t M a s t e r ®  h a s  e v e r y t h i n g  y o u  n e e d  t o 
d e l i v e r  a n  i n t e g r a t e d  a c c e s s  s o l u t i o n  t o 
e v e r y  c u s t o m e r .  F r o m  g a t e  o p e r a t o r s  a n d 
a c c e s s o r i e s  t o  a c c e s s  c o n t r o l ,  o u r  p r o d u c t s 
a r e  e n g i n e e r e d  t o  w o r k  t o g e t h e r  a s  o n e 
s e a m l e s s  s y s t e m . 

G A T E  O P E R A T O R S

W i t h  s t a t e - o f - t h e - a r t 
t e c h n o l o g y  a n d  a  s t r o n g , 
r u g g e d  c o n s t r u c t i o n , 
y o u  c a n  r e l y  o n  o u r 
g a t e  o p e r a t o r s  t o  g i v e 
y o u  a c c e s s  a n y t i m e 
y o u  n e e d  i t . 

S A F E T Y  E N T R A P M E N T 
P R O T E C T I O N

L i f t M a s t e r  h a s  e n g i n e e r e d 
o u r  o p e r a t o r s  a n d 
m o n i t o r e d  s a f e t y 
e n t r a p m e n t  p r o t e c t i o n 
d e v i c e s  t o  w o r k 
t o g e t h e r  a s  a  U L  3 2 5 
c o m p l i a n t  s y s t e m .

A C C E S S  C O N T R O L

W i t h  e n t r y  s y s t e m s  t o 
k e y p a d s ,  c a r d  r e a d e r s  t o 
p e r i m e t e r  a l e r t  s y s t e m s , 
o u r  l i n e u p  o f  f e a t u r e -
r i c h  s o l u t i o n s  p r o v i d e s 
t h e  p e r f e c t  a c c e s s 
s y s t e m  f o r  y o u r  n e e d s .

C L O U D - B A S E D 
S O F T W A R E

E n a b l e s  y o u  t o  m a n a g e 
m u l t i p l e  a c c e s s  p o i n t s 
a n d  m u l t i p l e  p r o p e r t i e s 
f r o m  a  s i n g l e  d a s h b o a r d 
o n  y o u r  c o m p u t e r  o r 
t a b l e t  f r o m  a n y w h e r e .



R O L L E R  C A G E  B E A R I N G  H I N G E S
P G .  5    S T A N D A R D  D U T Y  ( 1 , 0 0 0  L B S . )

P G .  6    A D J U S T A B L E  ( 1 , 0 0 0  L B S . )

P G .  6    T A M P E R P R O O F  ( 1 , 0 0 0  L B S . )

P G .  7    H E A V Y  D U T Y  ( 3 , 0 0 0  L B S . )

P G .  8    S P E C I A LT Y  S T A N D A R D  D U T Y  ( 6 0 0 - 1 0 0 0  L B S . )

S E A L E D  R O L L E R  
B E A R I N G  H I N G E S
P G .  11   A D J U S T A B L E  ( 2 , 0 0 0  L B S . )

P G .  11   S P E C I A LT Y  F L A N G E  ( 2 , 0 0 0  L B S . )

M A C H I N E D  B L O C K  H I N G E S
P G .  13   P O W E R H I N G E S  ( 1 , 0 0 0 - 3 , 0 0 0  L B S . )

P G .  13   S P E C I A LT Y  U P H I L L  ( 2 , 0 0 0  L B S . )

W H E E L S ,  G U I D E  R O L L E R S  
A N D  C O M P O N E N T S
P G .  15   W H E E L S  A N D  C O M P O N E N T S

P G .  17   G U I D E  R O L L E R S  A N D  C O M P O N E N T S 

T A B L E  O F  C O N T E N T S

  3



R O L L E R  C A G E  
B E A R I N G  H I N G E S 

E n g i n e e r e d  f o r  e n d u r a n c e  a n d  m a x i m u m  r e l i a b i l i t y ,  t h e  h a r d e n e d  s t e e l , 
r o l l e r  c a g e ,  n e e d l e - b e a r i n g  s y s t e m  p r o v i d e s  5  t i m e s  t h e  w e i g h t  b e a r i n g 
s u r f a c e ,  l a r g e s t  w e l d  s u r f a c e  a n d  e v e n - w e i g h t  d i s t r i b u t i o n . 

Five times the weight bearing 
surface of the nearest large hinge

Largest weld surface 
attachment in the industry

Even-weight distribution  
from “side to side”

Grease fitting for cavity lubrication

Hardened steel roller bearing  
system – fully lubricated

Weight capacities from  
1,000 to 3,000 lbs. per pair

H O W  T O  O R D E R
1  C H O O S E  A  M O D E L 2  S E L E C T  A  F I N I S H 3  O R D E R

T o  p l a c e  y o u r  o r d e r  v i s i t : 
D e a l e r . L i f t M a s t e r . c o m

C a l l  8 0 0 . 3 2 3 . 2 2 7 6

E m a i l  C u s t o m e r . S e r v i c e @
L i f t M a s t e r . c o m

C o n t a c t  y o u r  L i f t M a s t e r ®  
S a l e s  R e p r e s e n t a t i v e

BLACK

UNFINISHED

PRIME COATED

ZINC PLATED*

2 1 0 0 2 1 0 0 P

2 1 0 0
   
Mounting: Flat Mount –  
Both Sides
Quantity per Box: 2 
Material: All Steel
Finish: 

*Electroplated Zinc Coating is tested to ASTM Classification - Protects Against Severe Exposure4   



2 1 5 0
   
Mounting: Bolt to Gate –  
Bolt to Post
Quantity per Box: 2 
Material: All Steel
Finish: 

2 1 2 5
   
Mounting: Flat Mount to Gate –  
Bolt to Post
Quantity per Box: 2 
Material: All Steel
Finish: 

R O L L E R  C A G E  
B E A R I N G  H I N G E S 

2 1 0 0
   
Mounting: Flat Mount –  
Both Sides
Quantity per Box: 2 
Material: All Steel
Finish: 

2 1 1 0
   
Mounting: Round Mount –  
Both Sides
Quantity per Box: 2 
Material: All Steel
Finish:

2 1 1 5
   
Mounting: Flat Mount to Gate –  
Round Mount to Post
Quantity per Box: 2 
Material: All Steel
Finish:

I d e a l  f o r  r e s i d e n t i a l  a n d  c o m m e r c i a l  a p p l i c a t i o n s 
w i t h  p r o v e n  r e l i a b i l i t y  y o u  c a n  d e p e n d  o n .

1,000 
LBS. 

PER PAIR

S T A N D A R D  D U T Y  
R O L L E R  C A G E  B E A R I N G  H I N G E S

3.5 in. H

2.3 in
. W

1.5 in. D

*Electroplated Zinc Coating is tested to ASTM Classification - Protects Against Severe Exposure   5



2 0 6 0
   
Mounting: Flat Mount –  
Both Sides
Quantity per Box: 2 
Material: All Steel
Finish: 

2 0 6 2
   
Mounting: Bolt to Gate –  
Bolt to Post
Quantity per Box: 1 
Material: All Steel
Finish: 

2 0 6 4
 
Mounting: Round Mount –  
Both Sides
Quantity per Box: 2 
Material: All Steel
Finish: 

A D J U S T A B L E  
R O L L E R  C A G E  B E A R I N G  H I N G E S

T A M P E R P R O O F  
R O L L E R  C A G E  B E A R I N G  H I N G E S

I d e a l  f o r  h i g h - s e c u r i t y  s i t e s  o r  w h e r e  p r i v a c y  i s 
n e c e s s a r y ,  t h i s  h i n g e ' s  u n i q u e  w e l d e d  p i n  d e s i g n 
e l i m i n a t e s  t a m p e r i n g  a n d  d r a m a t i c a l l y  r e d u c e s 
t h e  s p a c i n g  b e t w e e n  t h e  p o s t  a n d  t h e  g a t e .

1,000 
LBS. 

PER PAIR

3.3125 in. W

3 1 5 0
   
Mounting: Bolt to Gate –  
Bolt to Post
Quantity per Box: 2 
Material: All Steel
Finish:  

3 1 0 0
   
Mounting: Flat Mount –  
Both Sides
Quantity per Box: 2 
Material: All Steel
Finish: 

3 1 1 0
   
Mounting: Round Mount –  
Both Sides
Quantity per Box: 2 
Material: All Steel
Finish:   

T h i s  v e r s a t i l e  h i n g e  c o m b i n e s  t h e  d u r a b i l i t y  o f  
t h e  s t a n d a r d  d u t y  h i n g e  w i t h  u p  t o  0 . 5  i n c h  
o f  a d j u s t a b i l i t y . 

1,000 
LBS. 

PER PAIR

3.5 in. H

2.88 in
. W

1.5 in. D

3.5 in. H1.75 in. D

*Electroplated Zinc Coating is tested to ASTM Classification - Protects Against Severe Exposure6   



H E A V Y  D U T Y  
R O L L E R  C A G E  B E A R I N G  H I N G E S

Tr u e  d u r a b i l i t y  f o r  h e a v y  a n d  h i g h - c y c l e  g a t e s 
w i t h  t h e  c o n f i d e n c e  i t  w i l l  p e r f o r m  e v e r y  t i m e .

3,000 
LBS. 

PER PAIR

4 in. H

3.25 in
. W2 in. D

2 0 2 5
   
Mounting: Flat Mount to Gate – 
Bolt to Post
Quantity per Box: 1
Material: All Steel
Finish: 

2 0 5 0
   
Mounting: Bolt to Gate – 
Bolt to Post
Quantity per Box: 1
Material: All Steel
Finish: 

2 0 0 0
   
Mounting: Flat Mount –  
Both Sides
Quantity per Box: 2
Material: All Steel
Finish: 

2 0 1 0
   
Mounting: Round Mount –  
Both Sides
Quantity per Box: 2
Material: All Steel
Finish: 

2 0 1 5
   
Mounting: Flat Mount to Gate – 
Round Mount to Post
Quantity per Box: 2
Material: All Steel
Finish: 

*Electroplated Zinc Coating is tested to ASTM Classification - Protects Against Severe Exposure   7



600 
LBS. 

PER PAIR

S P E C I A L T Y  S T A N D A R D  D U T Y  
R O L L E R  C A G E  B E A R I N G  H I N G E S

D e s i g n e d  f o r  h e a v y  o r  h i g h - t r a f f i c  g a t e s ,  t h e s e  h i n g e s  a r e 
o f f e r e d  i n  1 0 0 %  A l u m i n u m  ( A ) ,  1 0 0 %  S t a i n l e s s  S t e e l  ( S S ) 
o r  a  c o m b i n a t i o n  o f  A l u m i n u m  a n d  S t a i n l e s s  S t e e l  ( A S ) . 

1,000 
LBS. 

PER PAIR

2 1 7 0 A S
   
Mounting: Flat Mount to Gate 
(Aluminum) – Flat Mount to Post (Steel)
Quantity per Box: 2
Material: Aluminum/Steel 
Dimensions:  
3.5 in. H x 2.88 in. W x 1.5 in. D

2 1 8 5 S S
   
Mounting: Bolt to Gate –  
Bolt to Post
Quantity per Box: 2
Material: Stainless Steel 
Dimensions:  
5.56 in. H x 3.69 in. W x 1.5 in. D

2 1 8 0 S S
   
Mounting: Flat Mount –  
Both Sides
Quantity per Box: 2
Material: Stainless Steel 
Dimensions:  
3.5 in. H x 3.19 in. W x 1.5 in. D

3-6 in. H

2-4 in
. W

1-2 in. D

  8
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S E A L E D  R O L L E R  
B E A R I N G  H I N G E S 

T h i s  v e r s a t i l e  h i n g e  a l l o w s  y o u  t o  a d j u s t  t h e  s l o t  i n  y o k e  u p  
t o  0 . 5  i n c h .  O f f e r e d  i n  1 0 0 %  A l u m i n u m  ( A )  o r  a  c o m b i n a t i o n  o f  A l u m i n u m  a n d 
S t a i n l e s s  S t e e l  ( A S ) .

Adjustable 2.5 in. to 3 in. 

Triple stack  
maintenance-free  

sealed ball bearings

Robust yoke design  
assures durability

Expanded weld surface 
area — nearly double the 
weld area of others

Mount to flat or round (gate)

Precision machined 
aluminum body

Zinc plated bolt and  
jamb nut

1 0   



3 3 0 0 A
   
Mounting: Flat Mount to Gate –  
Flat or Round Mount to Post
Quantity per Box: 2
Material: Aluminum

3 3 0 0 A S
   
Mounting: Flat Mount to Gate (Steel) – 
Flat or Round Mount to Post (Aluminum)
Quantity per Box: 2
Material: Aluminum/Steel

S P E C I A L T Y  F L A N G E  
B E A R I N G  H I N G E

T h e  3 - t i e r  b e a r i n g  s t a c k  c o m b i n e s  a n  e x t r a  l e v e l 
o f  s t r e n g t h  w i t h  a  m a i n t e n a n c e - f r e e  d e s i g n .

2,000 
LBS. 

PER PAIR

 S W G 6 0 0
   
Mounting: Flat Mount
Quantity per Box: 2
Material: Steel with High-Grade 
Steel Needle Bearings 
Compatible: 4 x 4 in. post

2,000 
LBS. 

PER PAIR

A D J U S T A B L E  
S E A L E D  R O L L E R  
B E A R I N G  H I N G E S

3.19 in. H

2.63 in
. W

1.69 in. D

D e s i g n e d  f o r  h e a v y  w r o u g h t  i r o n 
g a t e s ,  t h e s e  h i n g e s  a r e  m o u n t e d  t o 
t h e  t o p  a n d  b o t t o m  e d g e s  o f  t h e  g a t e .

  1 1



Heavy duty hinge designed for a 
minimum 1.5 in. gate frame

Two 0.625 in. ball bearings for 
smooth operation

Continuous cycle operation

Super-quiet/maintenance-free

Self-lubrication/no grease fittings

Easy installation

0.75 in. solid stainless steel shaft, grounded 
and tempered to Rockwell standards

M A C H I N E D  
B L O C K  H I N G E S

E n g i n e e r e d  t o  l a s t  l o n g e r  a n d  i n s t a l l  e a s i e r ,  t h e s e  s e l f - l u b r i c a t i n g  b a l l 
b e a r i n g  h i n g e s  a r e  i d e a l  f o r  w r o u g h t  i r o n  o r  a l u m i n u m  g a t e s .

1 2   



HEAVY DUTY STEEL
3,000 LBS. 
P O W E R H I N G E

 
Mounting: Flat Mount
Quantity per Box: 2 
Material: Steel

½  STEEL, ½  ALUMINUM
1,000 LBS. 
P O W E R H I N G E 2

   
Mounting: Flat Mount
Quantity per Box: 2 
Material: Aluminum/Steel

HEAVY DUTY ALUMINUM 
1,000 LBS. 
P O W E R H I N G E 3

   
Mounting: Flat Mount
Quantity per Box: 2 
Material: Aluminum

T h e  S p e c i a l t y  U p h i l l  H i n g e 
a l l o w s  a  g a t e  t o  s w i n g 
u p h i l l .  N o t  f o r  u s e  w i t h 
a u t o m a t i c  o p e r a t o r s .   

S P E C I A L T Y  U P H I L L  
M A C H I N E D  B L O C K 
H I N G E S

P O W E R H I N G E ®  
M A C H I N E D  B L O C K  H I N G E S

T h e  i n d u s t r y  s t a n d a r d  f o r  c o n t i n u o u s  d u t y 
m a i n t e n a n c e - f r e e  o p e r a t i o n .

6.13 in. H

1.5 in. W

2.25 in. D

 S W G 6 0 6
   
Mounting: Flat Mount
Quantity per Box: 2 
Material: Steel with  
Bronze Bearings

600 
LBS. 

PER PAIR

1,000- 
3,000 
LBS. 

PER PAIR

2000 
LBS. 

PER PAIR
2,000 
LBS. 

PER PAIR

ASTM F2200 Standard: Gate shall be designed, constructed, 
and installed such that their movement shall not be init iated 
by gravity when an automatic operator is disconnected.
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W H E E L S ,  G U I D E  R O L L E R S  
A N D  C O M P O N E N T S

F r o m  t h e  i n d u s t r y - l e a d i n g  P o w e r  W h e e l ®  t o  w h e e l  c o v e r s ,  g u i d e  r o l l e r s 
a n d  m o r e ,  L i f t M a s t e r ®  e n s u r e s  y o u  h a v e  t h e  r i g h t  p r o d u c t s  f o r  a  q u a l i t y 
g a t e  i n s t a l l a t i o n . 

Cold rolled, solid steel  
v-groove wheel

Continuous cycle operation

 Designed for 1 in. or  
larger angle tracks

No maintenance required

Hardware included

1 4   



4 IN .  
POWER WHEELS
A H 1 0 7

  
Quantity per Box: 2
Finish: Gold Zinc Plating 
Weight Capacity: Up to  
3,000 lbs.

6  IN .  
POWER WHEEL
A H 1 1 0

 
Quantity per Box: 1
Finish: Gold Zinc Plating 
Weight Capacity: Up to  
5,000 lbs.

6  IN .  
POWER WHEEL
H T 5 0 0 0 V

  
Quantity per Box: 1
Finish: Heat-Treated  
Silver Zinc Plating  
Weight Capacity: Up to 
5,000 lbs.

4  IN .  
POWER WHEELS
H T 3 0 0 0 V 

 
Quantity per Box: 2 
Finish: Heat-Treated  
Silver Zinc Plating 
Weight Capacity: Up to  
3,000 lbs.

W H E E L S  A N D  C O M P O N E N T S

4 IN .  
STEEL WHEEL COVER 
2 2 2 0 4 S

 
Quantity per Box: 1
Material: Steel 
Finish: Unfinished

6 IN .  
STEEL WHEEL COVER
2 2 2 0 6 S
 

Quantity per Box: 1 
Material: Steel 
Finish: Unfinished
Meets ASTM F2200 StandardsMeets ASTM F2200 Standards
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V T R A C K
  
Quantity per Box: 1
Material: Unpainted 12-Gauge  
Hot-Dipped Galvanized Steel
Application: Single-piece design, 
90° rounded angle top. 10 ft. length 
by 4 in. width. Multiple .375 in.  
diameter anchoring holes for  
ease of installation.

V T R A C K B L K
  
Quantity per Box: 1
Material: Black 12-Gauge 
Hot-Dipped Galvanized Steel
Application: Single-piece design, 
90° rounded angle top. 10 ft. length 
by 4 in. width. Multiple .375 in. 
diameter anchoring holes for ease 
of installation.

10 FT. WITH 
INTERLOCKING ENDS
T V 2 0 1

  
Quantity per Box: 1
Material: Steel
Finish: Black Powder Coated 
Application: 90° angle top extends  
for interlocking capability. 10 ft.  
length by 4 in. width, anchoring 
holes 0.5 in. diameter.

W H E E L S  A N D  C O M P O N E N T S

4 IN . S INGLE  
BRACKET
A H 1 0 3

 
Quantity per Box: 1
Material: Steel
Finish: Unfinished

1 6   



G U I D E  R O L L E R S  A N D  C O M P O N E N T S

3 IN . SHIELDED  
GUIDE ROLLER
2 2 4 1 3 G R

  
Quantity per Box: 1
Material: Zinc Plated, Commercial 
Grade EPDM Non-Mar Rubber 

6 IN . SHIELDED  
GUIDE ROLLER
2 2 4 1 6 G R 

 
Quantity per Box: 1
Material: Zinc Plated, Commercial 
Grade EPDM Non-Mar Rubber

SHIELDED GUIDE  
ROLLER BRACKET
2 2 4 1 G R B

 
Quantity per Box: 1
Material: Zinc Plated,
For Use in Dual-System Applications

11 IN . GUIDE ROLLER
G R 1 2 3 - R

 
Quantity per Box: 1
Material: Neoprene
Finish: 

6 IN . ROLLER
A U H M

  
Quantity per Box: 1
Material: UHMW 
Finish: Black

HEAVY DUTY  
SL IDE LATCH
4 1 0 0 2 S

  
Quantity per Box: 1
Material: Steel
Application: Zinc plated latch  
is flush mounted and bolts or welds  
on to gate, providing locking capability 
for swing gate applications.
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N O T E S
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P L A C E  Y O U R  O R D E R  T O D AY.

D e a l e r . L i f t M a s t e r . c o m  |  8 0 0 . 3 2 3 . 2 2 7 6 
E m a i l  C u s t o m e r . S e r v i c e @ L i f t M a s t e r . c o m
C o n t a c t  Y o u r  L i f t M a s t e r  S a l e s  R e p r e s e n t a t i v e

© 2020 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523
LiftMaster.com
LMGTENBROOGH 2/20

T O O L S  A N D  R E S O U R C E S

F o r  a d d i t i o n a l  i n f o r m a t i o n  o n  a  c o m p l e t e  L i f t M a s t e r  
s o l u t i o n ,  u t i l i z e  t h e  f o l l o w i n g  t o o l s  a n d  r e s o u r c e s .

O N L I N E  T O O L S

•   L i f t M a s t e r . c o m / G a t e H a r d w a r e

•  D e a l e r . L i f t M a s t e r . c o m

•  L i f t M a s t e r T r a i n i n g . c o m

H O W  T O  O R D E R

1  C H O O S E  A  M O D E L 2  S E L E C T  A  F I N I S H 3  O R D E R

T o  p l a c e  y o u r  o r d e r  v i s i t : 
D e a l e r . L i f t M a s t e r . c o m

C a l l  8 0 0 . 3 2 3 . 2 2 7 6

E m a i l  C u s t o m e r . S e r v i c e @
L i f t M a s t e r . c o m

C o n t a c t  y o u r  L i f t M a s t e r ®  
S a l e s  R e p r e s e n t a t i v e

BLACK

UNFINISHED

P

PRIME COATED

ZINC PLATED*

*Electroplated Zinc Coating is tested to ASTM Classification - Protects Against Severe Exposure


