Distribution (Overhead): Section

14

Coated Dead-end

@)
o
Q
[
For use on: 2
Plastic Jacketed Conductors (@)
Polyethylene, Neoprene g
Vinyl, Rubber @
=
o
Diameter Range
Catalog (Inches) Nominal Conductor Size Wt./Lbs.
#1, 19W, 5/64s
ND-0110 476 .507 1/0, 7W. 4/64s 50 30 30 Blue
1/0, 19W, 6/64s
ND-0111 .508 .536 /0, 19W. 5/64s 50 29 30 Red
2/0, 7W, 4/64s
ND-0112 537 571 2/0, 19W, 6/64s, Comp. 50 34 31 Black
3/0, 19W, 4/64s
ND-0113 572 .608 2/0. 19W, 5/64s 50 36 33 Yellow
1/0, 7W, 8/64s
ND-0114 .609 .648 4/0. 7W. 4/64s 25 24 33 Red
1/0, 7W, 10/64s
ND-0115 .649 .690 4/0. 19W, 4/64s 25 26 34 Green
ND-0116 691 735 250, 19W, 4/64s 25 30 35 Black

266.8, 18/1, 4/64s
ND-0117 .736 .783 3/0, 7W, 10/64s 25 32 36 Orange
300, 19W, 5/64s

ND-0118 .784 .834 336.4, 19W, 5/64s 25 34 38 Blue
350, 19W, 5/64s

ND-0119 .835 .888 300, 19W, 10/64s Comp. 25 40 40 Black
250, 19W, 10/64s

ND-0120 .889 .945 300 19W, 10/64s 25 44 42 Yellow
450, 37W, 6/64s

ND-0121 .946 1.005 500 37W. 6/64s 25 52 44 Green
450, 37W, 8/64s

ND-0122 1.006 1.070 336.4, 19W, 12/64s 10 24 45 Red
350, 19W, 12/64s

ND-0123 1.071 1.138 500 37W, 10/64s 10 24 47 Blue

636, 37W, 10/64s Comp.

ND-0124 1.139 1212 500, 37W, 12/64s 10 30 48 Orange
795, 61W, 6/64s

ND-0125 1.213 1.288 795, 37W, 10/64s Comp. 10 30 49 Black

ND-0126 1.289 1.372 1033.5, 61W, 6/64s 10 32 51 Yellow

ND-0127 1.373 1.458 715, 37W, 14/64s 10 38 53 Green

ND-0128 1.459 1.550 795, 37W, 14/64s 10 40 56 Red

Right-hand or left-hand lay standard

EXPLANATORY NOTES:

(1) Nominal conductor size indicates one of various combinations of conductor sizes and jacket thickness within each range.
(2) Cabled loop design furnished for all sizes on this page. See reference chart in this section for acceptable fittings.
(3) Holding strength values for representative sizes appear on the reverse side of this page.
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Coated Dead-end

For use on:

Plastic Jacketed Conductors
Polyethylene, Neoprene
Vinyl, Rubber

Outside Diameter

Catalog Jacketing (Over Jacket) Sustained Load Test | Percent of Breaking
Number (Specific Gravity) (Inches) Results (Lbs.) Strength
ND-0110 1/0, 7W, 4/64s Poly. (.918) 493 1,100 62%
ND-0110 1/0, 7W, 4/64s Neoprene 493 1,650 98%
ND-0110 1/0, 7W, 4/64s Poly. (.931) 493 2,200 101%
ND-0110 #4, 6/1, 8/64s Poly. (.929) .502 950 54%
ND-0112 2/0, 7W, 4/64s Poly. (.928) .539 1,800 104%
ND-0112 2/0, 7W, 4/64s Neoprene .539 2,100 99%
ND-0115 1/0, 7W, 10/64s Poly. (.982) .678 600 33%
ND-0115 4/0, 6/1, 4/64s Neoprene .688 2,900 36%
ND-0116 1/0, 7W, 10/64s Poly. (.949) .692 500 28%
ND-0116 4/0, 7W, .078 Vinyl .695 1,600 47%
ND-0116 3/0, 7W, 8/64s Poly. (.927) .706 1,900 70%
ND-0116 250, 19W, 5/64s Neoprene 732 3,200 79%
ND-0118 336.4, 19W, 4/64s Poly. (.920) 791 3,600 63%
ND-0118 366.4, 19W, 4/64s Poly. (.933) 791 4,500 79%
ND-0118 336.4, 19W, 5/64s Neoprene .824 3,600 67%
ND-0118 4/0, 7W, 10/64s Poly. (.920) .830 3,000 49%
ND-0119 266.8, 19W, 10/64s Poly. (.966) .885 1,800 40%
ND-0120 33%‘(‘);3;’&;50" Poly. (.943) 910 2,600 46%
ND-0120 3975, 19W, 6/64s Poly. (.928) 912 4,700 72%
ND-0120 400, 19W, 6/64s Neoprene 913 5,000 80%
ND-0121 500, 37W, 6/64s Poly. (.926) 1.001 5,600 65%

This table is based on actual results of long term sustained load tests and may be considered representative of the cables described.

Refer to reference charts in this section for additional information on Holding Strengths.

Specific gravity of various polyethylenes:
ASTM Designation D-1248-58T

Low Density (g/cu.cm.) .....ccocovevevinenne 0.910-0.925
Medium Density (g/cu. cm.) ......cccceernenne 0.926-0.940
High Density (g/cu.cm.) ....ccccoevevinenne 0.941-0.965

(440) 461-5200 o inquiries @preformed.com « www.preformed.com « EN-CA-1000-3



