
Specifications

Cotton wadding sprayer

TURBISOL 112/2 | ref.30552

For application of cotton wadding, hemp & glass 

wool and certain types of rock wool for thermal and 

acoustic insulation of roof spaces, ceilings, walls, etc.

Loading dimensions of the hopper:

Width :45 cm

CHARACTERISTICS

Electrical supply. . . . . . . . . . . . . . . . . . . . . . . 230 V / 50 and 60 Hz

Maximum current . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 A

Motor power. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0,75 kW

Transmission . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . by chain

Jet-sprayer. . . . . . . . . . . . . . . . . . . . . . . . . . . 3360 L/min - 1650 W

Electronic control . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . yes

Pressure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0,3 bar

Flow rate for cotton wadding . . . . . . . . . . . . . . . . . . .0 to 50 bags/h

Tank capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .220 L

Suction turbine filter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2

Cooling turbine filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1
Product hose length. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25 m

Product outlet diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . .63 mm

Inflatable tyres . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Ø 300

Wire-guided remote control . . . . . . . . . . . . . . . . . . .25 m Start/Stop

Loading height . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 122 cm

Dimensions (L x w x h)  . . . . . . . . . . . . . . . . . . . 68 x 101 x 142 cm

Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 112 kg

Noise level . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 104 Lwa


