
PocketLab Voyager 2
Device Specification Comparison

Specification Voyager Voyager 2

Wireless Range 75m line-of-sight 75m line-of-sight

Bluetooth 4.0 required 4.2 required

Battery Life 8 hrs operation time 20 hrs operation time

Drop Protection 2 m 2 m

Accelerometer Range: +/- 16 g
Resolution: .008 g @ 94 hz
Data Rate: 50 samples/sec

Range: +/- 16 g
Resolution: .008 g @ 94 Hz
Data Rate: 50 samples/sec

Gyroscope Range: +/- 2000 deg/sec
Resolution: 0.1 deg/sec @ 92 hz
Data Rate: 50 samples/sec

Range: +/- 2000 deg/sec
Resolution: 0.1 deg/sec @ 92 hz
Data Rate: 50 samples/sec

Magnetometer Range: +/- 4800 uT
Resolution: 0.15 uT
Data Rate: 50 samples/sec

Range: +/- 4900 uT
Resolution: 0.15 uT
Data Rate: 100 samples/sec

Altitude Range: -5,300 - 9,500 m
Resolution: 11 cm
Absolute Accuracy: 10 m
Data Rate: 50 samples/sec

Range: -5,300 - 9,500 m
Resolution: 11 cm
Absolute Accuracy: 10 m
Data Rate: 50 samples/sec

Compass n/a Range: 360°
Accuracy: +/- 1°
Data Rate: 50 samples/sec

Rangefinder Range: 0.1 - 2.2 m
Resolution: 1 cm
Absolute Accuracy: 5% of reading
Data Rate: 33 samples/sec
Field of view: 25 degrees

Range: 0.001 - 6 m
Resolution: 1 mm
Absolute Accuracy: 5% of reading
Data Rate: 33 samples/sec
Field of view: 25 degrees

Barometric Pressure Range: 30 - 180 kPa
Pressure Resolution: 1.3 Pa
Absolute Accuracy: 0.1 kPa

Range: 300 - 1100 hPa
Pressure Resolution: 1.3 Pa
Absolute Accuracy: 0.1 kPa

Humidity Range: 0-100 %RH
Resolution: 0.02 %RH
Absolute Accuracy: 3 %RH

Range: 1-100 %RH
Resolution: 1 %RH
Absolute Accuracy: 3 %RH

Light Range: 0.01 - 64,000 lux
Spectrum: 400 - 1000 nm
Data Rate: 30 samples/sec

Range: 0 - 128,000 lux
Spectrum: 220 - 940 nm
Data Rate: 4000 samples/sec

Ambient Temperature Range: -40 - 85°C
Resolution: 0.01°C
Absolute Accuracy: 0.5°C

Range: -40 - 65°C
Resolution: 0.01°C
Absolute Accuracy: 0.5°C




