
 

 DIGITALLY-PRINTED WALLPAPER 
INSTALLATION GUIDE 

Designed for interior use only. We highly recommend hiring a professional installer for your project. You can locate an installer in 
your area at wallcoveringinstallers.org. Ricci Studio assumes no responsibility if wallpaper is not installed as outlined in this guide. 

Inspect your wallcovering for defects prior to installation. No claims will be honored after merchandise has been cut or hung. 

WALL PREPARATION 
• Remove old wallcovering and glue if applicable. 

• Wash walls to remove old paste and foreign matter. 

• Repair wall imperfections with plaster and sand smooth. 

• Wash walls with a strong solution of household bleach to kill mold spores and prevent mildew from occurring. 

• Prime your wall with a white alkyd base primer sold in your local paint & wallpaper stores. DO NOT USE GLUE-SIZE. 

This wallpaper is provided on a continuous bolt. For best results, please cut and hang panels in the order that they come off the 
bolt. This provides the most consistent color from panel to panel. Work in one direction around the room, with the first and last 
panels from the bolt meeting in a corner, doorway, etc - rather than on a flat wall.  

INSTALLATION 
TRIMMING 

- Refer to join marks on paper edge for pattern match. 
- Use trim marks provided to trim excess from edges of paper. 

PASTING 
- This stain-resistant strippable wallpaper can be hung BEST with a clear premixed adhesive. Apply paste generously to 

the back, edge to edge, smoothly and evenly. 
- For ease in hanging, we recommend after pasting the complete sheet, that it can be “booked” (folded back to back) and 

allowed to soak and relax while you proceed to paste sheet #2. After the second sheet is pasted and “booked” - then the 
first sheet can be applied to the wall. 

HANGING 
- After cutting the desired length and pasting, position the wallcovering on the wall. Use a smoothing brush to remove all 

air pockets, wrinkles and excess paste by brushing the wallcovering from the center to the edges. 
- All edges must be rolled down with a seam roller. 
- Repeat the procedure with the second strip, sliding it into position with its edge butted up against the edge of the 

proceeding strip. Be sure to match up the design. Do not overlap the wallcovering. 
- Wash any glue residue from the surrounding wood trip/molding immediately upon hanging each panel.  

Wash adhesive completely from the surface of the wallcovering immediately after each strip is hung. Any adhesive left on the 
wallcovering can, at a later date, attack the surface printed inks and cause them to flake. 

Thank you for your order!
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