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2022 Mission Statement 
 
I want to take a moment to thank each and every person involved or considering being involved in our race 
programs. Without you, the racers, none of this is possible. We are committed to creating race series that are 
competitive as well as entertaining. We do our best to listen to your needs, as well as your vision for the future 
of your programs. We are continuously evolving and putting every dollar towards these programs in hopes of 
creating opportunity for the future of the off-road industry. Thank you all for the continued support.    
 
Jason Robinett / owner 
 
 
 
 

Racing Intro 
 
The following rules and regulations are solely applicable to the America Off-Road Endurance racing events. 
This rulebook is intended as a guide for the conduct of the AOE Racing Series, and is in no way a guarantee 
against injury or death to participants, spectators, or employees. Please direct any questions to AOE Racing 
Officials. 
 
Interpretation and Application: AOE Racing Officials interpretation, clarification, or application will prevail 
upon disagreement or dispute regarding the meaning or application of the AOE Racing rules. Notwithstanding 
the foregoing or any other provision in the AOE Racing Rule Book, AOE Racing may review an interpretation, 
clarification, or application of the rules where the AOE Racing Official deems such review to be necessary. 
 
If you are reading this live on the link from our website, this is the latest version of the rules. No printed Rule 
Book will be considered official.  AOE Racing rules may be amended or changed at any time. The 
amendment/change is also effective upon the date of publication. 
 
Look for technical bulletins as this series progresses through the year. These bulletins will contain any 
changes to current rules and how they will affect 2023 racing rules. 
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America Off-Road Endurance (AOE) Rules 2022 
 
GENERAL INFORMATION 
 
1. Interpretation and Application – If there is a disagreement regarding the meaning or application of the AOE Racing 
rules, the interpretation and application by the AOE Racing Officials at the event shall prevail. This decision is final and 
non-appealable. 
 
2. Finality of Interpretation and Application – All participants, including but not necessarily limited to competitors, team 
owners, sponsors and officials, expressly agree that determinations by AOE Racing Officials as to the application and 
interpretation of the rules are non-litigable, and covenant that they will not initiate or maintain litigation of any kind 
against AOE Racing or anyone acting on its behalf with respect to such determinations. In the event that a participant 
violates this covenant and initiates litigation, it is agreed that the participant will reimburse AOE Racing for all litigation 
costs and that the right to a trial by jury will be waived. AOE Racing reserves the right to take any other action hereunder, 
including suspension, termination, or loss of any/all series points earned for violation of this covenant not to sue. 
 
3. General Agreements – By submitting an entry and/or participating in any activity related to a AOE Racing event, a 
participant agrees to the following: 

a) All rules set forth in the AOE Racing rules and its amendments are applicable and will be followed. 
b) All decisions of AOE Racing Officials are final, non-appealable, and non-litigable. 
c) All participants voluntarily assume the risk of damage to the race vehicle, the driver, pit crew, or any other 

person and have no claim for said damages against AOE Racing, track owners, Officials, agents, or employees 
of AOE Racing. 

d) Neither AOE Racing nor the track owner will be responsible for the adequacy of a participant!s race vehicle, 
equipment, or racing activity. 

e) All participants assume full responsibility for any and all injuries sustained, including death and property damage, 
anytime they are in the racing areas or to or from the racing areas. 

f) All participants understand the risk of serious injury or death, which may result from racing, and that participants 
solely assume that risk when choosing to participate in an AOE Racing event. No entrant, pit crew member or 
vehicle sponsor shall have any claim for damages, expenses, lawsuits or otherwise against the owners, 
promoters, track builders, race operators, AOE Racing officers, agents or directors arising from damage to any 
vehicle, personal injury or death, or monetary loss of any kind whatsoever. All entrants, pit crew members or 
vehicle sponsors who voluntarily participate in any racing activities conducted under these rules, waive any claim 
they may have against the owners, promoters, track builders, race operators, AOE Racing Officials, agents, 
vendors, employees, volunteers or directors. 

g) Any person who performs an act or participates in actions deemed by AOE Racing as detrimental to AOE Racing 
or to MidAmerica Outdoors facility: a disqualification and/or loss of Series points, and/or loss of finishing 
position(s) in the event, and/or suspension may be imposed. This includes postings/comments on all social 
media platforms. 

h) Force Majeure. AOE Racing & MidAmerica Outdoors assumes no responsibility whatsoever for delays, 
postponements or cancellations of all or part of an event for any reason, including inclement weather, acts of 
God, or unsafe course conditions. 

i) AOE Racing and the AOE Racing series reserves the right to refuse entry to any applicant, team, competitor, 
entrant, participant, or any other person, to any event for any reason. 

j) No participant may enter the racing areas (to include the pit area) unless he/she has personally signed all 
required entry forms, waivers, release of liability forms, and pit permits applicable to the event. 

k) Advertising and Promotion Release – Each participant, by entering an AOE Racing event, grants to AOE Racing 
and authorized agents and assigns a license to use and sub-license on an exclusive basis with regard to the 
products/services of the series sponsors, and otherwise a non-exclusive basis, his/her name, likeness and 
performance, including photographs, images and sounds of the participant and/or any of the participant!s race 
vehicles in any way, medium, or material for promoting, advertising, and publicizing any AOE Racing event or 
related telecast or programming. Each participant hereby relinquishes to AOE Racing in perpetuity all rights there 
for such purposes. 
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4. Telecast and Other Rights – Each participant, by entering an AOE Racing event, acknowledges that AOE Racing, and 
licensees and assigns, exclusively and in perpetuity own any and all rights to broadcast, transmit, film, tape, capture, 
overhear, photograph, collect, or record by any means, process, medium or device whether or not currently in existence, 
all images, sounds, and data arising from or during any AOE Racing event.  This includes the participant!s performance 
in the event, and that, except for works created pursuant to the fair use doctrine or the AOE Racing Media Access 
Policy. AOE Racing is and shall be the sole owner of any and all copyrights, intellectual property rights, and proprietary 
rights worldwide in and to these works and in to any other works, copyrightable or otherwise, created from the images, 
sounds, and data arising from or during any AOE Racing event or the participant!s performance in the event. Each 
participant agrees to take all steps reasonably necessary and all steps requested by AOE Racing, to protect, perfect or 
effectuate AOE Racing ownership or interest in these rights. Each participant agrees not to take any action, nor cause 
others to take any action, nor enter into any third-party agreement that would contravene, diminish, encroach, or infringe 
upon these AOE Racing rights. 
 
5. Substance Abuse – No AOE Racing participant (driver or crew member) may use or be under the influence of alcohol, 
drugs or any other controlled substance while competing. The Series reserves the right to require drug testing in order to 
assist its enforcement of the Series"!no alcohol and no drugs’ policy. Decision on drug testing and disciplinary action 
(which may include but is not limited to immediate ejection from an event, a fine, suspension, and/or a denial of further 
entry to any AOE Racing events) is at the sole discretion of the AOE Racing Director. 
 
 
REGISTRATION INFORMATION 
 
1. Entry Requirements – In order to compete in a AOE Racing event, a participant must complete and submit an official 
entry online for each event by the deadline specified. Pre-Registration is required for all classes. Online Registration will 
be at www.MidAmericaOutdoors.com: click on AOE or Racing tab, and then select the pre-register link. Registration will 
also be open at race location prior to the start of the drivers meeting. ALL Drivers must sign the online racing waiver, 
acknowledgement of rules, and complete W9 prior to any activity at each event. A Transponder and Race-Receiver will 
be required. MyLaps transponders will be available for sale or rent at racer registration. ALL RENTED transponders must 
be returned at the end of each main event. Failure to return a rented transponder will result in the full purchase amount 
due. If you have a MyLaps Transponder from another series that meets our current technical specs, please let 
registration know, and if possible, that transponder can be ported over and used for our scoring at no-charge. Race 
Receivers will also be available for sale at each event, or may be purchased online prior to any event. We recommend 
the Rugged Radios Nitro Bee Race-Receiver. 
 
2. Entry Approval – Acceptance of any entry is at the discretion of AOE Racing. A participant is not eligible to compete 
until registration is received and approved by AOE Racing regardless of fees submitted. 
 
3. Late Entries – In the event an entry is submitted after the specified deadline, AOE Racing may accept the late entry 
with a late registration fee. 
 
4. Refund Policy – All refunds must be requested through AOE Racing director within 7 days of the scheduled event. 
Once a vehicle enters the race course, whether in practice or competition, a refund can no longer be issued. 
  
5. Gate fee is separate from race entry and will be determined and collected by MidAmerica Outdoors. Wrist bands from 
the Main Gate must be worn at all times. Failure to have wristband will delay any Tech Inspection or entry to the track. 
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SAFETY INFORMATION 
 
1. All required equipment will be checked during tech before each race.  
 
2.  Full face helmets are mandatory. Helmets must be certified to a minimum of DOT/SNELL SAH 2015/2020. Fire 
resistant helmet skirts are recommended. 
 
3. Anchored head and neck restraints that meet SFI 38.1 specifications are required. Head and neck restraints must be 
attached to the helmet. Leatt device type helmet restraints that do not work with seat belts are not allowed. Donuts and 
neck collars are not allowed. 
 
4. Protective eyewear must be worn. Helmet goggles or visor meet this requirement. 
 
5. One-piece or 2-piece dual layer fire suits are required. The suits must cover from the neck to the ankles and to the 
wrists. All suits must have the SFI label attached and meet a minimum of SFI3.3-2A, SFI 3.3/FIA 8856-2000 or 885 6-
2018. No Single layer suits allowed. 
 
6. Drivers and co-drivers must wear SFI 3.3 gloves. Gloves may not be modified or have any holes in them.  
 
7. If at any time any AOE Racing Official notices a driver or co-driver missing a fire suit/glove or head and neck restraint, 
the driver will be black flagged from the track immediately and they will be parked until deficiency is corrected. 
 
7. Driving shoes or fire resistant leather footwear that covers foot and ankle are required. 
 
8. All driver apparel must be clean, serviceable, and free from rips or worn areas. 
 
9. Safety harness shall meet one of the following standards: 

a) FIA Standard 8853/98 or 8853/2016 and currently appear as valid on the respective current FIA technical list at 
FIA.com. 

b) SFI 16.1 Specification and display a manufacturer name appearing on the current respective list of 16.1 
manufacturers at sfifoundation.com. 

c) SFI 16.5 Specification and display a manufacturer name appearing on the current respective list of 16.5 
manufacturers at sfifoundation.com. 

d) Safety harness with FIA certification must not be used after 5 years (60 months) after the manufacture date.  
e) A quick release lap belt, not less than 3” wide, is required. A 2” belt may be used provided it is certified to specs 

above. Both ends of the lap belt must be fastened to the roll cage. Bolt in style belts must be fastened with high 
quality grade 8 or better bolts, not less than 3⁄8”. Clip in style belts must be cotter pinned or safety wired. Cam 
Lock type belts are allowed. 

 
10. Production seats with pass thrus are the only OEM seats allowed. All seats must have necessary slots to properly 
fasten driver restraint system. 
 
11. Window nets must be securely attached to the vehicle with a quick release style latch and provide 80% coverage of 
open area and be capable of keeping occupant and appendages contained in the vehicle during a roll over. 
 
12. Each car must carry a portable 2.5 lb ABC-class dry chemical fire extinguisher, easily accessible by all occupants 
inside the vehicle. An additional 5 lb (or 2-2.5 lb) or greater ABC-class dry chemical fire extinguisher must be mounted 
on the exterior of the vehicle and easily accessible. 

a) An onboard fire suppression system that uses either manual or auto activation is recommended. 
b) All bottles will be secured using a metal strap and have a fill gauge that is visible for tech. Activation post for fire 

system must be located within easy reach of driver and co-driver when seated. All such system will be installed 
and serviced in accordance with manufacturers instructions. 

c) Installed system must meet one of the following standards: SFI spec 17.1 and display a manufacturer appearing 
on the current respective list of SFI spec 17.1 manufacturers at SFIfoundation.com. 

 
13. Each vehicle is required to carry 2 warning triangles or similar break down signaling device. 
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14. A weatherproof first aid kit must be carried in each vehicle at all times, accessible for occupant without having to 
remove equipment/body panels, and must contain at least the following items: 
  2-4” Bandage Compress 
 1 Triangular Bandage 
 4 1" x 3.375" Adhesive Bandages 
 2 Pairs of Latex Gloves 
 
The following items are recommended in addition to the required items:  
 1 Eye Dressing Packet    
 1 Ace Bandage 
 1 Wire Splint (Compact)  
 1 CPR Face Mask 
 
15. All number plates must be easily visible with no obstructions by bodywork or chassis. Recommended but not 
required: AOE Racing recommends a white background with contrasting black numbers or a black background with 
white numbers.  
 
16. Numbers must be located in the following positions: 

a) Sides of vehicle: One number on each side of the vehicle on a number plate mounted high and close to the back 
of the roof, and parallel with the front to rear tire line, or a single plate mounted on center. Minimum number size: 
7” tall. 

b) Roof of vehicle: Minimum number size: 8” tall.  
c) Front: 6” tall.  
d) Rear: 6” tall. 

 
 
GENERAL VEHICLE INFORMATION  
 
SELF RECOVERY DEVICES 
 
1. Winches are required for all cars in all classes. 
 
SUSPENSION COMPONENTS 
 
1. Fasteners - It is recommended all component parts on the vehicle!s suspension system, chassis and running gear be 
secured with S.A.E. Grade 8 or better nuts and bolts. Bolts must be secured with either lock nuts, lock washers, cotter 
pins or safety wire and have at least one full thread showing through the nut. 
 
STEERING & BRAKE COMPONENTS 
 
1. All steering components must be in proper working order and good condition. Drag link and tie rod ends must be 
secured with a cotter pin in each one. AOE Racing must consider steering safe before vehicle is permitted to compete. 
 
2. Brakes must be in a safe working condition and be able to apply adequate force to safely stop the car. If brake system 
problems do occur, during the event, they must be repaired before continuing in competition. 
 
ELECTRICAL SYSTEM 
 
1. Car must have a positive action on/off switch in good working order. UTV key is allowed. In UTV classes the factory 
ignition key is allowed. The switch must be labeled #ignition” on/off and be located within reach of the driver and from 
the outside of vehicle. All electric fuel pumps with independent switches must be labeled #fuel” on/off and be within 
reach of driver and from outside of vehicle. 
 
2. Batteries must be securely mounted with metal-to-metal brackets. Flooded cell batteries are not allowed. 
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3. All cars must have a minimum of 2 red brake lights, 2 red tail lights, 1rear facing amber steady LED (minimum of 2000 
lumens) and no less than 4 LEDs.  All lights must be in operating condition at time of inspection. All rearward-facing 
lights (tail lights, brake lights, if so required, and amber light) must be in operating condition before the vehicle will be 
permitted to start the race. If during the race any REAR FACING SAFETY LIGHT is damaged or burned out, the light 
must be fixed or replaced at the next available pit before proceeding in the race. Failure to do so may result in a penalty 
at the discretion of AOE Racing. All rearward-facing lights must be protected against damage in the event of a rollover. 
Tail lights must be at least 3” in diameter, or meet AOE Racing Association approval, and must be mounted in such a 
manner as to be clearly visible from a distance to the rear of the vehicle. The amber light required must be mounted a 
minimum of 48” from the ground and must be clearly visible, with no obstructions (IE: not mounted behind any solid 
object), from any angle from the rear of the vehicle. The amber light required must be placed so that an approaching 
driver!s vision is not impaired and MUST remain on during the entire race. 
 
4. All cars must be self-starting by use of an onboard electric starter. 
 
FUEL SYSTEM 
 
1. Any of the following commercially available fuels may be used: 

a) Service station pump gasoline, including E85. 
b) Racing gasoline, as manufactured 
c) Commercial aviation gasoline 
d) Diesel fuel 
e) Propane or natural gas 
f) No alcohol or nitromethane is permitted. Commercially produced, nationally advertised, fuel additives may be 

used. 
 
2. Safety fuel cells are required for all, except UTV’s using factory cell with factory mounting. Alternative fuels (propane 
or natural gas) must use an approved fuel cell as determined by DOT standards and with the approval of AOE Racing. 
Alternative fueled vehicles may not use auxiliary fuel cells. All fuel tanks must be securely mounted. There must be a 
substantial cross member and firewall between the fuel tank and the occupants. Fuel tank must be filled from and vented 
to the outside of the vehicle. 
 
No GI-cans or fuel containers similar in construction or purpose will be permitted in or on any car during the race. Use of 
GI-cans or other fuel containers will subject entrant to a time penalty or disqualification. Safety fuel cells shall consist of 
a bladder enclosed in a smooth skinned container. The container shall be constructed of 20 ga. steel, 0.060” aluminum 
or 0.125” marlex. Magnesium is strictly prohibited. Container must be securely attached to vehicles with bolts or steel 
straps. All fittings must be built into the skin and bonded to the skin as an integral part of the tank or mechanically sealed 
by a ring and counter ring system by either flat joint or an #O” ring. Internal baffling is mandatory in all fuel cells. Bladder 
construction shall be of nylon or Dacron woven fabric impregnated and coated with a fuel resistant elastomer. Rotary 
molded polymer cells are acceptable. The physical properties minimum standards are in accordance with table below. 
            
 
 
 
 
 
 
 
These physical properties must be maintained throughout all areas of the finished bladder including seams, joints and 
fittings. 
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FUEL FILLER, VENTS & CAPS 
 
1. Fuel filler lines and positive-locking non-vented fuel filler caps must be located and secured in such a manner as to 
prevent being knocked off or open during movement, rollover or accidental impact. Design and installation must be in 
such a manner to prevent fuel escaping from pickups, lines, fillers and breather vents if vehicle is partially or totally 
inverted. Fuel breather lines must have a rollover check valve incorporated in the fuel cell. The vent line must extend to 
the highest point of the roll cage nearest the fuel cell, across the width of the vehicle, and down to below the belly pan of 
the vehicle or 3” below the fuel cell, whichever is lower. (UTV stock fuel systems meet the above requirements.) 

a) OPTIONAL PLACEMENT: The vent line may be wrapped one full loop around the outside of the fuel cell near the 
top of the fuel cell and then down below the vehicle 3” below the lowest point of the fuel cell. Where the vent line 
attaches to the fuel cell there must be a loop above the fuel cell that extends 4"es higher than the top of the fuel 
cell. The breather line must be vented outside of driver!s compartment and be directed away from the engine 
and exhaust system. All fuel fillers attached to the frame or body panel must use a flexible coupling to the tank. 
All fuel fillers must be surrounded by a boot or splashguard (body panel is acceptable as a splashguard if 
sealed). Boot or splashguard must direct fuel spillage to outside of vehicle and away from driver!s compartment, 
engine and exhaust. A fuel filler rollover-check-valve must be incorporated into all fuel cells. It is highly 
recommended that all detachable fuel filler caps have a flexible strap or chain attached between it and the frame 
of the vehicle. 

 
2. UTV/SxS: If OEM fuel tank is in the OEM location the OEM filler is required. If not, see rules above for cars. 
 
3. Fuel Injected Motors: Due to flash fires after rollovers, review the fuel rail retaining system on all motors. It’s suggested 
you also interlock your fuel pumps to disable them with the loss of oil pressure, check with your engine tuner. This is for 
your safety. 
 
4. Fuel Cell Vent Lines: These lines must be routed for the line to run to all external fuel cell locations, i.e., top – left side – 
front – right side – back – bottom. Limiting fuel spills when the race vehicle is #Parked” in a position that tips the fuel cell 
is optimal. This is in addition to the rollover flapper/check valves. 
 
ENGINE TRANSMISSIONS & DRIVELINES 
 
1. Driver may replace a complete engine during an event; however, the driver must notify a AOE Racing Official that the 
engine is being replaced. The engine may only be replaced at an official designated pit. 
 
2. Cars must be capable of being driven through all wheels. Every vehicle must have a functional reverse gear. 
 
3. Every car with a foot throttle must have two return springs, with a minimum of a 2-lb. pull, attached to the carburetor, 
except for fuel injected vehicles. Computer controlled throttles must maintain the stock system. A stop or override 
system must be used to keep linkage from passing over center and sticking in an open position. A hand throttle may be 
used if physical limitations necessitate use of such device. The hand throttle must follow the same guidelines as a foot 
throttle and must be deemed safe and approved by AOE Racing. 
 
4. Exhaust system design and installation must be installed to be directed rearward out of the body and away from the 
driver and co-driver, fuel cells and tires. It should also work to minimize the production of dust.  
 
5. Oil coolers, transmission coolers and radiators located ahead of the driver and co-driver or in the passenger 
compartment must have a shroud that will prevent liquids from blowing back or leaking onto the driver and/or co-driver 
in the event of a rupture or leakage. All hoses running through the passenger compartment must be shielded. Steel 
braided hoses do not constitute a shield. 
 
6. All cars must start race with a functional generator or alternator, fan, water pump (water-cooled vehicles) and a 
complete functional electrical system. 
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TIRES AND WHEELS 
 
1. Tire balls or liners that retain the full profile of the tire in the event of a puncture will not be allowed. Tire balls and 
liners with a functional outer diameter of no more than 27” will be allowed.  
 
HORN/SIREN 
 
1. A horn/siren is required on all cars in all classes. A hand held airhorn is not allowed. 
 
 
VEHICLE SAFETY EQUIPMENT 
 
1. AOE Racing reserves the right to not allow any safety cage design that, in the view of the tech inspector, is not fit for 
competition. You, as the competitor, are ultimately responsible for your own vehicle!s safety features with respect to the 
design, quality of execution, maintenance and repair of the roll cage structure. Note: See manufacturer’s reference 
charts for allow steel tubing equivalent strengths. No aluminum or other non-ferrous materials are permitted. 
 
2. Material - Oxy-acetylene brazing on roll cages is not allowed. All welds must be of high quality and craftsmanship with 
good penetration and with no undercutting of parent material. 
Roll cage construction material may be crew, dom, whr, wcr mild carbon steel or 4130 chromoly. Roll cage may be 
bolted into OEM clamps and OEM plates Grade 8 Bolts and red locktite is recommended. 
 
3. Cage Design - All roll cages must be designed and constructed with one front vertical hoop “A:#"Pilar, one vertical A-2 
or #B: Pilar one rear vertical hoop #C” Pilar or main hoop, two interconnecting top bars, two rear down braces, one 
diagonal brace and all necessary gussets. The two top interconnecting bars must be placed as far to the outside of the 
top part of the front and rear hoops as possible. Rear down braces and diagonal brace must angle a minimum of 30 
degrees from vertical. At the bottom of the diagonal brace there must be a cross member of the same tubing material 
and dimensions as the hoop. All roll cage components (hoops, braces, gussets, etc.) must have a minimum of 3-inch 
clearance from the component to the vehicle occupant!s helmets when occupants are seated in their normal riding 
positions. All portions of the roll bar or bracing that might come into contact with the vehicle occupant!s helmets must be 
padded. All portions of the roll bar or bracing that might come into contact with the vehicle occupant!s helmets must be 
padded. All vehicles must have at least one side bar on each side of vehicle that will protect occupants from side impact. 
The side bars must be of the same tubing material and dimensions as the rest of the roll cage. The side bars must be as 
close to parallel to the ground as possible, be located to provide maximum protection to the occupants, and be securely 
welded to the front and rear hoops. The location of the sidebars must not cause difficulty in entering or exiting the 
vehicle. Gussets constructed of 0.125-inch x 3-inch x 3-inch flat-plate or split, formed and welded corner- tubing, or 
tubing-gussets made of the same material and thickness as the roll cage may be used. Gussets must be installed at all 
major intersections, including diagonal and rear down braces, where single weld fractures can affect occupants"!safety. 

a) DVWR Under 3200 lb.- 1.5” diameter x .120” wall thickness or 1.75” diameter x .095” wall thickness 
b) DVWR 3201 lb. - 4400 lb.  - 1.75” diameter x .120” wall thickness 
c) DVWR Over 4400 lb. - 2” diameter x .120” wall thickness 

 
5. Firewalls and/or bulkheads must separate the driving compartment from any fuels, engine fluids and acids. The roof 
shall also be covered with sheet metal or sheet aluminum. If Fiberglass roof is used, sheet metal must be attached to the 
top of the cage. Minimum of 1/8" aluminum, or 1/16" steel covering all areas over occupants. The car occupants must 
be able to enter and exit, unassisted and with great ease, the driving compartment with the vehicle in any position. 
 
6. All cars with operational doors must have positive locking mechanisms and must have a permanently attached 
positive secondary latching device. 
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7. All cars must have an all-metal firewall separating the driver!s compartment from the danger of fire from the engine 
and fuel supplies. The minimum firewall must be liquid tight and extend from the driver!s shoulder height to the floor and 
from body side to body side. If rear mounted fuel cell is higher than drivers shoulder height, the firewall must extend at 
least 4"es above the top of the fuel cell. Firewalls and splash guards are required between the fuel cell and the engine. 
This firewall/splash guard must extend from edge to edge of fuel cell and extend a minimum of 4"es above the top of 
fuel cell. The hood is considered an extension of the firewall on front engine vehicles. Any hole should not have more 
than 0.0625-inch gap around the items passing through the firewall. Metallic tape must be used to seal the hole between 
the firewall and the item passing through the firewall. 
 
8. Floorboards or belly pans are required on all vehicles and must be attached by a minimum of six 0.25-inch bolts (Dzus 
fasteners are not permitted) per side if not an integral part of the body or chassis. Floorboards must cover the entire area 
from in front of the pedal assembly to behind the seats and from outside edge to outside edge on each side. 
Floorboards in the front must extend up in front of the pedal assembly. 
 
9. No hazardous front or rear bumpers, nerf bars, frame heads or other protruding objects from vehicles are permitted. 
Ends must be capped and rounded to prevent any sharp edges. Bumpers and nerf bars must be designed in a way as to 
reasonably inhibit two vehicles from becoming locked together. A safe front and rear bumper is required on all vehicles. 
Design of front and rear bumpers may be specified in some restricted classes. 
 
10. A rear facing mirror is required on all vehicles. Mirrors must have at least 6 square"es of mirror surface. Mirror must 
have a reasonably unobstructed view of area behind vehicle. 
 
11. All spare parts and extra equipment carried on a vehicle must be securely fastened to prevent movement during 
competition. All spare parts and extra equipment must be carried in such a manner as to reduce the risk of injury to the 
occupants. 
 
12. Entire car must be free of leaks and dipsticks must be the locking type (engine/transmission). 
 
 
CLASS INFORMATION 
 
STOCK CLASS 
 
1. Stock frame must be retained, complete and unmodified. No material may be removed for or re-shaped with the 
following exceptions: The rear portion of the frame and rear cross member may be removed or trimmed for the sole 
purpose of installing an aftermarket rear bumper. Frames may be reinforced by adding material. 
 
2. Stock body, complete and unmodified (full cab, including all interior and exterior sheet metal, bed, doors, hood, 
fenders, grill, etc.) are required. Holes may be cut in any part of the body for the single and exclusive purpose of allowing 
roll cage tubes and transmission/transfer case linkage to pass-through the body. Holes may be cut in the firewall, grill 
and core support exclusively for roll cage. Roll cage includes the main 6-point structure that surrounds and protects the 
vehicle!s occupants. The roll cage also includes additional tubing designed to protect the structural integrity of the 
vehicle and its occupants and must be tied to the standard 6-point occupant cage. Additional tubes are limited to no 
more than 2 connecting tubes which may be ran through the bumper, grill or firewall, respectively and must connect to 
the A Pillar, as close to the windshield frame as safely possible. Open holes must be kept to within .5"(12.5mm) of the 
diameter of any tube or linkage that passes through the body, with further restrictions related to holes in firewalls. The 
exception to this rule is the allowance for rocker panel protection limited to the area between the wheel wells. You may 
cut into the body and/or reinforce this area. You may not interfere with the mating surface of the stock door and doorsill. 
The stock doorsill must be retained and unaltered. 
 
3. Stock doors may be modified to create half-doors and/or may also be replaced with tubular doors. Doors must open 
and close, bolted on panels are not permitted. 
 
4. Stock windows are not required, but are allowed if they meet DOT regulations. Alternatives to traditional safety-glass 
may be allowed, on approval of AOE Racing Officials. 
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5. Front inner fenders must be complete and unmodified, unless specifically required by the 6 point occupants safety roll 
cage only and does not include allowances for auxiliary tubes, with the following limitations and exceptions: outer 
fenders (wheel well openings) may be trimmed for the single and exclusive purpose of allowing for tire clearance. 
Modifications to the outer fenders must preserve the look of the stock wheel wells, as originally manufactured, and must 
not be trimmed excessively (no more than a 2" gap between any part of the outer fender and the tire at full compression). 
Front outer fenders may be replaced with OEM-style aftermarket fenders (flared fiberglass fenders are permitted). Rear 
inner and outer fenders must be complete and unmodified, unless specifically required by the 6 point occupants safety 
roll cage only and does not include allowances for auxiliary tubes, with the following limitations and exceptions: outer 
fenders (wheel well openings) may be trimmed for the single and exclusive purpose of allowing for tire clearance. 
Modifications to the outer fenders must preserve the look of the stock wheel wells, as originally manufactured, and must 
not be trimmed excessively (no more than a 2” gap between any part of the outer fender and the tire at full compression). 
 
6. Extensive damage to any portion of the frame or body (prior to race start) may be considered illegal modifications, and 
repairs may be required at the sole discretion of the AOE Racing Official. 
 
7. Stock body mounts may be modified or eliminated, with the following limitations and exceptions: The relationship of 
the body to the frame must remain within 1" of stock configuration, as originally manufactured. Stock body mounts shall 
not be modified or eliminated for any reason other than to allow any part of the roll cage to pass through the body in 
order to be securely attached to the chassis. 
 
8. Factory headlights are required and must be functional. 
 
9. Factory bumpers are not required and can be modified or eliminated. 
 
10. Stock engine must be retained, but may be replaced with any available in same make/model/year. All modifications 
are permitted, with the following exceptions: Stock engine-block must be retained, as originally manufactured (boring, 
stroking and other internal engine modifications are all permitted). Forced-induction of all types is not permitted, unless 
factory-equipped. If equipped with a water-cooled engine, the radiator size and type is free but must remain within 6" of 
the original location, as originally manufactured. The heater core may be deleted or relocated, if relocated it must utilize 
OEM inlet and outlets. 
 
11. Stock transmission must be retained, but may be replaced with any available in same make/model/year. All 
modifications are permitted, with the following exceptions: Stock transmission case/s must be retained, as originally 
manufactured. Auxiliary transmissions (e. g. secondary transmissions, under/over- drives, etc.) are not permitted. 
 
12. All transfer-cases, driveshafts and axle assemblies are permitted, if they meet all the additional rules and regulations 
specified. 
 
13. Steering components may be modified or eliminated and steering components/linkage may be installed in any 
location and orientation, with the following exceptions: All vehicles must keep some type of mechanical steering linkage 
(e. g. 'full-hydro' steering is not permitted, unless factory-equipped), and said linkage must be capable of controlling the 
direction of the steering wheels/tires without the benefit of any additional power-steering aids. The steering box (or rack, 
if so-equipped) must remain within 4” of the stock location. No part of the steering linkage shall be designed to be 
partially/substantially parallel to the frame rails or any part of the suspension linkage, with the exception of the drag-link 
and track-bar. Rear-steer is not permitted. 
 
14. Wheelbase must remain within 3" of stock, as originally manufactured. 
 
15. Suspension configuration must remain stock. Leaf springs must remain leaf springs, coil springs must remain as coil 
springs, torsion-bars must remain as torsion-bars, etc. This includes suspension and axle type, such that solid axle to 
remain a solid axle, TTB to remain TTB, A-Arm to remain A-Arm, etc. This includes strut, swing axle, sliding pillar, multi-
lock, semi-trailing arm, and swing arms. 
 
16. Leaf springs may be replaced with any leaf springs and may be installed in any location and orientation, with the 
following limitations and exceptions: Leaf springs must be connected directly to the axle assembly, unless otherwise 
factory-equipped. Links/linkage may be installed, but the leaf springs must be capable of locating the axle assembly 
relative to the chassis in any direction without the use of any such links/linkage. Quarter-elliptical springs, transverse leaf 
springs, and the use of double-shackles are not permitted, unless factory-equipped. 
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17. Coil-springs and related suspension linkage may be modified or eliminated and replaced with any coil-springs and 
linkage, and may be installed in any location and orientation, with the following limitations and exceptions: Coil- springs 
must be connected directly to the axle assembly and chassis and shall not be mounted in any way so as to yield any 
type of mechanical advantage, unless factory-equipped. Coil- springs shall not be replaced with any type of coil-over 
shocks, unless factory- equipped (if so-equipped, factory coil-over shocks may be replaced with aftermarket coil-over 
shocks). 
 
18. Secondary suspension is not permitted, unless factory-equipped (secondary suspension is considered to be any 
means or method of supporting any portion of a vehicle's weight and/or affecting the primary spring-rate at any time). 
Springs of all types and airbags, are not permitted. 
 
19. Air/nitrogen-charged hydraulic bump stops, compressible bump stops made of rubber, foam, or other similar 
materials are permitted, with the following exceptions: Bump stops shall not have any action whatsoever on any aspect 
of a vehicle's performance outside of the last 2" of vertical wheel-travel (on compression). 
 
20. Shock absorbers of any make/model/type are permitted and may be installed in any location and orientation, with 
the following exceptions: 

a) Only one shock absorber is permitted per wheel/tire (not including spare tires). Cars originally equipped with 
multiple shocks per wheel may run the same number of shocks as originally supplied by the manufacturer in the 
same locations. It will be up to competitor to verify OEM fitment of multiple shocks on their vehicle. Shock 
absorbers shall not be larger than 2.65" in diameter (outer diameter of shock-body) and shall not be capable of 
any more than 14" stroke. 

b) Position-sensitive shocks (including bypass shocks of all types) are not permitted. 
c) Shock absorbers must be connected directly to the axle assembly and chassis and shall not be mounted in any 

way so as to yield any type of mechanical advantage, unless factory-equipped (mounting shock absorbers off-
vertical is permitted and shall not be considered a mechanical advantage). 

 
21. Manual suspension controls (e.g. forced hydraulics) are not permitted. 
 
22. Tires with special construction, compounds, etc. created for the sole purpose of competition will not be allowed. 
Tires must be DOT-approved, with a maximum outside diameter of 35" (or equivalent), as specified on the tire!s sidewall 
by the original manufacturer, unless otherwise stated in supplementary regulations covering special events 
 
 
MODIFIED CLASS 
 
1. A frame is considered the primary frame rails used to mount the body and drive train. It travels from the rearmost area 
of the occupant seats to the OEM motor mount. Seats must be forward facing and usable according to all safety 
requirements. The rest of the frame must remain in tack with the possible exception made for suspension mounting. The 
stock frame should be retained, however aftermarket and custom frames are allowed. Aftermarket/custom frames must 
have minimum dimensions of 1.5” x 3” x 0.120”. The frame rails must remain within 4” of vertical alignment in relation to 
each other for the entire length of the frame. At static ride height the bottom of the frame rails should no higher than the 
top of the tire. The frame rails should be no closer than 16”, measured horizontally. 
 
2. The exterior of the cab, bed, doors, hood, front/rear fenders, grill, are considered part of the Body. The body shall be 
complete and resemble an OEM production vehicle with few exceptions. Performance and/or clearance modifications 
are permitted but must maintain the look of the stock body. In this class, a Production Vehicle is defined as any vehicle 
with minimum of 250 chassis/body combinations sold. 
 
3. All engines are permitted, with the following limitations and exceptions:  

a) Radiator mounting open 
b) Back of the engine-block must be located in front of the furthest-forward portion of the driver's seat, unless 

otherwise-equipped, as originally manufactured in a 4WD configuration. 
 
4. All transmissions, transfer-cases, driveshafts, and axle assemblies suspension components/configurations are 
permitted, if they meet the additional rules and regulations. 
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5.  All cars must retain some type of mechanical steering linkage (e. g. 'full-hydro' steering is not permitted, unless 
factory-equipped matching frame), and said linkage must be capable of controlling the direction of the steering 
wheels/tires without the benefit of any additional power-steering aids. Rear- steer is not permitted. 
 
6. Independent Suspensions are not allowed with the following exception: 

a) Independent Suspended cars must use OEM Factory Body and OEM Factory Frame Style for that make/model 
year and the vehicle must have been Independent for that make/model year. 

b) Frame requirements will exceed class rules to include suspension mounting points for the independent portion 
of the suspension, including shocks, struts, coil over, and/or coil spring mounting location.  

 
7. Any make/model/type shock absorbers are permitted and may be installed in any location and orientation, with these 
exceptions: 

a) Shall not be larger than 2.65" diameter (outer diameter of shock-body) and not capable of any more than 14" 
stroke. 

b) Only two shock absorbers are permitted per wheel/tire  
c) Manual suspension controls (e.g. forced hydraulics) are not allowed.  
d) Must be connected directly to the axle assembly and chassis and shall not be mounted in any way so as to yield 

any type of mechanical advantage, unless factory-equipped (mounting shock absorbers off-vertical is permitted 
and shall not be considered a mechanical advantage), or equipped with any type of independent suspension 
(and then shock absorbers may only be mounted to as to yield a mechanical advantage at the wheels/tires that 
are independently suspended). 

 
8. Tires with special construction, compounds, etc. created for the sole purpose of competition are not be allowed. Tires 
must be DOT-approved, with a maximum outside diameter of 37”, as specified on the tire!s sidewall by the original 
manufacturer. 
 
 
LIMITED CLASS 
 
1. Engine may be front or rear mounted. 
 
2. There must be 2 seats side by side and in a functional position. 
 
3. Only one single shock per corner is allowed. Any coil carrier apparatus are considered shocks. 
 
4. No TTB or IFS axles of any kind allowed, axles must be solid type. 
 
5. Tires with special construction, compounds, etc. created for the sole purpose of competition are not be allowed. Tires 
must be DOT-approved, with a maximum outside diameter of 37”, as specified on the tire!s sidewall by the original 
manufacturer. 
 
 
UNLIMITED CLASS 
 
1. All engines types, transfer-cases, driveshafts, suspension components and configurations, shock absorbers are 
permitted, if they meet the additional rules and regulations, as specified. 
 
2. Manual suspension controls are permitted. 
 
3. All axle assemblies, steering components/configurations and tires are permitted, if they meet the additional rules and 
regulations, as specified. 
 
4. No UTV chassis, drive line or power plant are allowed.  
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UTV CLASS  
 
1. A UTV is defined as a standard production based side by side style vehicle, single seats included. 1000 CC or less 
motor with powersports based drivetrain.  
 
2. A mechanical secondary door latch is required, if doors open. Zip ties, velcro, tape, are not allowed as replacement. 
 
3. Six point cage with direct connections to the sub chassis at all six points is required. 
 
4. Safety harnesses are required as specified in safety specs. 
 
5. Seats must have slots for harnesses and have adequate headrest contact when wearing a helmet. Seats intended for 
racing are highly recommended. 
 
6. Window nets are required. 
 
7. Factory plastic fuel cells allowed if used in factory mounting position 
 
8. All seats must be attached by metal components. NO plastic components are allowed. The factory latch may be 
retained. 
 
9. Engines must be 1000cc or less powersports configuration. Over boring of motor is permitted. 
 
10. There will be 3 UTV classes in the 2022 AOE series: Amateur, Pro, and Vet 40+. 

a. Amateur is for drivers who identify as a beginner/novice level. 
b. The Pro class is for Professional level drivers only. Once a driver enters into the Pro class there is no option to 

move back down to the Amateur class without permission from the Race Director. All Pro racers will be 
reviewed by the Race Director to determine eligibility for Pro class. 

c. Vet 40+ class is for 40+ year old Amateur level drivers only. 
d. Competitors (drivers and passengers) must be at least 18 years of age at the time of the event. Competitors 

17 and under are only allowed if parent or guardian is present at the event to sign a liability waiver. Riders in 
this age category may be required to present their birth certificate and have a parent or guardian present (with 
photo ID). 

 
COMPETITION RULES 
 
1. A competitor may receive a penalty for any of the following listed below: 

a. Intentional contact on the approach to a jump that results in a car leaving the jump in an unsafe manner. 
b. Heavy contact. 
c. Light contact that is maintained: both parties must try to detach or break contact immediately. 
d. When one car forces another car outside, or off the competitive racing surface. 
e. If a car makes more than one consecutive defensive move. 
f. Driving through another car. 
g. Not reducing speed when a spin, crash or other incident is happening in front of your car. 
h. Not reducing speed when not on the racing surface. 
i. If there is intentional contact made at any time other than under green flag (racing) conditions. 
j. If more than one warning for the same offense is given during the same race to the same car. 
k. Cutting the course/short coursing is not permitted and shall result in a DNF at the point where the 

course was deviated. Infractions can be corrected without penalty by safely returning to the start point of 
the deviation and continuing the marked course. Correction must be done before the completion of the 
current lap or crossing finish line, whichever comes first. 

l. Not holding your line. 
m. Aggressive Driving. 
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2. Reckless driving in any such manner will not be tolerated and may result in disqualification. This includes deliberate 
ramming, blocking, or intentional contact with another team or competitor. When one car forces another car outside, or 
off the competitive racing surface, will be considered Aggressive Driving. If a car makes more than one Aggressive 
Driving move, that driver may be penalized or disqualified for that event. 
 
3. If a car makes heavy contact or fails to leave room on the competitive racing surface while making an aggressive 
driving move, a black flag (penalty) is given, that car will be scored in last position of the last lap that it completes. If the 
penalized contact or act results in another car losing positions or not finishing the race, an additional penalty will also be 
extended to one or more of the following, a points loss, fine, and or next race starting position penalty. 
 
4. All competitors are responsible for their actions as well as the actions of their entire race team/pit crew. 
 
5. The posted Speed Limit within any area except the actual racecourse is 5 mph. 
 
6. If a competitor leaves the racecourse for any reason, they must re-enter where the car left the course slowly and 
safely, in order to continue the race. 
 
7. While we strive to create a great spectator experience, the racecourse is closed to spectators, pit crew, 
photographers (without credentials) or anyone trying to enter the course that is not a competitor. There will be plenty of 
spectator viewing areas that overlook the entire track. 
 
8. Internal Radio communication is permitted between drivers/passengers in the same car and their respective pit 
crews/spotter. 
 
9. Driver Medical Attention – if a competitor requires medical attention, by track or other medical teams, the medical 
technician must release the competitor before he/she may return to competition. Failure to comply with advice of the 
medical technician will result in disqualification from competition for the remainder of the event. If a driver loses 
consciousness at any time during an event, the driver cannot compete and must be cleared by a doctor before returning 
to competition. 
 
10. Unsportsmanlike Conduct – Any competitor found by AOE Racing Officials to be engaging in unsportsmanlike 
behavior or any inappropriate behavior that affects the orderly conduct of an event, the interests of off-road racing, or 
AOE Racing will receive a penalty. This includes any aggressive action toward an AOE Racing official by competitor 
including arguing, yelling or raising your voice when talking to an official, or touching the official in any physical way. 
Drivers are solely responsible for the actions of all team members at all times and in the event that a team member 
shows Unsportsmanlike Conduct, AOE Racing officials may penalize the driver for the actions of the team member in 
addition to any penalty to the team member for his/her actions. 
 
11. Repeat offenses – any participant found by AOE Racing Officials to be engaged in any repeat offense of any 
technical violation or any other action that causes the AOE Racing Officials to impose any penalty to the driver or team 
will see the penalty more than double on the second offense for the same action or violation. In the event that any 
participant is found repeating any offense for a third time the participant may be removed from the event and put on 
suspension solely at the discretion of the AOE Racing Director. This is including negative comments or posts on any/all 
social media platforms such as Facebook/Instagram. 
 
12. Physical Altercations – Any competitor or team member involved in a personal confrontation where one person 
touches another with intent of physical harm to the other may be placed on indefinite probation and the Series may 
impose additional disciplinary sanctions given the severity of the offense. 
 
13. Vehicular Acts of Aggression - In the event that AOE Racing Officials deem that a driver committed premeditated 
intentional acts of aggression with their car toward another driver!s car at any time during the event will be placed on 
indefinite probation and will receive a disqualification from that event. Any driver that is involved in a subsequent offense 
of premeditated acts of aggression with their car toward another driver!s car will be subject to review by the executive 
management of AOE Racing and may carry further extreme penalty which can include suspension and or permanent 
suspension and expulsion from the series. Any driver using their car and attempting to cause another driver bodily harm 
or cause substantial equipment damage will be disqualified and removed from the property immediately for the 
remainder of the event and will be subject to further penalties, fines, and AOE Racing will exercise the right to allow the 
local authorities to deal with the situation within all limits of the law. 
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14. General Scope of Penalties – Penalties for violation of AOE Racing rules are determined by the severity of the 
violations and the effect on fairness of competition, the orderly conduct of the event, and the interests of off- road racing 
and AOE Racing. Penalties may include, but are not limited to: disqualification, probation, fines, or loss of series points. 
 
15. ROLL OVER PROCEDURE/ RECOVER AND ASSIST/ Caution Zone: If a car is flipped over, it is at the discretion of 
the driver to remove his or herself from the vehicle and assist the AOE Racing Official in rolling the vehicle over. If a 
driver does not exit the car there will not be a penalty assessed. Any variance to this will be discussed at the drivers 
meeting. 
 
16. During any process where AOE Racing staff are on the race course to recover or assist another car, the 100 feet 
before and 50 feet after are considered a safe zone (Please refer to Yellow Flag Caution). 
 
17. The max speed in the caution area is 25mph. Drivers cannot gain on or improve position on other racers in this area. 
Any violation of this safety zone will mean automatic penalty and or disqualification of the racer. 
 
18. If car needs to be towed, it is the driver!s responsibility to make sure tow hook is in place and in working condition. 
During a tow or assistance, AOE Racing staff is not responsible for any damage to the car. If you are towed off the track, 
your race is finished and you are unable to return to the race course. 
 
19. Driver may refuse AOE Racing staff assistance in towing or flipping vehicle if car if located safely off the racecourse 
and is not in the way to affect current race. If driver refuses assistance, you must exit the car and track in a safe manner 
and leave car until the event is finished. 
 
 
QUALIFYING FOR LEGENDS OF THE FALL 
 
We are excited to present the qualifying factors for the ultimate off-road event, Legends of the Fall, to be held in 
November 2022. 
 
1. Place top 3 in any individual MAO Racing or AOE race, or other MAO-sponsored race in 2022. 
2. Race 5 of the 6 total AOE events in 2022. 
3. Race 7 of the 8 total MAO Racing SXS Championship Series events. 
4. Special Invite - rights reversed by Jason Robinett. 
5. An official Ambassador to MAO. 
 

FREQUENTLY ASKED QUESTIONS 
1. What are you looking for, specifically, on my car at tech inspection? 

Necessary – Full coverage doors, (2) fire extinguisher, first aid kit, window nets, 5 point harness, Tail and 
brake lights, helmet and fire suit, horn/siren. 
Highly Recommended – GPS, two way VHF radio 
 

2. How is timing scored for AOE races? 
All timing for all races will be handled electronically. All teams are required to rent or purchase a remote 
transponder. More details about this can be found in the Registration Information section of this rules 
document. 

 
3. Will I be racing my car at the same time as the trucks and buggies?  

NO 
 
4. Do I get to pre-run?   

Yes/No It really depends on the facility and allowed timing schedule.  
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5. Do I need GPS to race?  
No, but it is highly recommended to have a GPS with the racecourse uploaded on it. 

 
6. How important is it to use a GPS during the race?   

For those accustomed to using them, they are extremely helpful for avoiding dangerous spots and allowing 
higher speeds with less worry through other sections. 

 
7. What is a course map file?  

It is a computer file that can be shared and uploaded into a Lowrance or LeadNav device. Google Earth files 
are also made available for those wanting to view the course on a computer or other device. 

 
8. What GPS do you recommend?   

LeadNav seems to be a little more user-friendly but Lowrance has been used almost since the beginning 
days of off-road racing. 

 
9. Do all the car!s start the race at one time?  

Yes/No - Lining up and starting all at the same time is known as a shotgun start. Endurance races are all 
finalized on adjusted overall time. So even though all SXS!s will be on track at that same time, you may be 
scored in a different class.  

 
10. What kind of helmet do I need?  

Helmets must be approved by one of the following with the appropriate approval decal attached; Snell 
SA2015/2020. Straps must have D-ring fasteners only. No snaps or Velcro will be permitted. The interior and 
exterior areas of the helmet must be free of defects (i.e., the padding must be in good condition and the 
exterior of the helmet must not be damaged. SA2010 and older helmets are not permitted. 

 
 
11. Do I need a fire suit/race suit to race?   

Yes 
 
12. Can I race my car with a stock cage?  

For 2022, the only class that allows a stock cage is the Amateur & Vet Classes. ALL other classes require an 
aftermarket cage. 

 
13. Can the doors on my car open and shut?  

They can, but they must have a secondary way of latching the door in addition to the factory latch. This can 
be accomplished with bolts, pins or cables or other devices that must be approved by tech inspectors. Zip 
ties, duct tape, or string do not constitute a secondary latch. 

 
14. Do I need a 4wheel drive to get my trailer to the pit area?  

Not on most days, but it is helpful at times. 
 
15. What is a fuel mat? Do I need one?  

A fuel mat is made of a non-porous material that is laid down in the fueling/pit area so the race car can drive 
on top of it. Its purpose is to catch any fuel that may be spilled during the re-fueling process so it does not 
soak into the ground. While a mat under the car can serve other useful purposes, for now, they are not 
required, just highly recommended. 

 
 
 
 
 



Page 17 of 18 

16. What happens if I break down or crash during the race? Will I be stranded? What if I need emergency 
help?  
AOE will be using tracking devices, and your vehicle!s location can be monitored by GPS and will have an 
emergency button that will notify race ops of your situation. For backup, you should carry your cell phone 
and have a VHF radio. Having a GPS with the racecourse map on it allows you to tell race ops or anyone 
else, where you are. 

 
17. Is there a concession stand/food vendor at the racecourse?  

At the MAO events, YES.  
 
18. Are there restrooms at the racecourse?  

Yes, porta-potties. 
 
19. Are there RV hook-ups at the racecourse?  

At the MAO events, YES. 
 
20. Is it safe to leave my trailer unattended at the racecourse overnight?   

Typically, yes. There are nearly always other race teams spending the night as well as AOE officials. But, 
AOE is not responsible for your things. So, be sure to ask others to help keep an eye out if you will be gone 
overnight. 

 
21. Are the races from point to point or do you run laps?  

Typically, laps. but AOE reserves the right to at some point in the future put on a point-to-point race. 
 
22. How many miles is one lap?   

It varies from race to race and can be anywhere from 20 to 50. The total miles, the miles per lap and the 
number of laps will be published well in advance of the race. 

 
23. Do I need a pit crew?   

You will need someone to help fuel the car as most cars will not be able to finish a race on one tank.  
 
 
 
 

If you need further information, please email our Race Director: 
 

JtTaylor@midamericaoutdoors.com JT Taylor – America Offroad Endurance 
 

If you aren’t happy, don’t just sit there and suffer. 
Ask an AOE Racing Official to discuss it! 
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