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- Please read the product specification carefully first to confirm 
that the working environment is in line with the condition on the 
specification before it is used. 

- Please confirm the input voltage and frequency before use. 

- The light must be installed by professional personnel 

- If the power cord and case of the products are damaged, it will 
be regarded as disqualified product and should not be used. 

- If the external soft cable or wire of the product is damaged, the 
wire should be replaced by the manufacturer or service agent or, 
personnel with similar qualifications to avoid danger.

- This luminaire is designed to operate in ambient temperatures ranging 
from -10°F to 125°F and to be horizontally mounted facing down.

- This product must be installed in accordance with the applicable 
installation code by a person familiar with the construction and operation 
of the product and the hazards involved.

- This product is not available for several special environments, such 
as places with corrosive gas liquids or high pressure water vapor. 

- CONSULT A QUALIFIED ELECTRICIAN TO ENSURE THE CORRECT 
BRANCH CIRCUIT CONDUCTOR

- CAUTION - RISK OF FIRE

Please read all the instructions before attempting installation

- Installation Guide

Embedded installation:
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1. Open the power cover.

3. Put the power cord through the hole on the side, then connect 
the power cord and pressed with a Line pressing sheets.

2.  Pry open the hole on the side of power supply box.
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Embedded installation:

4. Fix the Power box with screws. Mount the lamp to ceiling, 
as indicated by directional arrow.

5. Adjust the lamp to make it flat on the framework
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Fixed Installation:

1. Open the screws on the back.

5.  Fix a Plastic expansion to the wall, spacing to the panel hanging bracket as a reference.

6.  Fix the sling to the ceiling with a self-tapping screws

7.  Adjust the sling make the panel parallel to the ceiling.

2. Mount Hanging bracket.
3. Mount Hanging bracket
symmetrically on four sides. 4. Installation sling.
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Safety Note:

1. Please do not connect the lamp to the mains voltage until installation is completed.

2. Pay attention to the direction of the terminals.

3. If the external flex cable or cord is damaged, it may only be replaced by the manufacturer or
an certified service agent or a similarly qualified technician in order to avoid potential hazards.

4. The light source of this luminaire is not replaceable, when the light source reaches its end of
life the whole luminaire shall be replaced.

5. The light is indoor used only.
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