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— The installation of this lamp must be carried out by a professional electrician. If not installed properly, a dangerous accident may occur.

— Please cut off the power supply if any abnormal situation occurs. This will prevent a possible electrical fault from spreading.

— To maintain optimal lighting, Please clean the high bay’s glass light regularly with a dry cloth. Do not use water or abrasive solutions. 

— Please, make sure to clean the high bay light shell termly to keep the heat dissipation system working optimally. 

— For the installation of this lamp, please take into account that it is necessary to have grounding. 

— High voltage shock hazard inside the lamp. Please do not remove the lamp in case of electric shock. Ask for professional assistance. 

— Glass accessory included. Please take care of it when using and storage, and avoid high pressure.

Please read all the instructions and warnings before attempting installation

Wiring Connection

Ring Type Installation Hook Type Installation

1. Lock the ring

3. Hang up the light

Screw
Hole

Screw2. Tighten the screw
(Omit if there’s no screw hole)

1. Lock the ring

3. Hang up the light

4.  Lock the screw
Screw

Screw2. Tighten the screw
(Omit if there’s no screw hole)

Screw
Hole

Turn off the power, connect AC wire. Black wire to L, white wire to N,

green wire to GND. Dimmer connection (with dimmable driver.)

1. Compatible with 1-10V dimming.

2. Connect wires as shown. Purple wire is D+, gray wire is D-, cap pink wire.

AC IN

Purple (DIM+)

Pink (DIM+)

Pink

Pink

Purple

1-10V Dimming

Driver
DC 1-10V(-)

DC 1-10V(+)

Green

White

Black

GND
N
L
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Adjust CCT and Watts Sensor Installation

1. Use a screwdriver to 
remove the fixing screws, 
as shown in figure 1.

1. Use a screwdriver to 
remove the plug screw,
as shown in figure 1

2. Remove the fixing 
screws and cover plate, as 
shown in figure 2.

2. Remove the plug screw, 
as shown in figure 2.

3. Flip the color 
temperature switch to the 
desired color temperature. 
Flip the power switch to 
the desired wattage, as 
shown in figure 3.

3. Screw the sensor
into the base, as shown
in figure 3.

4. Restore the installation 
in the order of steps 3-2-1, 
as shown in figure 4.

4. Sensor installation 
complete.
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