
IMPORTANT:  When you are holding your roll 
of Greenhouse Poly, your hands are touching 
the Anti-Fog side that should face inside the 
greenhouse. Use marker pen to ID that side. 

  1)  Store the film in a shady area, on a flat surface, 
balanced and covered.  It is recommended to keep a 
sample piece of film with manufacturer’s identifica-
tion for future reference. 

  7)  Both surfaces of poly should be as smooth as 
possible to enable better water “sheeting.” 

  8)  Do not stretch film on hot days as it will con-
tract when cool and may weaken. 

  9)  Installation of the roof and sidewalls should be 
done at the same time. 

10)  Use outside air to inflate double poly layers as 
it is less humid and less likely to contain chemicals. 

11)  Avoid direct spraying of any chemical on film  
surface. 

12)  Use only repair tape recommended for poly 
film. 

13)  Shade screen should not rest directly on the 
poly, as heat buildup can weaken the poly film. 

14)  When necessary, the poly cover should be 
stretched smooth between seasons, and especially 
after strong winds. 

15)  In summer, it is possible to whitewash the roof 
to reduce heat intensity.  This should be done only 
with recommended materials for polyethylene films.  
It is not recommended to whitewash films immedi-
ately after installation.  Using adhesive materials 
makes cleaning the films more difficult. 

16)  Sulfur and insecticides containing sulfur or 
halogens cause damage and erosion to polyethylene 
films.  When using an insecticide spray gun, do not 
wet the film (especially when spraying tall or trailed 
crops). 

CHEMICALS HARMFUL TO GREENHOUSE POLY COVER:   
Banrol, Chloropiorin, Chlorine gas, Chlorpyrifos, Dithiocarbamates, 
Fluvalinate, Vinclozolin, Chlorothalonil, Captan, Mancozeb, Chlo-
rine Bleach, Formethanate Hydrochloride, Bromoxynil, Iprodione, 
Silver Thiosulfate, Methomyl, Metham Sodium, Dienochlor, PNCB, 
Diazinon Copper Sulfate, Hypchiorsites. 

I N S T A L L A T I O N  G U I D E L I N E S  

Charley’s GREENHOUSE & GARDEN 
17979 State Route 536, Mount Vernon, WA 98273-3269 

800-322-4707 
charleysgreenhouse.com 
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  2)  Before installing 
the film, paint all 
metal, PVC and wood 
surfaces that will 
touch the poly with  
latex paint.  Never use 
oil-based paint. 

  3)  Avoid film direct  
contact with any PVC 
plastic or vinyl.  Paint 
PVC pipe or install 
foam tape as a buffer 
between pipe and poly 
film. 

  4)  When installing  
Greenhouse Poly, 
there is an inside and 
outside to the film.   
If the film is wrong side 
out and the anti-fog 
properties will not per-
form properly. (See 
“important” note above.) 

  5)  The film should be 
installed during early 
morning hours (cold, 
without wind), and 
pulled evenly down the 
length. 

  6)  Re-stretching is 
done after the film gets 
warmer. 
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