
INSTALLATION INSTRUCTIONS

FILTER 3 IN 1 - REF. 409859

For AIR PURIFIER
Ref. : 409858 – Type: YAD-2401

1. FILTER REPLACEMENT

WARNING :
ONLY REPLACE THE FILTER WHEN THE AIR QUALITY LIGHT FLASHES.
If you replace the filter before the flashing, the maintenance program will not be reset 
but will continue to count down the life of the previous filters. As a result, the air 
quality indicator will flash much too soon, which can cause the device to lock up while 
the filter is still performing.

WARNING:BE CAREFUL THAT EACH FILTER IS INSERTED IN THE CORRECT POSITION.

1. Gently pull the upper part of the front cover towards 
you before undoing the hooks at the bottom of the 
device panel

2. Remove the pre-filter by gripping it with two knuckles and 
then pulling it towards you

Warning : if the pre-filter is very dirty, use a soft 
brush to remove dust when it is dry. You can also 
remove the dust using a vacuum cleaner. It can 
also be washed under the tap, but dry the pre-
filter and make sure it is completely dry before 
refitting.
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3. Remove the 3-in-1 filter by pulling the plastic hook and 
then stretching all the filter packaging.

4. Reposition the 3-in-1 filter in the device

Warning : Make sure the side with the tab is pointing 
towards you.

5. Reposition the pre-filter in the unit making sure it is 
completely dry.

Warning : Make sure the side with the tab is pointing 
towards you.

6. To replace the front cover, insert the bottom hooks 
into the bottom of the device. Next, press the 
front panel against the body of the device.

Note : The device will not work until the front 
panel is in the correct position.

2. RESET THE DEVICE
1. After replacing the filter, plug the unit back in and turn it on.

The power button should beep when the unit goes into sleep mode.
2. Press the "RESET" button on the remote control for 3 seconds. When a beep sounds, the 

reset is complete. The air quality indicator will activate, confirming that the reset was 
successful.

WARNING:You can also use the RESET button located under the 
hatch on the side of the unit, near the air quality sensor inlet to 
reset the filter maintenance program and restart it at any time.

Do not press the RESET buttons on the remote control or the 
device until the filter replacement light is flashing.
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