
INSTALLATION INSTRUCTIONS 910RC & 911RC
Effective date: February 1, 2023 
Supercedes: All Previous

910RC & 911RC BALL CATCH WITH ROUND CORNERS

NOT TO SCALE

#910RC (Designed for cabinet doors)
1.  Mortise edge of door and center strike on door edge. Mount to door edge with #6 screws.
2.  Find corresponding center for latch on frame and drill Ø 3/4" hole x 1 3/8" dp. Mortise frame and mount  

with #6 screws.
#911RC (Designed for 1 3/8" doors)
1.  Find center of door width and drill Ø 3/4" hole x 1 3/8" dp.  

Mortise edge of door and install with #6 screws.
2.  Measure 11/16" from edge of frame to locate strike screw mounting. Mortise frame and mount with #6 screws.
* If used on 1 3/4" door do not center roller on door. The roller needs to be 11/16" from the edge of the door  
engaging with the strike to the centerline of the prep to line up and engage the strike.
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NOTE: Rockwood reserves the right to make product changes and is not responsible for obsolete template errors.  
To ensure your template is current please visit our website at www.rockwoodmfg.com or call us at 800 458 2424.
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ROLLER STRIKE

#910RC = 1 1/16"
#911RC = 1 3/8"

1 1/2"

R 1/4"

R 1/4"

1 1/2"

3/4" Ø

.050"

.050"

#6 #6 #910 RC= 1/2"
#911RC = 9/16"

#910RC = 7/16"
#911RC = 3/4"

1"

2 1/8"

2 1/8"

A

1 9/32"

Ø 1/2"

 Fasteners Included:  
4 ea. #6 x 3/4" Flat Head Sheet Metal Screws

Wood Door/Wood Frame Prep Only


