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3. 4.

Pull the boards out of the shipping tube or
box and lay flat for 24hrs. This will make the
installation easier if the pieces are flat. 

As the old saying goes practice makes perfect.
Take your boards and see where you want 
them to be applied. This will give you an idea
of how it will look once installed. 

Take a section of the boards and align
it to the bottom of the baseboard. 
Once aligned tape each side of the 
decal to the wall in the middle.

Clean the walls prior to applying the decals. 
Be sure the walls are dry prior to installation.

5. 6.Then Peel back the vinyl off the backing 
paper close to the middle of the tape. 
Then cut the backing off. 

Now take a credit card or plastic card
and apply the decal like a Zamboni to 
the top. 

7. 8.Now you can apply the bottom half of 
the decal. Peel back the backing and
it’ll come off as a separate piece. No 
scissors required. 

Then repeat step number 6.

Installation Instructions

Installation Tools: Scissors, Masking Tape, Credit/Plastic Card, Exacto Knife

Note: If applying the decals over an electrical outlet first turn the OFF THE POWER to those outlets then proceed 
to install the board and glass decals. Be sure to remove all outlet faceplate's prior to installing. Then use an exacto 
knife to cut the decal around the outlet. You don’t need to cut much as you want the outlet faceplate to cover the 
cut area of the decal. This way it looks like your ready to get promoted to the big leagues. 

9. 10.When applying the next board you want to 
overlap it a 1/4” to the board you just 
installed. When installing the glass you 
always want to start on the far right of the
room and work your way left.  

Once aligned repeat steps 5 to 8.


