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•  Easily removes damaged or rounded nuts & bolts with no hammering.  
 Simply place the socket on fastener and turn. 

•  Removes Slotted and Phillips head screws too tight for a screwdriver.  
 Even screws, nuts and bolts, with very thin, rounded or tapered heads  
 can be removed.

• Tool design works to improve socket grip as more torque is applied.

• Can be used with or without impact guns.

• Can be utilized with a variety of power tools.

• Made in the USA and comes with a lifetime warranty. 

TurboSockets®

L-2201

TurboSocket® is a registered trademark of Hudson Bearings, LLC.

TurboSocket® Set 1/4" Drive – Standard
16pc Set  |  SKU: 756

TurboSocket® Wheel Removal Kit 1/2" Drive  
2pc Set  |  SKU: 920

TurboSocket® Set 1/2" Drive – Standard 
5pc Set  |  SKU: 875

TurboSocket® Set 3/8" Drive – Standard 
13pc Set  |  SKU: 803

TurboSocket® Set 3/8" Drive – Deep  
13pc Set  |  SKU: 833

SIZE SKU
6mm 760
6.25mm-1/4" 762
6.5mm 765
6.75mm 767
7mm 770
7.25mm-9/32" 772
7.5mm 775S
7.75mm 777

SIZE SKU
22mm-24mm and 7/8"-15/16" 928
19mm-21mm and 3/4"-13/16" 924S

SIZE SKU
9.5mm-3/8" 809
10mm 810
11mm-7/16" 811
12mm 812
13mm 813
14mm 814S
15mm 815

SIZE SKU
 3/4" 839
10mm 840
11mm-7/16" 841
12mm 842
13mm 843
14mm 844
15mm 845

SIZE SKU
3/4" 884
13/16" 886
7/8" 888
15/16" 890
1" 892

SIZE SKU
8mm-5/16" 780
8.25mm 782
8.5mm 785S
8.75mm-11/32" 787
9mm 790
9.25mm 792
9.5mm-3/8" 795
10mm 800

SIZE SKU
1/2" 816
16mm-5/8" 820
17mm 817
9/16" 818
11/16" 822
19mm-3/4" 824S

SIZE SKU
1/2" 846
17mm 847
9/16" 848
16mm-5/8" 850
11/16" 852
19mm-3/4" 854

How to Use:

1.  Place TurboSocket® on damaged fastener 
 and turn.

2.  To remove fastener from TurboSocket®, simply 
 tap socket or use a punch to knock out fastener.

Bolts like this are 
easy to remove 

with TurboSockets 
from SK.
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