
INSTALLATION OF DREAM 1 (DUAL RADIUS EXHAUST
ACCUMULATOR MODEL 1)

FOR

BOXSTERS/CAYMANS

OBJECTIVE: Replace the stock exhaust T accumulator with a more efficient unit.

NOTE: Be prepared to remove the right rear tire/wheel. You need access to
the mufflers so you may wish to use a car lift, ramps or grease pit to access the
muffler/exhaust area.

Required Tools
Clean rag
Black felt tip pen
Spray penetrating lubricant
3/8 or 1/2 drive socket ratchet
3/8 universal
17 mm socket or wrench
15 mm deep socket or wrench
13 mm deep socket or wrench
10 mm socket or wrench
Torx # 25 bit and driver
Large blade screwdriver
9-10" drive extension
3" drive extension

"ATTENTION"
When you initially drive the car, following installation, you may or may
not feel an immediate increase in performance or different sound. Drive
the car 3-5 days, at least 100 freeway miles, for the engine to adapt to
the more efficient exiting of the exhaust gases. Than you will feel an
enhancement in overall performance.

REMOVING STOCK T EXHAUST ACCUMULATOR

1. Unbolt, remove and lay to one side the exhaust tip.
2. With a clean rag wipe off dirt and grime from the two clamp bolts of the T

exhaust accumulator and the two bolts of the top exhaust connecting tube



as far as possible and slip the T exhaust accumulator off the exhaust pipe.
Figure 6

INSTALLING NEW DREAM 1 DUAL RADIUS EXHAUST
ACCUMULATOR MODEL 1

"EXHAUST CLAMPS"

You may wish to remove the stock exhaust clamps from the stock T. The stock
T exhaust clamps may provide additional clamping power. However, the
DREAM 1 of clamps will work. Your choice.

1. Spray a penetrating lubricant to the exhaust pipe ends and ends of the top
connecting tubes to ease assembly.

2. Push/move the left and right muffler pipe(s) assemblies apart toward the
outside.

3. Slip the exhaust clamps over the ends of the left and right exhaust
pipes. Slide the right end of the new DREAM 1 exhaust accumulator over
the right muffler exhaust pipe as far as possible. Next rotate the DREAM
1 and right muffler assembly upward to connect with the left exhaust pipe
and slide the left exhaust pipe into the left end of the DREAM 1 exhaust
accumulator. At the same time align the top connecting tubes and slide the
connecting tube clamp over both ends of the top connecting tube(s). Slide
the exhaust clamps over the ends of the DREAM 1 accumulator with the
nuts facing the rear bumper.

4. Press/pull each of the mufflers against their mounting bracket, slide the large
hose type clamps back over the muffler(s)/mounting bracket(s) and tighten
the large hose type clamp(s) that holds the muffler(s) to their mounting
bracket. Figures 1 & 2 (in reverse)

5. Align (center) the top connecting tube clamp over the ends of the top
connecting tube and snug (not tight) the nuts.

6. Align (center) the new DREAM 1 exhaust accumulator and snug (not tight)
the clamp nuts

7. Slip the right exhaust header pipe over the three bolts on the exhaust pipe
flange. Screw on the three nuts but do not tighten at this time.

8. Attach the exhaust tip to the DREAM 1 accumulator to properly align
(center) the exhaust accumulator and top connecting tube .



clamp. Also remove dirt from both exhaust and top connecting tube(s) as you
must be able to slide the T exhaust accumulator and top connecting tube clamp
in order to remove the T exhaust accumulator.

3. With a black felt tip pen mark the ends of the T exhaust accumulator and the
clamps on the top connecting tube. These marks will help you align (center) the
exhaust accumulator and top tube clamp when you install the new DREAM 1
exhaust accumulator.

4. Spray penetrating lubricant on the (2) T exhaust accumulator clamp bolts and
the (2) top connecting tube clamp nuts.

5. Loosen the (2) T exhaust accumulator nuts so it will rotate up and down and
slide back and forth on the exhaust tubes. Figure 5.

6. Loosen the (2) nuts on the top connecting tube clamp so the clamp will slide
back and forth on the connecting tubes.

7. Slide the top connecting tube clamp to the left as far as possible.
8. In front of each muffler, on the header side, is a large hose type

clamp approximately 7" in diameter with a bolt on the side. This
clamp(s) holds the muffler(s) to the mounting bracket(s) that support
the muffler(s). Loosen, but do not remove, the bolt in each of these
muffler hose type clamps and slip the clamps forward away from the
muffler and let them hang loose. Figures 1 & 2.

9. Remove the right rear wheel in order to gain access to the right exhaust pipe
header flange which must be disconnected in order to provide sufficient
clearance to remove the stock T exhaust accumulator.
Remove the small black plastic mud shield to the upper right of the disk brake
assembly in order to gain access to the three nuts on the exhaust pipe header
nuts. Spray penetrating lubricant on the three nuts of the exhaust header pipe
flange connection. Remove the three nuts from the exhaust header pipe flange.
Using a blade screwdriver lift the exhaust pipe off the three header flange bolts
so that it can be moved. Figures 3 & 4.

(It would he helpful to have an assistant hold the loose right exhaust header pipe
and move the exhaust pipe as needed to make the following exhaust
disconnect/connections)

lO.Push the left and right muffler assemblies apart (toward the outside) as far as
possible. Slide the top connecting tube clamp to the left as far as possible.
Slip the top connecting tube out of the connecting tube clamp. Slide the T
exhaust accumulator to the right on the exhaust pipe as far as possible.
Jiggle/tilt rotate the right muffler assembly/exhaust pipe downward to the right



9. When the DREAM 1 exhaust accumulator/exhaust tip is properly aligned
tighten the exhaust accumulator clamp nuts, the nuts on the top connecting
tube clamp and the exhaust tip clamp nut. Figure 7.

10. Tighten the three nuts on the right exhaust header pipe flange.
11. Reinstall the black plastic mud guard mounted behind the rear wheel disk

brake assembly.
12. Remount the right rear tire/wheel.
13. Start engine and check for exhaust leaks.
14. COMMENT: The exhaust sound will vary depending if you have a dual or

square exhaust tip. Our experience shows you will experience enhanced
overall performance. Don't be surprised if you also get slightly better gas
mileage.

15.ENJOY!
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