
Value for Money
Ava i la b le in va r ie s  p o w e r  f i t te d w ith 
e f f icie n t LE D s f r o m in te r n a tio n a l br a n d 
P h ilips a n d po we r e d by S o s e n dr ive r , o u r 
R e co n s e r ie s LE D Flo o d L igh ts o f fe r th e 
u s e r s n o t o n ly s u pe r io r qu a lity o f ligh tin g 
e x te r io r s , bu t a ls o a s u pr e m e r e lia bility. 
W i t h  t h e  o p t i c a l  l e n s  a n d  u n i f o r m  
ph o to m e tr ic d is tr ibu tio n , th is LE D ligh tin g 
s e r ie s a ch ie ve s h igh o ptica l e f f icie n cy. 
T h a n k s to a r o bu s t a lu m in iu m h o u s in g 
with s a fe ty gla s s co ve r , th e f lo o dligh ts a r e 
i d e a l  f o r  o u t d o o r  f l o o d  l i g h t i n g  
a p p l i c a t i o n s ,  s u c h  a s  w a l l m o u n t e d  
a r o u n d bu ild in g fa ca de s , bu ild in gs a s we ll 
a s  l i g h t i n g g a r d e n s ,  p a t h s  n e a r  t o  
bu ild in gs , g a r a ge s , a n d e n tr a n ce w a ys .





More Than Good

Philips LED Sosen Driver Die-Cast Heatsink

B e a n gle

120° 90°

o bu s lu m in u ie -ca s
ig r o te ctio a tin P 6 6
ig m a c e s is ta n c K 0 8
u ita bl o e r a tio m bie n

e m e r a tu r 4 0 ° 5 0 ° C
ta ti u ilt-i r ive r



Electrical: 100-277V, 50/60Hz

Housing: Die-cast Aluminum ADC12
Thermal Conductivity: 96 W/m·K
Led: Philips

Driver: Sosen

CRI: Ra>70
SDCM: <6
Power Factor: >0.95
THD: <15

Waterproof: IP66
Impact Test: IK08

Driver Efficiency: >90%
Protection: OTP, OCP, OVP, SCP

Lifetime: 50,000H

Surge Protection: 4KV

Operating Temperature: -40~50
TM21: L80B10>50,000H 

Emergency

Features
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-40~+50

Philips

AC100~277V

Sosen

Watt Voltage Lumen CRI IP Dimension
100W 100~277V 15000LM >70 (80) IP66 L354*W319*H53MM
150W 100~277V 22500LM >70 (80) IP66 L400*W359*H63MM
200W 100~277V 30000LM >70 (80) IP66 L430*W389*H63MM



Packing
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425 365 138 1 2.90 3.80
470 405 148 1 3.80 4.90
500 435 148 1 4.50 5.80

GW/CTNNW/CTNQTY /
CTNOuter Carton(mm)


