


Best heat dissipation
Pure aluminum

Low G lar e
Low b ack l ight, low s pill l ight
As ymmetr ic o ptics
E ur ope D es ign P atent

Bes t L ight F or S t adium

PMMA lens+Tempered Glass
Best UV resistane

PC Lens, without glass
Low UV resistance

After 5  years
5

2

After 2  years

PMMA lens
Tempered Glass







Others

B a c k L i gh t U s e f u l L i gh t G l a r e L i gh t S p i l l L i gh t

U s e f u l L i gh t

Won't  neighbors when enjoying sport disturb

More glare light
More pollution

Less glare light
Less pollution





Electrical: 100-277V, 50/60Hz

Housing: Pure Aluminum
Thermal Conductivity: 226 W/m·K
Led: Cree 5050

Driver: Inventronic

CRI: Ra>70
SDCM: <6
Power Factor: >0.95
THD: <15

Waterproof: IP66
Impact Test: IK08

Driver Efficiency: >93%
Protection: OTP, OCP, OVP, SCP

Lifetime: 50,000H

Surge Protection: 10KV

TM21: L90B10>50,000H 
Operating Temperature: -40~60

Emergency

Features

Optical options:

Functions
ZigBee DMX DALI 0/1~10V

Cree

-40~+60

160LM/W

AC100~277V

Inventronic160

10KV

H

L

W

Highmast Light

IP66

Watt Voltage Lumen CRI IP Dimension
500W 100~277V 80000LM >70 IP66 470*524*127

600W 100~277V 96000LM >70 IP66 470*524*127

1000W 220~240V 160000LM >70 IP66 920*558*127

1200W 220~240V 192000LM >70 IP66 920*558*127

D30 D60 D90 MBP20 MLP30 MBP45 MBP70

Note: Asymmetric optics are 150lm/w



Packing

H

L

W

Luminaire

L W H NW(kg) GW(kg)
600W Driver Box 410*280*136.8 480 300 200 1 7.10 8.70
1200W Driver Box 410*280*136.8 480 300 200 1 7.70 9.30

Model QTY /
Outer CTN

Dimension
(mm)

Outer Carton(mm) Driver
Driver

L W H NW(kg) GW(kg)
470*520*127 560 235 615 1 14.80 16.30
470*520*127 560 235 615 1 14.80 16.30
920*558*127 1010 235 655 1 27.50 29.60
920*558*127 1010 235 655 1 27.50 29.60

QTY /
Outer CTN

Dimension
(mm)

Outer Carton(mm) Luminaire


