
General Inspection Solution

The Aqua SnakeEye III is designed to 

function in harsh industrial and commercial 

environments and is constructed of high 

impact, heavy duty plastic that can 

withstand shock and vibration. It resists 

water, dust and dirt particles and can also 

be used where grease and non-solvent 

based chemicals are present.

Modular in design it can be easily configured 

to inspect behind walls, inside ceilings, in and 

around pipes and machinery, under vehicles 

and aircraft, inside engine compartments, 

behind computer equipment, underneath 

automobile dashboards. The possible uses 

are endless. SnakeEye III is ideal for quick, 

non-destructive, qualitative inspections in 

hard-to-reach places.

Aqua
SnakeEye III

SnakeEye III is a low-cost, hand-held remote 
video inspection system that is lightweight, 
modular and portable. Combining a CCD 
camera and TFT-LDC display technology, 
SnakeEye delivers clear, full colour video 
and can be easily configured for a multitude 
of uses.
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SPECIFICATIONS 

Display Unit 12.7cm colour VGA TFT-LCD
 640 x 480 colour pixels
 Adjustable hand strap
 Three level camera light control
 Video and Still image recording
 Voice note recording
 External power port

Camera CCD Camera
 2.79cm diameter & 4.8cm long
 Sensitivity = 2 lux @ F3.5
 CCD total pixels 771 x 492
 Field of view 45 degrees
 Depth of field 3.8cm to infinity
 white light LED’s; 3 levels of brightness
 Waterproof to 10m

Power System  Battery – 2 x 6V NiMH rechargeable 
batteries; up to 60 min continuous operation

  Power – AC/DC adapter; 12V auto adapter

Camera Adapters  Rigid Wand – 45.7cm length; 90° one-way 
articulation

 Finger Adapter

General Total system weight is 1.4kg
 System operating temp: -10°C to 60°C

FEATURES AND BENEFITS

•  Interchangeable camera head that can 
be attached to a rigid wand, a ring finger 
attachment cables, or telescopic poles.

•  High speed CCD colour camera with built-in 3 
level LED illumination, delivering clear images in 
low light conditions.

•   Water resistant camera head is ruggedized for 
optimum performance in harsh environmental 
conditions.

•  Camera head can be vertically articulated 
up to 90° when used with the rigid wand and 
telescopic poles.

•  Lightweight compact display unit houses full 
colour resolution on 12.7cm TFT-LCD display.

•  Display screen has a built-in protective, plastic 
cover and can be rotated to maintain proper 
image orientation for the viewer.

•  Designed for easy one-handed operation the 
display unit has 3 colour-coded push button 
controls.

•  Plug-in capabilities.

•  Full range of accessories are available.

  1300 033 723          inlineindustrial.com.au

For further information and to request a demonstration, contact us at 
sales@inlineindustrial.com.au
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SnakeEye is packaged in a lightweight, 
rugged carry case for easy portability. 
The ring adapter is designed to provide 
finger tip control of the camera in hard to 
see but reachable spaces. The rigid wand 
adapter is 45.7cm long and contains a 
SureGrip handle and swivel feature that 
allows camera articulation up to 90°.
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