
Lightweight Inspection Camera

Drawing upon its vast experience in imaging 

technology, Yateks has created a compact 

and lightweight inspection camera, that 

allows for intuitive and simple operation. 

The B Series is a complete system with a 

variety of camera head diameters and 

insertion probe lengths to meet any 

inspection requirement. It incorporates a 

flexible or semi-rigid insertion tube, which is 

comprised of carbon steel plus galvanized 

iron and polyethylene. While conducting 

an inspection, the acquired videos and 

still images are displayed on a large 11cm 

screen on the system console. The B Series 

is available with a single, forward-facing 

camera or, alternatively, with dual-view 

(front and side) cameras.

Yateks
B Series Videoscope

The B Series is Yateks’ best-in-class professional 
detection instrument developed for maintenance 
and diagnosis in a variety of industries. Whether 
you are assessing engines, cylinders, tanks or 
pipes, the exceptional image quality of the B 
Series will take your inspection to the next level.
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SPECIFICATIONS 

Display 4.3” IPS wide angle screen

White Balance AWB

Function  Photography, video, brightness control, 
image zoom, image freeze, image locking 
and image flip

Internal storage TF card (maximum 32GB)

Data I/O port SD card interface, TV-out, USB interface

Brightness Control 3-level brightness adjustment

Battery Lithium-ion batteries (rechargeable)

Standby time ≥6h

File management  Support image and video play, delete, 
format and naming

Image format JEPG (record the date and time)

Video format AVI (record the date and time)

Signal Output PAL & NTSC

Language  Chinese, English, Spanish, French, German, 
Russian, Japanese

Probe dimension 3.7mm, 4.5mm, 5.5mm, 6mm, 9mm

Insertion tube length 1-5m

Insertion tube type Flexible tube, rigid tube

Insertion tube material Rigid tube material: 301 stainless steel + PE 
 Flexible tube material: Carbon steel +  
 galvanized iron + PE

Resolution 450,000 pixels

Depth of Field 10mm~100mm; 5-50mm

The angle of view 90°

System work temperature -10°C~50°C

Probe work temperature -10°C~60°C

Waterproof grade Probe IP67 / Monitor IP54

FEATURES AND BENEFITS

•  Unique image processing technology ensures 
clear and detailed images with strong light 
suppression and low light compression.

•  Forward-facing camera with 90° field of view or 
dual-view (front and side) cameras.

•  Flexible and rigid insertion probe in a variety of 
lengths.

•  Optional diameter probe tubes to meet different 
testing requirements.

•  Super-bright LED lighting (3 settings).

•  4.3” wide angle IPS screen with high-definition 
display resolution.

•  Still and video image recording to system SD 
card.

•  Rechargeable lithium-ion battery (1 battery 
required for system use).

  1300 033 723          inlineindustrial.com.au

For further information and to request a demonstration, contact us at 
sales@inlineindustrial.com.au
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Optional diameter probe: 
3.7, 4.5, 5.5 & 6mm dual lens

Yateks B Series allows 
for a quick set-up and 
intuitive operation.

B Series I Superior Imaging For Your Daily Inspections


