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Lizerna Protexer 
High performance finishing agent for Wet Cleaning 4.0 

 

  
PROPERTIES:  a must have for successful Wet Cleaing 4.0  

 
 stabilized fibres in a subsequent tumble drying 

 
 reduced significantly wrinkle formation 

 
 mandatory to complete the full cycle of professional Wet Cleaning in only 60 minutes 

  
 has no influence on the natural behaviour of fibres 

 
 suitable for all kind of textiles 
         

 

APPLICATION: Lizerna Protexer is appied in the final rinse according the process of Wet Cleaning 4.0. Due to the 
high concentrated formulation, only 6 - 10 ml/kg are enough. Lizerna Protexer has no influence on 
colours. 
Lizerna Protexer should not be applied at higher ironing or pressing temperatures, max. 175°C to 
prevent any depositions on the hardware. 
 
 

TECHNICAL  
DATA: 

Density 20 °C (68 °F) 0,99 g/ml 
pH value (1%)  3,5 - 4,5 

 

  
HINTS: Storage: 

Lizerna Protexer is sensitive to frost and higher temperatures. Store between 0°C and 40°C. 
Otherwise irreparable damage is possible! 
After partial taking out close packing unit tightly again. The product can be stored for at least 12 
months in its original sealed packing.  
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