


Mounting hardware list and installation Instructions for Grizzly 700 Skid Plates (p/n's 710, 7171)

Front Bash Plate

2) 6 x 30mm Hex Bolts
2) 6mm Flat Washers
2) 6mm Lock Washers
1) 8 x 40mm Buttonhead Bolt
1) 700-06 Nut Plate
2) 8 x 20mm Buttonhead Bolts2) 8 x 20mm Buttonhead Bolts
3) 8mm Flat washers
2) 1 1/4" Clamps

Center Plate

4) 1 1/4" Clamps
4) 8 x 20mm Buttonhead Bolts
4) 8mm Flat Washers
2) 6 x 20mm Hex Bolts
4) 6mm Flat Washers
2) 6mm Nylock Nuts2) 6mm Nylock Nuts

1. Begin by standing the ATV up on its end. They are very unstable in this position so be sure to secure it with rope. 

2. First you must remove all of the plastic stock guards. 

3. Now install the center plate beneath the engine. Mount to the frame using four of the 1 1/4" clamps with 8 x 20mm buttonhead bolts, and secure
    on each side to the plastic splash guard using the supplied 6 x 20mm Hex Bolts with Nylock nuts. Its best to install all of the hardware loosely at 
    first so that the position of the plate can be adjusted before tightening down the bolts. 

4. Next install the front bash plate using the 6 x 30mm Hex Bolts with standard and lock washers into the front factory mounting holes. Secure this 4. Next install the front bash plate using the 6 x 30mm Hex Bolts with standard and lock washers into the front factory mounting holes. Secure this 
    plate to the frame using the 8 x 40mm buttonhead bolt with the 8mm nut plate in the center skid plate mounting hole and two 1 1/4" clamps with 
    8 x 20mm buttonheads in the rear. Again install everything loosely so that the plate can be butted up against the center plate before tightening. 

5. Now install the rear skid plate using four 1 1/4" clamps with 8 x 20mm Buttonheads. 

6. Finally you must bring the machine back down from its standing postion. Now install the rear hitch guard using two 1" clamps with 8 x 20mm 
    buttonhead bolts onto the two vertical frame tubes directly behind the hitch mount.     buttonhead bolts onto the two vertical frame tubes directly behind the hitch mount. 

Rear Plate

4) 1 1/4" Clamps
4) 8 x 20mm Buttonhead Bolts
4) 8mm Flat Washers

Rear Hitch Piece

2) 1" Clamps
2) 8 x 20mm Buttonhead Bolts
2) 8mm Flat Washers


