


Arctic Cat Prowler Skid Plate Installation Instructions (P/N 737, 737A & 746A)

Before you begin you will need:
A hand held Drill, a #7 (or 13/64" bit), a 5/16" Bit, a T-30 and a T-40 TORX wrench or socket, a 4mm and 
5mm Allen wrench or socket, and a 7/16" and a 13mm Hex wrench or socket. 

*if you are only installing a-arm guards you may skid down to step 6

1. Begin by removing all stock skid plates including the two metal plates which angle up on either side. A 
T-30 Torx bit is required to remove most of these bolts. 

2. Refer to the hardware installation guide to determine in which positions Nylock Nuts can be used and 
which positions the self-tappers will be used, these can also easily be identified on the machine where 
mounting points are located on the main frame, and where the back side of the bolt cannot be accessed. 
Any mounting points on cross members will use nuts. Also note that there are two different mounting point 
location patterns depending on the model you have, these patterns are marked on your hardware 
placement guide with a 1 or 2. 

3. Use the #7 or 13/64" bit to open up each mounting point on the main frame where self tapping bolts will 
be used. DO NOT SUBSTITUTE ANY OTHER SIZE BITS IN THESE POSITIONS. 

4. Now use the 5/16" bit to open up each mounting point where nuts CAN be used on the back side. Also 
if you are installing A-Arm guards open up the mounting points on each a-arm to 5/16" as well.

5. Now you may begin installing the skid plates. It doesn't really matter in which order you install the 
plates but make sure you leave everything loose at first so that the positions of each plate can be 
adjusted to create seamless transitions between plates. You will find it more convenient to prepare all 
your bolts first. Feed each bolt with a washer through one of the gold cupped washers, for the self-
tappers use a split lock washer and for the standard hex bolts use a flat washer. Also for this step you will 
find it much easier to have a helping hand to hold the plates in position while you get the first few bolts 
started. You will need to apply a fair amount of pressure on the self-tappers to get them started, just make 
sure they are threading straight in and not at an angle. For the standard hex bolts use a nylock nut and a 
flat washer on the back side. In the two positions where the 1" clamps are used it's best to hang them 
from the frame before putting the plate in place and then use the access holes to position it correctly to 
feed in the 8 x 20mm button head bolts. Again do not tighten the bolts down until they are all in place. 
When you are ready to begin tightening everything down make sure the plates are butted right up against 
one another. It is very important not to over torque the self-tappers. Torque these down to the point 
that they feel tight but without using too much strength. If you are using mounting pattern #2 then you will 
need to use the #700-06 nut plates with the 8 x 20mm Flat head bolts in the countersunk mounting points 
on the rear of the center skid plate. Place the nut plates flat on the cross member behind the two 1" holes 
and feed the flat head into the nut. Once everything is securely fastened use the 6 x 20mm button head 
bolts with flat washers to attach the plastic skirt to the two side plates. 

6. Now if you have a-arm guards refer to the hardware placement guide to find the appropriate hardware. 
If you haven't already drilled out the stock mounting points you should do this now. They need to be 
drilled out to 5/16". Hold the guard up into place and install all of the required hardware leaving everything 
loose at first. On the rear guard where the 8 x 50mm button head is used make sure you feed the bolt in 
through the bottom side so the rounded button head is exposed rather than the nut. As you begin 
tightening down each bolt you will need to make sure the guard is pressed firmly against the a-arm. It is 
easiest to have someone else help hold the plate in place as you tighten or if necessary use something to 
keep it pressed firmly against the a-arm. A car jack works well for this. 

7. If you have any questions or concerns feel free to call us at 1-866-273-1197



Arctic Cat Prowler Skid Plate Hardware List (P/N 7373)

Frame Skid Plates (p/n 737T,737M,737R,737FBA,737FBB):

38) #833 Cupped Washers
2) 1" Clamps
2) #700-06 Nut Plates
2) 8 x 25mm Flat Head Bolts
2) 8 x 25mm Button Head Bolts
4) 6 x 20mm Button Head Bolts
12) 1/4" x 1" Hex Bolts
26) 1/4" x 1" Self Tapping Hex Bolts
12) 1/4" Nylock Nuts
26) 1/4" Lock Washers
24) 1/4" Flat Washers
 2) 8mm Flat Washers
 4) 6mm Flat Washers

Front A-Arm Guards (p/n 737AFA,737AFB):

4) 3/4" Clamps
4) 8 x 20mm Button Head Bolts
4) 6 x 25mm Hex Bolts
4) 6mm Nylock Nuts
4) 8mm Flat Washers
8) 6mm Flat Washers

Rear A-Arm Guards (p/n 737ARA,737ARB):

2) 1" Clamps
2) 8 x 50mm Button Head Bolts
4) 6 x 20mm Hex Bolts
2) 8 x 20mm Button Head Bolts
6) 8mm Flat Washers
8) 6mm Flat Washers
4) 6mm Nylock Nuts




