
 

 



                          Installation instructions for part# 767U Ranger 1000 

Step One: Start by removing the factory plastic skid plate from the machine. 

Step Two: Using the supplied M6 Tap, cut threads in any of the dimpled holes in the frame that 

don’t have threads. You can do this after you have hung the plates, but I find it easier to do this 

first. 

Step Three: Take your 767M1U Plate, and attach it to the frame using your 833 Cup washers 

and 6x16 flange bolts. Just start two of the front mounts for now, and leave these loose. 

Step Three: Now you can hang the 839Clamps around the frame rails. You can use the access 

hole in the skid plate or you can reach through behind the plate and install them that way. Take 

your bolts, with the heavy duty washers and the spacers, line up the clamp with the slot in the 

plate and start these two bolts. Leave everything loose for now. Now you can start the rest of 

your cup washers and 6x16 flange bolts. Leave the 4 rear mounts out for now, as they will be 

used to secure the next plate down as well. 

Step four: Take your 767M3U plate, and slide it under the rear of the 767M1 plate. The M1U 

plate will overlap the M3U plate. Line up the plate, and start the two rear 833 Cup Washers 

with the flange bolts first, as it will be easier to align the two plates, without having to hold the 

M3 plate up. After the rear two cup washer mounts are installed, line up the plates where they 

overlap, and install the 833 cup washers and the silver 6x25 Hex bolts. 

Step Five: Now you can start the two rear 8x25 bolts. They will have the heavy duty washer and 

spacer, the same as the bolts used on the clamps on the first plate. Run the bolts through the 

skid plate, and the existing holes in the frame. Place an M8 washer over the bolt, followed by 

the M8 nylock nuts. Leave everything loose for now. 

Step Six: Now you can get the 767RU plate into position. It will slide under the plate in front of 

it, just like the other plates. Take your 3 remaining 833 Cup washers and 6x25 hex bolts, line up 

the slots and start these bolts.  

Step Seven: Now you can take two of your 700-06 nut plates, with the 8x25 hex bolts, heavy 

duty washer and spacer, and run those through the middle side mounts of the skid plate, and 

through the frame. Take your 700-06 nut plate and thread the bolt into it. 

Step Eight: Now take your two remaining 700-06 Nut plates. And they will drop into a frame 

channel just behind the rear differential. Start the two remaining bolts with the heavy duty 

washers and spacers. 

Step Nine: Now you can square up all of your plates for the best fit, make sure the cup washers 

are all seated down in their counter bores. Once you are happy with the fitment you can 

tighten all of the bolts. We suggest tightening all of these by hand, as an air tool can damage 

the threads in the frame.  



Step Ten: Now you can install the very front plate Part # 767T Take the pate and put it into 

position. Start your bolts through the skid plate with the HD washer and spacer. Take the 

regular washer and slide it over the bolts followed by the nuts. Square up the plate for the best 

fit, and tighten all of the bolts. This completes your installation. We also have a video on our 

youtube channel showing the installation process. Thank you for your purchase! 

 

                                         Hardware List For 767U Ranger 1000/900  

767TU                                                                                                                 767M1U  

6) 8x25 Hex Bolts                                                                                              6) 833 cup Washers     

6) M8 HD Washers                                                                                            6) 6x16 Flange Bolts  

6) M8 Washers                                                                                                   2) 839 Clamps  

6) 700-124 Spacers                                                                                            2) 8x25 Hex Bolts  

6) M8 Nylock Nuts                                                                                             2) 700-124 Spacers  

                                                                                                                              2) M8 HD Washers  

767M3U                                                                                                              767RU  

6) 833 Cup Washers                                                                                          3) 833 Cup Washers  

4) 6x25 Hex Bolts                                                                                               3) 6x25 Hex Bolts  

2) 6x16 Flange Bolts                                                                                          4) 8x25 Hex Bolts  

2) 8x25 Hex Bolts                                                                                               4) M8 HD Washers  

2) M8 HD Washers                                                                                             4) 700-124 Spacers  

2) 700-124 Spacers                                                                                             4) 700-06 Nut Plates  

2) M8 Washers                                                                                                    1) M6 tap and handle  

2) M8 Nylock Nuts 



 


