
 

                       We Also have a Youtube video showing the installation procedure for this kit. 



                                                          Part# 780U 

Installation Instructions and Hardware Guide For the Ranger Crew 900/1000 

Step One: Start your installation by removing all of the factory plastic skid plates. 

Step Two: Before you start mounting your Ricochet skid plates, you need to tap out the existing 

dimpled holes in the frame. You do not need to drill any holes. Polaris provides the holes, but 

they are not threaded from the factory. We are supplying you an M6x1 tap, and tap handle to 

cut the threads. It’s a good idea to put some oil on the tap prior to cutting the thread. After 

tapping out the threads you can start your installation. If you miss a thread, you can still cut it 

with the plate in place. 

Step Three: Get your 780M1U plate into position, and attach it to the frame using the 6x16 

Flange bolts, and the 833 Cup Washers. The two rear mounts are also picked up by the next 

plate, so leave those bolts out for now, and leave the rest of the bolts loose. 

Step Four: Before mounting your 780M2U plate, hang the 838 clamps around the side frame 

rails. Now mount your 780M2U plate using the 6x16 Flange bolts and cup washers. Leave all of 

these loose for now. Now you can mount the front two mounts that are the common mount to 

the 780M1U plate. These will use the 6x25 Hex bolts and cup washers. Now you can start the 

two bolts for the clamps you hung on the side frame rails. Take your 8x25 Hex bolts, and with 

the heavy duty washer and spacer, slide the clamp into position to line up with the hole in the 

skid plate and start both of these clamps. Use anti seize on both of these bolts. 

Step Five: Take your 767M3U plate and get it into position. The front four mounts will be 

common mounts with the rear of the 780M2U plate. Start all of the cup washer bolts. It will be 

the 6x25 bolts for the front common mounts, and the 6x16 flange bolts for the rear side 

mounts. Leave all of these loose for now. Now you can take your 8x25 Hex bolts, heavy duty 

washers and the spacer and insert those into the slots at the rear of the plate, and through the 

hole in the frame, place a washer over the bolt followed by the nylock nut. Leave these loose 

for now. 

Step Six: Now you can set your 767RU plate into position. Start the front bolts that are a 

common mount. These will use the 6x25 hex bolts and 833 cup washers. Now you can start the 

middle side mounts. Take you 8x25 hex bolt, HD washer and spacers, and slide them through 

the slot in the plate, and the hole in the frame. Take your 700-06 nut plate, and start the bolt. 

Use anti seize on these bolts. The rear mounts use the same hardware that you just used on the 

side mounts. On the rear you need to set the nut plate down into the frame just behind the 

rear differential. It’s easiest to do this from the rear of the machine. The nut plates should sit 

down flush in the frame channel. Now you can start both of the bolts on the rear mounts. Use 

anti seize on these threads. 



Step Seven: Now you are ready to align all of the plates for the best fit, and can start tightening 

your hardware. Make sure all of the cup washers are seated in their counter bores. Once you 

are satisfied with the alignment of the plates, you can start tightening all of your hardware, 

starting from the front of the machine, working your way to the rear of the machine. 

Step Eight: You can now mount the very front skid plate. Take your 767TU plate and put it into 

position. This plate will mount with 6) 8x25 bolts, with the heavy duty washer, spacer, standard 

washer, and a nylock nut. Take your bolt, HD washer and spacer and slide it through the skid 

plate and the holes in the frame. Place a standard washer over the bolt, followed by the nylock 

nut. Start all six of these bolts. Align the plate for the best fit, and you can now tighten all six 

bolts. This completes your belly skid installation for your machine. If you run into any issues, 

please refer to the installation video on our youtube channel, or feel free to give us a call at the 

number listed above. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  



                                              Hardware List For Part # 780U 

780M1U                                                                         767M3U             

12) 833 Cup Washers                                                                 2) 833 Cup Washers                                                          

10) 6x16 Flange Bolts                                                                 2) 6x16 Flange Bolts                                   

2) 6x25 Hex Bolts                                                                        2) 8x25 hex Bolts 

780M2U                                                                         2) M8 HD Washers 

10) 833 Cup Washers                                                                 2) 700-124 Spacers 

6) 6x16 Flange Bolts                                                                   2) M8 Washers 

4) 6x25 Hex Bolts                                                                        2) M8 Nylock nuts 

2) 838 Clamps 

2) 8x25 Hex Bolts                                                                        767RU 

2) M8 HD Washers                                                                     3) 833 Cup Washers 

2) 700-124 Spacers                                                                     3) 6x25 Hex Bolts 

                                                                                                       4) 8x25 hex Bolts 

                                                                                                       4) M8 HD Washers 

                                                                                                       4) 700-124 Spacers 

                                                                                                       4) 700-06 Nut Plates 

                                                                                                       1) M6x1.0 Tap and Tap Handle 

                                                                                                          

                                                                                                        767TU 

                                                                                         6) 8x25 Hex Bolts 

                                                                                                        6) M8 HD Washers 

                                                                                                        6 )700-124 Spacers 

                                                                                                        6) M8 Washers 

                                                                                                        6) M8 Nylock Nuts 

                                                                            



 



                                                                                           

                                                                                       


